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A ROBE BUSINESS

ANIOLS B

As the global LED lighting market
continues to grow at a phenomenal
rate, there are many choices for today's
lighting designers and installers. Robe
offers the highest quality products,
supported by a global distribution
network and their architectural product
line Anolis includes fixtures that have
been specifically designed to meet the
requirements and high expectations
of lighting designers, specifiers,
integrators and installers.

* Robe manufactures all of its
architectural products from high quality
components. Working closely with

our suppliers ensures reliability and
consistency as required for today's wide
range of lighting projects.

® Robe products are designed, tested
and manufactured at our state of the art
European manufacturing facility in the
Czech Republic. Complete control over
the manufacturing process combined
with vigorous testing allows for the
highest level of quality control, giving
designers and specifiers the confidence
to choose architectural products made
by Robe.

* Robe is able to offer a complete LED
solution - manufacturing both LED
luminaries and the LED drivers means a
matched system is available for a wide
range of applications.

* Robe custom software is utilised in all
drivers in order to constantly monitor

LED performance, drive currents are
continually adjusted to ensure optimum
performance of LEDs.

¢ Our products are covered by all
relevant technology patents.

e Our products meet or exceed
internationally recognized standards
including CE, *ETL/UL, and SELV giving
peace of mind to designers, specifiers
and installers.
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Eminere Inground 2 /4

E-Box Lite

E-Box Daisy

E-Box Star

Divine 72

Divine 160

Divine 60 UV

ArcPar 150 Outdoor

ArcSource 4MC I

ArcSource Outdoor 4MC
ArcPower 36

ArcPower 72

ArcPower 144

ArcPower Unit Rack mount

/ Wall mount

ArcPower 48 Outdoor

ArcPower 192 Outdoor
ArcSource Outdoor 4MC Pixel
ArcDot

ArcPix ||

ArcPixel Power

ArcPower Unit Pixel Rack mount

/ Pixel Wall mount

ArcSource Outdoor 16MC Integral
ArcSource Outdoor 24MC Integral
ArcSource Outdoor 48MC Integral
ArcSource 24MC Submersible
SubDrive 1

SubDrive 4

ArcSource Inground 24MC Integral
Ambiane XP Recessed

Ambiane XP Pendant

Ambiane XP Pendant Remote
Ambiane AP

ArcControl DU

Accessories




Eminere" 1/2/3/4

Eminere was designed by Robe for a wide range of exterior and interior
applications with a variety of lens options that can be used for Flood Lighting,
Wall Grazing, Wall Washing and Accent Lighting. Equipped with Robe's
unique 18-bit colour mixing resolution ensures extra fine colour tuning as well
as smooth dimming at low level intensity. Designed in our state-of-the-art R&D
facility by industry experts with over 20 years experience in the field, Eminere

is IP67 rated and can withstand extreme conditions. Eminere is available in
1,2, 3, and 4 foot sizes (300 / 600 / 900 / 1200 mm) with RGBW, RGBA or
PureWhite single chips as standard and is easy to control, 1 pixel per foot.
Eminere fixtures can be used for both permanent and temporary installations,
including various architectural and architainment applications.

KEY FEATURES:

Application Flexibility Eminere’s optics can be

PRODUCT VARIANT:

used for various applications including wall grazing, ﬂ
flood lighting, wall washing, wide flood lighting, spot ‘ ‘J
lighting and accent lighting.
RGBW RGBA PureWhite

Quick and Easy Installation Plug & Play system
means easy installation, fast adjustment and intuitive
programming with self-addressing.

Naturally looking result Full spectrum coverage by

FINISH OPTIONS:

using RGBW colour mixing with precise wave lengths RAL
of each color for modern architecture or speficificaly
designed combination of RGBA to hightlight every STANDARD
ingle detail of historical buildi ts.
sihgle aetall ot historical bulidings or monuments RAL 9011/ RAL 9006/  Custom Paint Harsh
Graphite Silver Colour Environment
Durability Eminere is rated IP67, suitable for Black
wet locations and has a protection rating of IK0é.
Marine grade finish option also available for harsh OPTIC OPTIONS:
environmental conditions.
SYMMETRICAL BI-SYMMETRICAL ASYMMETRICAL
9°,15°,30°, 10°x 30° WallWasher
50°, 65°,100°  10°x 60° Wide
35°x70° WallWasher
15°x 90°

via (((])))

E-BOX

STANDARDS & CERTIFICATION:

ce ((TD R;fs IP67 K0

Y

CRMX VEAR
viaE-BOXrange ~ Wireless - European CE ETL RoHS IP67 IK06 Warranty *
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TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage
Typical Power Consumption

OPTICAL
Light Source
Colour Variants

Beam Angle

Lumen Output Delivered

Projected Lumen Maintenance

CONTROL
Interface Protocol
Control System
Wireless DMX (Option)
Operating Modes
Settings / Addressing
Power Supply
Connectivity

PHYSICAL
Width x Height x Length

Weight
Housing

Finish Options

Cables / Connections

120-277VAC50/60 Hz
Eminere 1: 25 W, Eminere 2: 45 W, Eminere 3: 65W, Eminere 4: 85 W

12,24, 36,48 x High Power Single Chip LEDs

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)

Other Variants On Request (TW (2700 - 6500 K), 2200K, 2500 K,
2700 K, 3500 K, 4000 K, 5000 K, 6500 K)

Symmetrical: 9°,15°,30°,50°, 65°, 100°

Bi-symmetrical: 10°x 30°, 30°x 10°, 10°x 60°, 60° x 10°, 35° x 70°,
70°x35°,15°x90°,90°x 15°

Asymmetrical: Wallwasher, Wide Wallwasher

Eminere 1: 1.147 Im, RGBW @ 9°

Eminere 2: 2.294 Im, RGBW @ 9°

Eminere 3: 3.441 Im, RGBW @ 9°

Eminere 4: 4.588 Im, RGBW @ 9°

60.000 hrs (L70 @ 25 °C/ 77 °F)

Via E-Box range or Wireless DMX (excluded Eminere 1)

E-box With Self Addressing Feature or Custom Setting Via LCD Display
Lumen Radio CRMX Technology

Pixel (12 LEDs) or Fixture mode

Via Two Row LCD Display with Control Buttons or RDM communicator
Integrated

E-box Lite: 144 of Eminere 1(@ 230V and 40m cable) via 1 Output
E-box Daisy: 144 of Eminere 1(@ 230V and 40m cable) via 1 Output
E-box Star: 144 of Eminere 1(@ 230V and 40m cable) via 6 Outputs

Eminere 1: 76 x 107 x 329 mm (2.99 x 3.58 x 12.95in.)

Eminere 2: 76 x 107 x 629 mm (2.99 x 3.58 x 24.76 in.)

Eminere 3: 76 x 107 x 929 mm (2.99 x 3.58 x 36.57 in.)

Eminere 4: 76 x 107 x 1229 mm (2.99 x 3.58 x 48.38 in.)
2.9kg/6.41bs,4kg/8.821bs, 6.02kg/13.27 Ibs, 7.7 kg / 17 Ibs
High Pressure Extruded Aluminium Body

End Caps - Die-Cast Aluminium

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)
Cost Option - Custom RAL, Harsh Environment (RAL 9016, RAL9011)
IP67 Hybrid Connection ( Power + Data)

* Warranty conditions apply

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

CERTIFICATION
Listings

ACCESSORIES

Surface Mount With Different Type of Brackets
+/-95°

IP67 / Suitable For Wet Locations

IK06

Convection

-20°C/ +40°C(-4 °F/ +104 °F)

+67 °C@ Ambient +40 °C

(+153 °F @ Ambient +104 °F)

ETL/cETL, CE, RoHS

Mounting Brackets For Eminere
Cable Cover For Eminere

Shield For Eminere

Optical Demo Set For Eminere
Field Installable Connector FF, FM
Cable CE WCA, Cable US WCA
Waterproof Cover Cap

Leader Cable FF

Jumper Cable FF/FM

Booster Box




PHOTOMETRIC DATA:
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PHOTOMETRIC DATA:

Eminere 4 RGBW 15° x 90°

Eminere 4 RGBW 35° x 70°

Eminere 4 RGBW WallWasher
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Photometric Data of Eminere 4 are valid for whole Eminere series.
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Eminere” Side 1/2/3/4

™

Eminere™ Side is specifically designed for applications where a low form
factor is required keeping installation of the luminaire neat and clean.

The new Eminere™ range by Anolis builds on the success of the original
ArcLine™ Outdoor with precision optics and is available in a variety of
sizes, perfect for a wide range of exterior and interior applications such as
Flood Lighting, Wall Grazing, Wall Washing and Accent Lighting.

Built to exacting standards, these IP67 rated linear fixtures are tough

enough to withstand extreme environments whilst producing beautiful
colours from the RGBW, RGBA or PureWhite LED chips.

KEY FEATURES: PRODUCT VARIANT:

Complete solution for illuminating buildings,

monuments, walls, statues, bridges, ﬂ
coves and arches and much more. ' ‘J

Wide range of optics allowing to place product RGBW RGBA

. ) i PureWhite
anywhere is needed with no limitation.
Full spectral LEDs selection with custom option FINISH OPTIONS:
on request.
RAL
Hight durability of IKO6 in combination
of ingress factor IP67.
STANDARD
Easy and quick installation using click on connectors RAL9011/  RAL 9006/  Custom Paint Harsh
Graphite Silver Colour Environment
overmolded on combo cable (Power + Data). Black
OPTIC OPTIONS:
SYMMETRICAL BI-SYMMETRICAL ASYMMETRICAL

9°,15°,30°, 10°x 30° WallWasher

50°, 65°,100° 10°x 60° Wide
35°x70° WallWasher
15°x 90°

CONTROL PROTOCOLS: STANDARDS & CERTIFICATION:

via (((]))) \/

E-BOX ) IK06
CRMX c E @D RoHS e YEAR

via E-BOXrange W(i)rgt‘_e;ﬁ - European CE ETL RoHS IP67 IK06 Warranty *
I



TECHNICAL SPECIFICATION

ELECTRICAL
Input Voltage
Typical Power Consumption

OPTICAL
Light Source
Colour Variants

Beam Angle

Lumen Output Delivered

Projected Lumen Maintenance

CONTROL
Interface Protocol
Control System
Wireless DMX (Option)
Operating Modes
Settings / Addressing
Power Supply
Connectivity

PHYSICAL
Width x Height x Length

Weight
Housing

Finish Options

Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

120-277 VAC50/60 Hz
Eminere Side 1: 25 W, Eminere Side 2: 45 W, Eminere Side 3: 65 W, Eminere Side 4: 85 W

12,24, 36,48 x High Power Single Chip LEDs

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)

Other Variants On Request (TW (2700 - 6500 K), 2200K, 2500 K, 2700 K, 3500 K,
4000 K, 5000 K, 6500 K)

Symmetrical: 9°,15°,30°,50°, 65°, 100°

Bi-symmetrical: 10°x 30°, 30°x 10°, 10° x 60°, 60° x 10°, 35° x 70°,
70°x35° 15°x90°,90° x 15°

Asymmetrical: Wallwasher, Wide Wallwasher

Eminere Side 1: 1.147 Im, RGBW @ 9°

Eminere Side 2: 2.294 Im, RGBW @ 9°

Eminere Side 3: 3.441 Im, RGBW @ 9°

Eminere Side 4: 4.588 Im, RGBW @ 9°

60.000 hrs (L70 @ 25°C/ 77 °F)

Via E-Box range or Wireless DMX (excluded Eminere Side 1)

E-box With Self Addressing Feature or Custom Setting Via LCD Display
Lumen Radio CRMX Technology

Pixel (12 LEDs) or Fixture mode

Via Two Row LCD Display with Control Buttons or RDM communicator
Integrated

E-box Lite: 144 of Eminere Side 1(@ 230V and 40m cable) via 1 Output
E-box Daisy: 144 of Eminere Side 1(@ 230V and 40m cable) via T Output
E-box Star: 144 of Eminere Side 1(@ 230V and 40m cable) via 6 Outputs

76x148x329/629/929/1229 mm
(2.99x5.82x12.95/24.76/36.57 /48.38 in.)
2.95kg/61bs,4.75kg /10 1bs, 7 kg / 15 Ibs, 8.92 kg / 19 Ihs
High Pressure Extruded Aluminium Body

End Caps - Die-Cast Aluminium

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)
Cost Option - Custom RAL, Harsh Environment (RAL 9016, RAL9011)
IP67 Hybrid Connection ( Power + Data)

Surface Mount With Different Type of Brackets

-105°/ +15°

IP67 / Suitable For Wet Locations

1K06

Convection

-20°C/+40°C(-4 °F/ +104 °F)

+67 °C @ Ambient +40 °C (+153 °F @ Ambient +104 °F)

* Warranty conditions apply

601/4"]1

CERTIFICATION
Listings

ACCESSORIES

ETL/ cETL, CE, RoHS

Mounting Brackets For Eminere
Shield For Eminere Side

Field Installable Connector FF, FM
Cable CE WCA, Cable US WCA
Waterproof Cover Cap

Leader Cable FF

Jumper Cable FF/FM

Booster Box

|- 7603"]
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Eminere™ Inground 2/4

Eminere™ Inground is a robust luminaire designed to be installed into the
ground. A stainless steel installation sleeve provides rust protection and as
well as “armor” for the Eminere™ fixture itself. Overall, Eminere™ Inground
comes with an IP67 protection factor, standard or Anti-skid glass, and as
always, perfect colour mixing. The new Eminere™ range by Anolis builds
on the success of the original ArcLine™ Outdoor with precision optics and
is available in a variety of sizes, perfect for a wide range of exterior and
interior applications such as Flood Lighting, Wall Grazing, Wall Washing
and Accent Lighting. Built to exacting standards, these linear fixtures

are tough enough to withstand extreme environments whilst producing
beautiful colours from the RGBW, RGBA or PureWhite LED chips.

KEY FEATURES:

Full spectral LEDs selection with custom option
on request.

Long LED lifetime over 60.000 hrs.

Hight durability with ingress factor of IP67 and
walkover housing made from stainless steel with

welded support for highest durability requirements.

Anti-skid glass option for pedestrian areas
application.

Manually adjustable tilt +/- 15° for fine adjustment
of light beam.

via (((])))

E-BOX
CRIX

via E-BOXrange  Wireless -
Option

PRODUCT VARIANT:

o6

RGBW RGBA PureWhite

FINISH OPTIONS:

STANDARD

Stainless
Steel

OPTIC OPTIONS:
SYMMETRICAL BI-SYMMETRICAL ASYMMETRICAL ANTISKID ANTISKID
SYMMETRICAL BI-SYMMETRICAL

9°,15°, 30°, 10° x 30° WallWasher 18°,22°, 35°, 20° x 35°

50°, 65°, 100° 10° x 60° Wide 50°, 65°, 100° 20° x 65°
357x70° WallWasher 20° x 90°
159 90° oo 0

STANDARDS & CERTIFICATION:

ce ((TD R;fs IP67 K0 @

YEAR
European CE ETL RoHS IP67 IKO6 Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL CERTIFICATION

Input Voltage 120-277 VAC50/60 Hz Listings ETL/cETL, CE, RoHS

Typical Power Consumption Eminere Inground 2: 50 W, Eminere Inground 4: 90 W ACCESSORIES

OPTICAL Eminere Inground Mounting Sleeve

Eminere Inground Cover Plate Continuous
Eminere Inground Cover Plate End

Cable CEWCA

Cable US WCA

Light Source
Colour Variants

24, 48 x High Power Single Chip LEDs

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)

Other Variants On Request (TW (2700 - 6500 K), 2200 K, 2500 K, 2700 K,
3500 K, 4000 K, 5000 K, 6500 K)

Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL
Interface Protocol
Control System
Wireless DMX (Option)
Operating Modes
Settings / Addressing
Power Supply
Connectivity

PHYSICAL
Width x Height x Length
Weight

Housing

Finish Options

Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

Symmetrical: 9°,15°,30°,50°, 65°, 100°

Bi-symmetrical: 10°x 30°, 30°x 10°, 10° x 60°, 60° x 10°, 35° x 70°,
70°x35° 15°x90°,90°x 15°

Asymmetrical: Wallwasher, Wide Wallwasher

Anti-Skid Symmetrical - 18°,22°, 35°, 50°, 65°, 100°

Anti-Skid Bi-symmetrical - 20° x 35°, 20° x 65°, 20° x 90°,40° x 70°
Eminere Inground 2: 2.294 Im, RGBW @ 9°

60.000 hrs (L70 @ 25 °C/ 77 °F)

Via E-Box range or Wireless DMX

E-box With Self Addressing Feature or Custom Setting Via LCD Display
Lumen Radio CRMX Technology

Pixel (12 LEDs) or Fixture mode

Via Two Row LCD Display with Control Buttons or RDM communicator
Integrated

E-box Lite: max. 32 pcs of Eminere Inground 2/ 4

Eminere Inground 2 /4: 186 /1307 x 231 x707 mm(7.32/5.15x9.09 x 27.83 in.)

19.7kg /43.41bs(13.3 kg /29.3 Ibs Eminere Inground 2 Fixture,
6.4 kg /14.1 Ibs Install. Sleeve)

High Pressure Extruded Aluminium Body

End Caps - Die-Cast Aluminium

Stainless Steel Instalation sleeve for pre-instalation

Tempered Glass, Anti-Skid (Option)

Stainless Steel Flenge, Housing Standard Colour - Graphite Black (RAL9011)
Junction Box

Inground mount

+/-15° after instalation

IP67 / Suitable For Wet Locations

IK9

Convection

20°C/ +40°C(-4 °F/ +104 °F)

+80 °C @ Ambient +40 °C(+176 °F @ Ambient +104 °F)

* Warranty conditions apply

[.8/L8192C

707 [27 13/16", 1307 [ 51 7/16"]




E-Box" Lite

The Eminere range brings to architecture market new way of
thinking, new way of making light design and new way of technology
interpretation. Eminere series is powered by E-Box range where 4
different options are available. Based on installation requirements,
designer have high flexibility to choose from. E-Box Lite is ideal
combination of technology standarts and budget requirements.
Comes as a single output allowing to connect up to 144 of Emineres
1 with control via wired DMX or wireless DMX for hardly accessible
areas.

KEY FEATURES:

One fixture output with up to 144 pcs of Emineres 1
Stand-alone mode for quick and easy programming
LCD display for setting and programming

DMX512, RDM protocols

Wireless communication on demand

Durable housing with IK10 and IP67

Small and compact form factor

CONTROL PROTOCOLS:

Wireless
DMX&RDM DMX

DMX+RDM  Wireless DMX
(Optional)

FINISH OPTIONS: STANDARDS & CERTIFICATION:

RAL V

C € c((IDus RoHS

RAL 9011/ RAL 9006/  Custom Paint Harsh European CE ETL RoHS
Graphite Silver Colour Environment

Black

IP67

IP67

E-Box Lite

Y

YEAR

Warranty *



TECHNICAL SPECIFICATION

ELECTRICAL

Input Voltage

Typical Power Consumption
Max. Output Current

CONTROL
Wireless DMX (Option)
Interface Protocol
Operating Modes
Display

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output zones
Max. Load Per Output

DMX Modes

Editable Programs

Eminere Output Connection
Finish Options

Mounting Method

Protection Factor

IKRating

Cooling System

Operating Temperature Range

CERTIFICATION
Listings

120-277VAC50/60 Hz
5W (self consumption)
16A

Lumen Radio CRMX Technology
USITTDMX512, RDM,

DMX, Stand-alone

Two Row LCD and Control Buttons

220x81x 145 mm (8.66x3.18x5.70in.)

1.67kg/3.85 Ibs

1

144 pes of Eminere 1 with 40 m total cable length @ 230V

78 pcs of Eminere 2 with 30 m total cable length@ 230V

53 pes of Eminere 3 with 30 m total cable length @ 230V

40 pcs of Eminere 4 with 30 m total cable length @ 230V
Pixel Mode, Line Mode

3 (up to 40 steps each)

Leader Cable - Combo Power And Data

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)
Cost Option - Custom RAL, Harsh Environment (RAL9016, RAL9011)
4 Mounting Holes

IP67, Suitable For Wet Location

K10

Convection

-20°C/+40°C(-4 °F/ +104 °F)

ETL/ cETL, CE, RoHS

20408 1/16"1

82[31/4"]

81033/16"]

186 [ 7 5/16" ]

12004 3/4"1

22008 11/16"1

©@ @ © O
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E-Box" Daisy

The Eminere range brings to architecture market new way

of thinking, new way of making light design and new way of
technology interpretation. Eminere series is powered by E-Box
range where 4 different options are available. Based on installation
requirements, designer have high flexibility to choose from. E-Box
Daisy comes as a single output device specifically designed for long
run installations. Allowing to connect up to 144 of Emineres 1

in combination with pixel control via ethernet port gives

to designer unlimited creativity options.

KEY FEATURES:

Ideal for long run type installations

One fixture output with up to 144 pcs of Emineres 1
Stand-alone mode for quick and easy programming
LCD display for setting and programming

Multiple controlling protocols such as DMX512,
RDM, ArtNet, MA Net, MA Net2, sACN, Kling-Net

Wireless communication on demand

Durable housing with IK10 and IP67

CONTROL PROTOCOLS:

NET  omcchom  oson WEEeSS gingNet  maNet  ma-Netz
ArtNet DMX+RDM sACN Wireless DMX  Kling-Net MA-Net MA-Net2

(Optional)

FINISH OPTIONS: STANDARDS & CERTIFICATION:
’ RAL ey \/
c € (G]D RoHS

RAL 9011/ RAL 9006/  Custom Paint Harsh European CE ETL RoHS
Gralphkite Silver Colour Environment
Blac

IP67

IP67

E-Box Daisy

§

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL

Input Voltage

Typical Power Consumption
Max. Output Current

CONTROL
Wireless DMX (Option)
Interface Protocol
Operating Modes
Display

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output zones
Max. Load Per Output

DMX Modes

Editable Programs

Eminere Output Connection
Finish Options

Mounting Method

Protection Factor

IKRating

Cooling System

Operating Temperature Range

CERTIFICATION
Listings

120-277VAC50/60 Hz
5W (self consumption)
16A

Lumen Radio CRMX Technology

USITTDMX512, RDM, ArtNet, MA Net, MA Net2, SACN, Kling-Net
DMX, Stand-alone

Two Row LCD and Control Buttons

260x185x91mm(10.23x7.28x3.58in.)

2.78kg/6.13 Ibs

1

144 pes of Eminere 1 with 40 m total cable length @ 230V

78 pcs of Eminere 2 with 30 m total cable length@ 230V

53 pcs of Eminere 3 with 30 m total cable length @ 230V

40 pcs of Eminere 4 with 30 m total cable length @ 230V
Pixel Mode, Line Mode

3 (up to 40 steps each)

Leader Cable - Combo Power and Data

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)
Cost Option - Custom RAL, Harsh Environment (RAL9016, RAL9011)
4 Mounting Holes

IP67, Suitable For Wet Location

K10

Convection

-20°C/+40°C(-4 °F/ +104 °F)

ETL/ cETL, CE, RoHS

240097/16"1

91039/16"]1

226(87/8"]

1606 5/16"1

26010 1/4"]
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E-Box™ Star

The Eminere range brings to architecture market new way
of thinking, new way of making light design and new way
of technology interpretation. Eminere series is powered by
E-Box range where 4 different options are available. Based
on installation requirements, designer have high flexibility
to choose from. E-Box Star comes 6 independent outputs
specifically for ,star” installations with centralized controls.
As a maximum load up to 144 of Emineres 1 through all 6
outputs, E-Box Star defines another level of wirring

and connection optimalisation. E-Box Star

KEY FEATURES:

Suitable for installation with centralised control room

Six fixtures output with total load up to 144 pcs
of Emineres 1

Stand-alone mode for quick and easy programming
LCD display for setting and programming

Multiple controlling protocols such as DMX512, RDM,
ArtNet, MA Net, MA Net2, sACN, Kling-Net

Wireless communication on demand

Durable housing with IK10 and IP67

CONTROL PROTOCOLS:

ART i .

NET  DMxzROM  sacN  VESSS  KingNet  MA-Net  MA-Net2

ArtNet DMX+RDM sACN Wireless DMX  Kling-Net MA-Net MA-Net2
(Optional)

FINISH OPTIONS: STANDARDS & CERTIFICATION:
RAL o, \/
y CE @ ms ™
STANDARD "

RAL 9011/ RAL 9006/  Custom Paint Harsh European CE ETL RoHS IP67
Géelaphkite Silver Colour Environment
ac

9

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL

Input Voltage

Typical Power Consumption
Max. Output Current

CONTROL
Wireless DMX (Option)
Interface Protocol

Operating Modes
Display

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output zones
Max. Load Per Device

DMX Modes

Editable Programs

Eminere Output Connection
Finish Options

Mounting Method

Protection Factor

IK Rating

Cooling System

Operating Temperature Range

CERTIFICATION
Listings

120-277VAC50/60 Hz
5W (self consumption)
16A

Lumen Radio CRMX Technology

USITTDMX512, RDM, ArtNet, MA Net, MA Net2, sACN, Kling-Net
(Optional), Ethernet Switch

DMX, Stand-alone

Two Row LCD and Control Buttons

280x255x 111 mm(11.02x 10x4.37in.)
4.4kg /9.7 Ibs
6

144 pes of Eminere 1 with 40 m total cable length @ 230V

78 pcs of Eminere 2 with 30 m total cable length@ 230V

53 pes of Eminere 3 with 30 m total cable length @ 230V

40 pes of Eminere 4 with 30 m total cable length @230V
Pixel Mode, Line Mode

3 (up to 40 steps each)

Leader Cable - Combo Power and Data

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)
Cost Option - Custom RAL, Harsh Environment (RAL9016, RAL9011)
4 Mounting Holes

IP67, Suitable For Wet Location

IK10

Convection

-20°C/+40°C(-4 °F/ +104 °F)

ETL/ cETL, CE, RoHS

260010 1/4"1

111043/8"]

25510 1/16" ]

23009 1/16"]

F@ 01
2801 11"

©® o 0 0 © O
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Divine" /2
The latest fixture in the Divine range, the Divine 72™ features cutting-edge Zero Passive™
technology to eliminate light over-spill with our most precise optics to date. Specifically

developed to optimise the beam for long throw applications, the native 6° beam angle
delivers an impressive 6.573 Ix at 10 meters.

Backed by a 5 year warranty and an IP67 rating, this unit has been designed for
the rigours of extreme weather, and with flexible mounting options and accessories
it can be installed on the most demanding projects.

KEY FEATURES:

Optimised for long throw applications, patented
beam control technology eliminates light spill.

Lumen Output & Light Source
Max. 10.228 Im, typ 6.573I1x@ 10 m/ 6 °C
72 x High Power LEDs

Projected Lumen Maintenance PRODUCT VARIANT:

60.000 hrs (L70)

Power Consumption ﬂ ﬂ
Typ. 325 W +/-10% ‘J ‘J
Physical (max WxHxD) RGBW RGBA
463 x 314 x 237 mm - 16.8 kg
18.2x12.4x9.3in.-37 lbs
Aluminium Body, Tempered Glass

OPTIC OPTIONS:
CONTROL PROTOCOLS:

SYMMETRICAL BI-SYMMETRICAL

0-10V  omxzRromM (((])))
CRYX

PureWhite DMX+RDM Wireless -
only Option

VB

6°,10°,20° 30°, 6°x30° 35°x70°
45°,60° 100°  6°x 60° 30° x 90°
10°x40° 10° x 90°

FINISH OPTIONS:

RAL

STANDARD: STANDARD ‘

RAL 9011/ RAL 9006/  Custom Paint
Graphite Silver Colour
Black

STANDARDS & CERTIFICATION

CE @. s

European CE ETL RoHS

IP67 IK10

IP67 IK10

YEAR

Warranty *



TECHNICAL SPECIFICATIO

ELECTRICAL
InputVoltage

Typical Power Consumption
Inrush Current

OPTICAL
Light Source
Colour Variants
Beam Angle

CRI

Peak Intensity

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL
Display

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

DMX Modes

DMX Channels

Programs / Functions / Features
Settings / Addressing

Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Finish Options
Cables / Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

Total Heat Dissipation

* Warranty conditions apply

100-277 VAC50/60 Hz
325W +/-10 %, 260 W +/- 10 (for PW variant)
30A@230V,20A@ 115V

72 x High Power Single Chip LEDs

RGBW (W - 6500 K) | RGBA | PW (W 6500K)

6°10°20°,30° 45° 60°,100°, 6°x 30°, 30°x 6°, 6°x 60°, 60° x 6°, 10° x 40°
40°x10° 35°x70° 70° x 35°,30° x 90°,90° x 30°,10°x 90°, 90° x 10°

70+ (@RGBCW)

6.5731x@10m

10.228 Im (RGBW 6°, all LEDs on full)

60.000 hrs(L70@77 °F/ 25°C)

LED Display (Inside Integrated Junction Box)
Chassis Mounted LED Display

Lumen Radio CRMXTechnology (Optional)
USITTDMX512, RDM, 0-10V

Third Party DMX Controllers

DMX, Stand-alone

4

10,14,5,4

Editable Program: 1 (up to 40 steps)

Via LED Display with Control Buttons or RDM
Integrated

463x314x175/237 mm(18.2x12.4x6.9/9.31in.)

16.8kg /37 Ibs

High Pressure Die-Cast Aluminium Body

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)
Cost Option - Custom RAL

Integrated Junction Box With Terminal Block

Recommended: Li9Y11Y 3 x AWG16 + 1(2 x ANG24)

Surface Mount, Flush (J-Box), C-Clamp (For Side Connection Only)
+35°/-90°

IP67 / Suitable For Wet Locations

K10

Convection

-20°C/ +40°C(-4 °F/ +104 °F)

+85°C @ Ambient + 25°C (+185°F @ Ambient + 77°F)

1410 BTU/h (calculated)

206,68 1/8"]
—
s

314[123/8"]

46318 1/4"]

With mouting adapter: Without mouting adapter:
124047/8" 24147/8"

17506 7/8"1 17506 7/8"1

237195/16"1

i

CERTIFICATION
Listings ETL/cETL, CE, RoHS

ACCESSORIES

Surface Mount Adaptor (Included)

Optical Demo Set for Divine 72

Set of Rubber Feet

C-Clamp Adaptor Divine (for side conn. only)
Single Top Loader Case Divine




PHOTOMETRIC

DATA:

Divine 72 RGBW 6°

Divine 72 RGBW 10°

Divine 72 RGBW 20°

Divine 72 RGBW 30°

105° 105°} 105° 105° 105° 105° 105° 105°
90° 90° 90> 90° 90> 90° 90° 90°
75° 75° 75° 75° 75° 75° 75° 750
60° 60° 60° 60° 60° 60° 60° 607
3p0goo
250 25° a5° 45° a5 457 45 457
4pogoo 8 >
200000
30° 15° 0 15° 30° 30° 150 0 15° 30° 30° 15t 0 15° 30° 30° 15° o 15° 30°
ed 10228 Im d 9287 Im d 8602 Im o 8061 Im
——C0-C180 ——C90-C270 ——C0-C180 —C90-C270 ——C0-C180 —C90-C270 ——C0-C180 —C90-C270
E(0°) 165827] E(0°) 44356 E(0°) 11614 E(0°) 7251
20 2 E(CO) 3.1° 83028 20 h E(CO) 5.9° 22103 20 08: E(CO) 11.7°5507 20 10 E(CO) 14.4° 3320
E(0%) 41457 E(0°) 11089 E(0°) 2904 £0°) 1813
a0 7\ E(CO) 3.1° 20757 40 0.83] E(CO) 59° 5526 40 17 E(CO) 11.7°1377 40 21 E(CO) 14.4° 830
E(0°) 18425 £0°) 4928 £0°) 1290 E(0°) 806
60 0.6 E(CO) 3.1° 9225 60 12 E(CO) 5.9° 2456 60 25 ECO) 1.7 612 60 31 E(CO) 14.4° 369
E(0° 10364 E0°) 2772 E(0°) 726 E(0°) 453
80 087 E(CO) 3.1° 5189 80 17 E(CO) 5.9° 1381 80 33 E(CO) 11.7° 344 80 41 E(CO) 14.4° 208
£0%) 6633 E(0°) 1774 E(0°) 465 £0°) 290
10 11 E(CO) 3.1° 3321 10 21 E(CO) 59° 884 10 41 E(CO) 11.7° 220 10 51 E(CO) 144° 133
Distance [m] Cone diameter [m] Tiluminance [ix] Distance [m] Cone diameter [m] lluminance [ix] Distance (m] Cone diameter [m] Tlluminance [ix] Distance [m] Cone diameter [m] Tllurninance [ix]
——C0-C180 (Beam angle: 6.2°) ——C0-C180 (Beam angle: 11.8°) ——C0- C180 (Beam angle: 23.4°) —— C0-C180 (Beam angle: 28.8%)

Divine 72 RGBW 45°

Divine 72 RGBW 60°

Divine 72 RGBW 100°

Divine 72 RGBW 6° x 30°

105 105° 105° 105° 105> 1057 1050 1057
90° 907 90° 90° 90° 90° 90° 90°
75° 750 750 750 750 750 750 750
600 60° 60° 4000 60° 60° 60° 60° 60°
2000
6000
. . 5 450 4 . . .
45 45 5 5 45 s800 45 45 15
8000
4000
10000
120000
30° 150 o 15° 30° 30° 15° [ 15° 30° 30° 15° [ 150 30° 300 150 0o 150 300
d 8538 Im <« 89121Im d 8637 Im Cd 8349 Im
—— C0-C180 — €90 C270 —— C0-C180 —— €90 - €270 ——C0-C180 — C90- €270 = co-c180 — c90- €270
E(07) 3293 £0°) 2122 E07) 915 E30 16157354
20 18 E(CO) 23.7°1272 20 24 E(CO) 313° 666 20 4.8 E(CO) 50.2° 120 20 E(C0) 3.4° 13877]
€07 6850
£07) 823 07 530 £(07) 229 E(C90) 16.1° 3058
40 35 E(CO) 237° 318 40 49 ECO) 313 166 40 96 EiCO) 502° 30 40 E(CO) 3.4° 3469
B8 16101385
£ 366 07 236 £(0) 102 1
60 53 T 6. 73 E(CO) 31.3° 74 60 14 ) s0z '3 60 E(CO) 3.4° 1542
80161 72
£0° 206 £ 133 €07 57 !
80 7.0 §e) 237 80 9.7 e na B 80 19 82 soz 75 80 E(CO) 34° 867
E&0) 1610 008
0% 132 £07) 85 £07) 37 !
10 88 E(CO) 237° 51 10 12 ElCO) 313° 27 10 24 ECO) 5020 a6 1;0 — E(cHrln 34 5‘55
Distance [m] Cone diameter [m] lurminance (ix] Distance [m] Cone diameter [m] lluminance (Ix] Distance [m] Cone diamster [m] Tlluminance [ix] e o (B ;’""e‘e‘i’gf;e'["‘] uminance ()
—— C0- C180 (Beam angle: 47.4°) —— C0-C180 (Beam angle: 62.6°) —— C0-C180 (Beam angle: 100.4°) T C90-C270 (Beam angle: 32.2%)




PHOTOMETRIC DATA

Divine 72 RGBW 30° x 6°

Divine 72 RGBW 6° x 60°

Divine 72 RGBW 60° x 6°

Divine 72 RGBW 10° x 40°

1050 1057 105 1057 105 1057 05" 1050
90° 90 90° 90° 90° 90° a0 0
75 75 750 75 750 750 75 7
60 60 &0° &0 60" 60" PS rS
50 450 45 459 450 450 e =
120000 i

300 15t o 150 300 30° 150 o 150 30° 30° 150 o 150 30 0 15 o 15 a
cd 8349 Im od 7836 Im cd 7836 Im cd 8024 Im
= Co-C180 —C90-C270 ~—co-C180 —C90-C270 ~— Co-C180 ——C90-C270 “—co-c1e0 ——cw0-com

oy 25214 50 17194 oY) 1593 £07) 11239)

£(C90) 3.6° 12626 £(C90) 26,0° 6260 E(C90)35° 7993 £(C90) 21.5° 4535
20 E(CO) 161711167 E(CO) 33" 629 £(CO) 258 5857) ECO) 657 5382

E0) 6304 £07) 4299 £0°) 3984

£(C90)3.6° 5207 £(C90) 26,0° 1565 £(C90)35° 1996 Ef80) 2150 1350
40 ECO) 61 2797 £CO) 33° 2157 £(CO) 258 1464 ECO) 657 1396

£(0°) 2802 £07) 1910 £0°) 1771 £0) 1249

£(C90) 360 1425 £(C90)26,0° 696 £(C90)35° 688 £(C90)21.5° 504
60 ECO) 16.1° 1243 ECO) 330 959 ECO) 2580 651 ECO) 657 620

o) 576 £07) 1075 £(0°) 996

£(C90)3.6° 802 £(C90) 26,0° 391 £(C90)35° 500 E 20215 795
80 E(CO) 610 699 ECO) 33 539 ECO) 258" 366 ECO) 657 349

£0) 1009 £0° 688 £0) 637 £07) 450

£(C90) 360 513 Ef80 2600 528 E(C90)35° 320 £(Co0) 21,50 181
10 ECO) 1610 447 10 ECO) 330 345 10 : E(CO) 258 234 ECO) 65 223
Distance [m] Cone diameter [m] luminance [1x] Distance [m] Cone diameter [m] luminance [ Distance [m] Cone diameter [m] lluminance (1x] Distance [m] Cone dameteriml uminance [

C0-C180 (Beam angle: 32.2°)
—— C90-€270 (Beam angle: 7.2°)

€0 -C180 (Beam angle: 6.6°)
—— C90-C270 (Beam angle: 52.0°)

€0 -C180 (Beam angle: 51.67)
— C90-€270 (Beam angle: 7.0°)

—— C0-C180 (Beam angle:
G N aemngle 430

Divine 72 RGBW 40° x 10°

Divine 72 RGBW 35° x 70°

Divine 72 RGBW 70° x 35°

Divine 72 RGBW 30° x 90°

105> 105° 105 105° 105° 105° 105 105°
90° 90° 90° 90° 90° 90° 0° 90°
75° 75° 75° 75° 75° 75 75° 75
4000
60° 000p 60° 60° 60° 60° 60° 60° 60°
6000
000p
a5 457 450 450 a5° 457 50 8000 450
00p
Se000 12000
30° 15 L3 15 30° 30° 15 o 15 30° 30° 15 (3 15 30° 30° 150 8 150 30°
od 8024 Im od 8758 Im od 8758 Im cd 8535Im
——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 —— C0-C180 ——C90- €270
E0) 11115 £9) 3417 E0) 3417
E(C90)6.5° 5482 E(C90) 33.2° 1009) 12 E(C90) 16.6° 1505 E(C90)451° %5
E(CO) 21.5° 2508 E(CO) 166> 1505 20 26 E(CO) 33.2° 1009) 1149)
£(0) 2779 £07) 854 £07) 854 &) 638
E(C90) 650 1371 E(C90)33.2° 252 24 E(C90) 16.6° 376 E(C90)45.1° 113
E(C0) 21.5° 1127 E(C0) 16.6° 376 40 52 E(C0) 332° 252 E(C0) 15.7° 287
£(07) 1235 ) 380 £(0°) 380 E(0°) 283
E(C90)65° 609 ELC?U]33Z 12 36 E(C90) 16.6° 167 E(C90)45.1° 50
E(CO) 215° 501 (CO) 16460 167 &, 79 E(C0) 332° 112 E(C0) 15.7° 128
E(07) 695 E0) 14 4 £07) 159
E(C90) 657 343 E(C90)33.20 63 48 E01660 94 E(C90)45.1° 28
E(CO) 215° 282 E(CO) 166° 94 80 10 E(CO) 33.2° 63 ECo) 157° 72
E(07) 445 37 E(07) 137 102
E(C90)6.5° 219 E(C‘?D)332” 0 60 E(C90) 16.6° 60 E(cvousw 18
E(C0) 215° 180 (C0) 166° 60 10 13 EIC0) 332° 40 E(CO) 15.7° 46
Distance [m] Cone diameter [m] flluminance [1x] Distance [m] Cone diameter [m] llluminance [1x] Distance [m] Cone diameter [m] Hluminance [1x] Distance [m] Cuned\ametsr[m] Illuminance [1x]
0 C180 (Beam angle: 43.0°) C180 (Beam angle: 33.2°) 0 C180 (Beam angle: 66.4%) C0-C180 (Beam angle: 31

—— C90-C270 (Beam angle: 13.0°)

co
—— C90- C270 (Beam angle: 66.4°)

—— C90-C270 (Beam angle: 33.2°)

A




PHOTOMETRIC DATA:

Divine 72 RGBW 90° x 30°

105 105
90 90
75 75

4000
60 40
6000
250 8000 5°
12000
30° 15° 0 15¢ 30°
cd 8535 Im
—— C0- C180 —— C90- C270

£0) 2592]
E(C90) 15.9° 1160|
E(CO) 460° 436

E(0°) 648
E(C90)15.9° 290
E(C0) 46.0° 109

E(0°) 288
E(C90)15.9° 129
E(C0) 460° 48

E(0°) 162
E(C90)15.9° 72
EC0) 460° 27

E(07) 104
E(C90)15.9° 46
ECO) 460° 17
Distance (m] Cone diameter [m] Hlluminance (Ix]

——C0 - C180 (Beam angle: 92.0°)
——C90-C270 (Beam angle: 31.6°)

OUTSTANDING OPTICAL DESIGN NO PASSIVE LIGHT .
PERFORMANCE TRUE NARROW S L
72 x HIGH POWER BEAM 6°

LED

COMPACTNESS
463 x314 x 237 mm
16.8 kg

10 Ix @ 250 m
3I1x@500m

up to 500 m (1640 ft)

NO GLARE ACTIVE LUMENS
INTEGRATED ANTIGLARE 10.135Im
FEATURE




| Parliament House (Finland)
Photo credit: Ralph Larmann
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Divine™ 160

The Divine 160 is a high-performance 440W luminaire with phenomenal light output
that can be used for a variety of architectural lighting scenarios including the application
of dynamic colour changing effects to building exteriors and fagades, or illuminating
complete areas with subtle CCT controllable white light. The Divine is available in
numerous configuration options including optics for flood or accent lighting. RGBW,
RGBA or PureWhite in a variety of colour temperatures combined with different
mounting options and accessories make Divine a truly flexible solution.

KEY FEATURES:

Multichip optical system delivers superb light with
enhanced 18 bit control. Compact & lightweight.

Lumen Output & Light Source
Max. 11.836 Im
40 x High Power Multichip LEDs

Projected Lumen Maintenance
60.000 hrs (L70) PRODUCT VARIANT:

Power Consumption
Typ. 440 W

~ ~
Physical (max WxHxD) ‘J ‘J

463 x 314 x 237 mm - 14.5 kg
18.2x12.4x9.3in.-32lbs
Aluminium Body, Tempered Glass

RGBW RGBA PureWhite

CONTROL PROTOCOLS: OPTIC OPTIONS:
SYMMETRICAL BI-SYMMETRICAL
®
0-10V  bMxzROM ((]))
CRMX
PureWhite DMX+RDM Wireless - 13°,25°,35°, 15°x 35°,15° x 65°, 20° x 45°,
only Option 45°,65° 100° 35°x 70°, 35° x 90°, 20° x 90°

FINISH OPTIONS: STANDARDS & CERTIFICATION:

RAL V
‘ CE & pois Pe7 Ko
STANDARD "
RAL 9011/ RAL 9006/  Custom Paint European CE ETL RoHS IP67 IK10
Graphite Silver Colour

Black

Y

YEAR

Warranty *



TECHNICAL SPECIFICATIO

ELECTRICAL

Input Voltage

Typical Power Consumption
Inrush Current

OPTICAL
Light Source
Colour Variants
Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL
Display

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

DMX Modes

DMX Channels

Programs / Functions / Features
Settings / Addressing

Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Finish Options
Cables / Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System
Operating Ambient Temperature
Operating Temperature

Total Heat Dissipation

* Warranty conditions apply

100-277 VAC 50/60 Hz
440 W +/-10 %
30A@230V,20A@ 115V

40 x High Power Multichip LEDs
RGBW (W - 6500 K), RGBA, PW (W - 3000 K)

13°,25°,35° 45°,65°,100° 15°x 35° 35°x 15°% 15°x 65° 65°x 15°,20° x 45°,
45°x20°, 35°x70°,70°x 35° 35°x 90°, 90° x 35°, 20° x 90°, 90° x 20°

11.836 Im (RGBW 13°, all LEDs on full)
60.000 hrs (L70 @ 77 °F / 25 °C)

LED Display (Inside Integrated Junction Box)
Chassis Mounted LED Display (Optional)
Lumen Radio CRMX Technology
USITTDMX512, RDM, 0-10V

Third Party DMX Controllers

DMX, Stand-alone

4

10,22,5,4

Editable Program: 1 (up to 40 steps)

Via LED Display with Control Buttons or RDM
Integrated

463 x314x175/237 mm (18.2x12.4x6.9/9.31in.)
13.4kg/29.54 Ibs

High Pressure Die-Cast Aluminium Body

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)
Cost Option - Custom RAL

Integrated Junction Box With Terminal Block

Recommended: Li9Y11Y 3 x AWG16 + 1(2 x AWG24)

Surface Mount, Flush (J-Box), C-Clamp (For Side Connection Only)
+35°/-90°

IP67 / Suitable For Wet Locations

IK10

Convection

-20°C/+40°C(-4 °F/ +104 °F)

+75°C @ Ambient +40 °C (+167 °F @ Ambient +104 °F)
1500 BTU/h (calculated)

206,118 1/8"1
B—]
i |

o
3
b
. H H
° A )
463118 1/4"]
95,8033/4"1
4] ——

310 ‘. e |l 1o

175,316 7/8"1

237195/16"1

CERTIFICATION
Listings ETL/cETL, CE, RoHS

ACCESSORIES

Surface Mount Adaptor (Included)

Optical Demo Set for Divine 160

Top Hat Divine 160

Half Top Hat Divine 160

Barn Door Module Divine 160

Wire Guard/Anti-Glare Divine 160

Set of Rubber Feet

C-Clamp Adaptor Divine (for side conn. only)
Single Top Loader Case Divine




PHOTOMETRIC DATA:

Divine 160 RGBW 13°

Divine 160 RGBW 25°

Divine 160 RGBW 35°

Divine 160 RGBW 45°

105° 105° 105° 105°} 105° 105°} 105° 105°
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120000 14000
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PHOTOMETRIC DATA

Divine 160 RGBW 15° x 65°

Divine 160 RGBW 65° x 15°

Divine 160 RGBW 20° x 45°

Divine 160 RGBW 45° x 20°

105° 105°} 105° 105° 105° 105° 105° 105°
90° 90° 90° 90° 90° 90° 90° 90°
75° 750 75° 75° 75° 75° 75° 750
60° 60° 60° 60° 60° 60° 60° 60°
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30000 30000
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E(07) 7379
E(C90)8.2° 3600
E(CO) 28.7° 2497

E(07) 1845
E(C90)8.2° 900
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295
oo T3
10 E(C0) 28.7° 100

Ef%0) 31,60 5634
E(CO) 8.0° 3253

E(07) 1658
E(C90)31.6° 514
ECO) 8.0° 813

E(07) 737
E(C90)31.6° 228
ECO) 8.0° 3
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E(C90)31.6° 129
E(C0) 8.0°
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E(C90)31.6° 82
10 E(C0) 8.0° 130
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10

115

E(07) 298
E(C90) 10.0° 144
ECO) 23.6°

Distance [m] Cone diameter [m]
€0-C180 (Beam angle: 16.0%)
—— C90-C270 (Beam angle: 63.2°)
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Distance [m] Cone diameter [m] lluminance [ix]
C0-C180 (Beam angle: 57.4°)
——C90-C270 (Beam angle: 16.4°)
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5 N e 5309

lluminance (Ix]

Divine 160 RGBW 35° x 70°
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PHOTOMETRIC DATA:

Divine 160 RGBW 20° x 90°

Divine 160 RGBW 90° x 20°
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75° 75°] 75° 75°
60° 60° 60° 60°
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3
10 ECO) 96° 83
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£0) 182
E(C90)9.6° 89
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Distance [m]
——C0-C180 (Beam angle: 19.2%)
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C0-C180 (Beam angle: 87.0°)
——C90-C270 (Beam angle: 19.2°)




Kauffman Center (USA)
Photo credit: Kauffman Center for the Performing Arts
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Divine™ 60 UV

Excellent for theme parks, attractions, leisure facilities and entertainment venues
that require a true UV ,black light” effect, both indoors and outdoors, this 180 Watt
full LED luminaire produces high UV output levels at a 365nm wavelength. Built-in
DMX and RDM control enables precise lighting levels and the wireless control

option allows retrofitting into existing installations without additional infrastructure.

All the components are rated UV-stable and housed inside an IP67 rated casing,
tough enough for the most challenging applications.

KEY FEATURES:

Almost undetectable luminescence at normal lighting
frequencies. Powerful output for indoor & outdoor effects.

Lumen Output & Light Source
365nm (peak) UV
60 x UV Single Chips

Projected Lumen Maintenance

16.000 hrs (L70) PRODUCT VARIANT:

Power Consumption
Typ. 180 W

Physical (max WxHxD)

463 x 314 x237 mm - 14.5 kg
18.2x12.4x9.3in.-32lbs
Aluminium Body, Tempered Glass

uv

CONTROL PROTOCOLS:

SYMMETRICAL
0-10V  omxzROM (((])))
CRHK

PureWhite DMX+RDM Wireless - 38°
only Option

FINISH OPTIONS:

RAL

enre,
c € C(GLI‘D us

RAL 9011/ RAL 9006/  Custom Paint European CE ETL

Graphite Silver Colour
Black

OPTIC OPTIONS:

STANDARDS & CERTIFICATION

v/
RoHS

RoHS

IP67

IP67

IK10

IK10

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL
InputVoltage

Typical Power Consumption
Inrush Current

OPTICAL
Light Source
Wave Length
Beam Angle
Projected Lumen Maintenance

CONTROL
Display

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

DMX Modes

DMX Channel

Programs / Functions / Features
Settings / Addressing

Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Finish Options
Cables / Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

Total Heat Dissipation

* Warranty conditions apply

100- 277 VAC 50/60 Hz
180 W +/-10%
30A@230V,20A@ 115V

60 x UV LEDs

365 nm (peak)

38°

16.000 hrs(L70 @ 77 °F/ 25 °C)

LED Display (Inside Integrated Junction Box)
Chassis Mounted LED Display (Optional)
Lumen Radio CRMXTechnology
USITTDMX512, RDM, 0-10V

Third Party DMX Controllers

DMX, Stand-alone

3

2,39

Editable Program: 1 (up to 40 steps)

Via LED Display with Control Buttons or RDM
Integrated

463x314x175/237 mm(18.2x12.4x6.9/9.3in.)

14.5kg /32 Ibs

High Pressure Die-Cast Aluminium Body

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)
Cost Option - Custom RAL

Integrated Junction Box With Terminal Block

Recommended: Li9Y11Y 3 x AWG16 + 1(2xAWG24)

Surface Mount, Flush (J-Box), C-Clamp (For Side Connection Only)
+35°/-90°

IP67 / Suitable For Wet Locations

K10

Convection

-20°C/+40°C(-4 °F/ +104 °F)

+70°C @ Ambient + 40°C (+158°F @ Ambient + 104°F)

680 BTU/h (calculated)

DIMENSIONS mm (in.):

N7
®
e F
o =
ol o
&K
°NH H
3
<) H J
463018 1/4"]
95,813 3/4"]

—

1753067/8"1

237[95/16"1

CERTIFICATION

Listings ETL/ cETL, CE, RoHS

ACCESSORIES

Surface Mount Adaptor (Included)

Top Hat Divine 60 UV

Half Top Hat Divine 60 UV

Wire Guard/Anti-Glare Divine 60 UV
Adaptor w/ Black Glass for Divine 60 UV

Set of Rubber Feet

C-Clamp Adaptor Divine (for side conn. only)
Single Top Loader Case Divine
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ArcPar™ 150 Outdoor

Designed with an all-in-one approach the ArcPar 150 Outdoor makes installation smoother

by allowing last minute tweaks and modifications on site. The versatility of this unique product
shines through with the introduction of its optical system which has a zoom ratio of 15,5:1 while
an approximate range of 3.8°- 60° makes ArcPar 150 Outdoor ideal for flood or spot lighting.
The ArcPar 150 Outdoor has an IP 65 rating and is ,Suitable for Wet Locations. As always, Robe's
signature quality color mixing is present, easily selectable through a virtual color wheel, preset
with over 60 colour options. ArcPar 150 Outdoor has Robe’s innovative lens coating technology
with benefits including bright and clear lenses, no scratches or marks, higher light output

and longer intervals between cleaning.

KEY FEATURES:

Multichip optical system delivers superb light with
enhanced 18 bit control. Compact & lightweight.

Lumen Output & Light Source
Max. 1.676 Im
7 x 40W Multichip LEDs

Projected Lumen Maintenance
20.000 hrs (L70) PRODUCT VARIANT:

Power Consumption
Typ. 220 W

N A
<9 €I

RGBW RGBA

Physical (max WxHxD)

228 x234x412 mm - 7.92 kg
8.97x9.21x16.22in.-17.46 |bs
Aluminium Body, Tempered Glass

CONTROL PROTOCOLS: OPTIC OPTIONS:

S

S

=
Vv

DMXZRDM (((]))) <
CRIK

DMX+RDM Wireless - 3.8%-60°
Option

FINISH OPTIONS:

RAL
e @.
STANDARD
RAL 9011/ RAL 9006/  Custom Paint European CE ETL
Graphite Silver Colour

Black

STANDARDS & CERTIFICATION

v
RoHS

RoHS

IP65

IP65

IK06

IKO6

Y

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage

Typical Power Consumption

OPTICAL

Light Source

Colour Variants

Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL

Display

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

DMX Modes

DMX Channels

Programs / Functions / Features

Settings / Addressing
Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Finish Options

Cables / Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

CERTIFICATION
Listings

100 - 240 VAC 50/60 Hz (CE)
100-277 VAC 50/60 Hz (US)
220W +/-10%

7 x 40W Multichip LEDs
RGBW (W - 6500 K), RGBA
Zoom Range 3.8°- 60°

1.676 Im (RGBW @ 40°)
20.000 hrs (L70 @ 77 °F / 25 °C)

2-Row LCD Display With Control Buttons

Lumen Radio CRMX Technology
USITTDMX512, RDM

Third Party DMX Controllers
DMX, Stand-alone

3

17,11,5

Virtual Color Wheel with 66 Preset Swatches

Tungsten Dim Effect at Whites of 2700 K and 3000 K (Red Shift)
18-bit Driving of LEDs (Super Smooth Color Mixing And Dimming)
Via LCD Display with Control Buttons or RDM

Integrated, Auto-Ranging

228x234x412mm (8.97x9.21x16.22in.)

7.92kg | 17.46 Ibs

High Pressure Die-Cast Aluminium Body

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)

Cost Option - Custom RAL

Power Cable 1.2 m Bare End, DMX Cable IN / OUT 1 m With IP67 XLR - 5 pin

Yoke

360°

IP65 / Suitable For Wet Locations
1K06

Convection
-5°C/+45°C(23 °F/ +113 °F)

+75°C @ Ambient +45 °C(+176 °F @ Ambient +113 °F)

ETL/ cETL, CE, RoHS

* Warranty conditions apply

489 [19 1/4"

412 [16 7/32"]

234 [97/32"

228 [8 31/32"]

ACCESSORIES

Top HatArcPar 150 Outdoor
Half Top Hat ArcPar 150 Outdoor
Doughty Trigger Clamp

Safety wire 35 kg

Barn Door

323 [12 23/32"

-

[ E—

@13 [0 33/64"]




PHOTOMETRIC DATA:

ArcPar 150 Outdoor, ArcPar 150 Outdoor, ArcPar 150 Outdoor,
Zoom DMX 0 Zoom DMX 128 Zoom DMX 255

105° 105 105° 105° 105° 1057
90° 90° 90° 90° 90° 90°
75° 75° 75° 75° 75° 75°
49400
60° 60° 60° 4000 60° 60° 60°
2000 e
6000 8pdoo
450 50 250 25°) 250 50
3000 dehoo
8000
12000
4000
30° 15° 0 15° 30° 30° 15° 0 15° 30° 30° 15° 0 15° 30°
cd 16761m cd 1009 Im cd 824Im
——C0-C180 — C90- €270 —— C0-C180 ——C90-C270 —— C0-C180 ——C90-C270

E(0°) 891 E(0°) 2423 E(0°) 34105

E(CO) 21.0° 363 20 0.6¢ E(CO) 9.6° 1178 20 E(CO) 18° 17771

E07) 223 E(0°) 406 E(0%) 8526

ECo) 21.0° 91 20 14 E(CO) 9.6° 294 40 E(CO) 18° 4443

E(0°) 99 E(0%) 269 E(0%) 3789

ECO) 21.0° 40 60 20 E(CO) 9.6° 131 60 E(CO) 1.8° 1975

E(0°) 56 E(0°) 151 E(0%) 2132

ElCO) 21.0° 23 80 27 ECO) 9.6° 74 80 E(CO) 187 1111

E(0°) £ E(0°) 97 E(0°) 1364

7.7 ECO) 21.0° 15 10 34 E(CO) 9.6° 47 10 E(CO) 1.8° 711
Distance [m] Cone diameter [m] lluminance [Ix] Distance [m] Cone diameter [m] Hluminance (ix] Distance [m] Cone diameter [m] lluminance [1x]

C0-C180 (Beam angle: 42.0°) —— C0-C180 (Beam angle: 19.2°) —— C0-C180 (Beam angle: 3.6%)







ArcSource™ 4MC Il

Offering spectacular performance and seamless colour mixing within a
small package, the ArcSource 4MC |l is perfect for a broad range of interior
applications. Advanced cooling and driver technology have been integrated
into the fixture to deliver maximum light output without sacrificing LED
longevity or increasing energy consumption making ArcSource 4MC ||

a versatile architectural fixture.

KEY FEATURES:

Homogenised colour mixing or fixed white from a

discrete, recessed, bright luminaire.

Lumen Output & Light Source
Max. 242 Im
1 x High Power Multichip LED

Projected Lumen Maintenance
60.000 hrs (L70)

Power Consumption
Typ.5W

Physical (max WxHxD)

@72 x 103 mm - 0.3 kg
@2.83x4.06in.-0.66 Ibs
Aluminium Body, Tempered Glass

CONTROL PROTOCOLS:

via
ArcPower

STANDARD

via ArcPower
range

FINISH OPTIONS:

RAL

STANDARD STANDARD

RAL9011/ RAL9016/ Custom Paint
Gé?phgte White Colour
ac

PRODUCT VARIANT:

o

RGBW PureWhite

OPTIC OPTIONS:

SYMMETRICAL BI-SYMMETRICAL

| IV

10°,15°, 20°, 10°x30° 10°x 60°,
30°,40°,60°,90°  35°x70° 15°x 90°

CE €. mis

European CE ETL RoHS

IP20

IP20

Y

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL
Typical Power Consumption
Max. Input Current

OPTICAL

Light Source

Colour Variants

Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL
Power Supply

PHYSICAL

Dia x Height

Weight

Housing

Finish Options

Cost Option

Cables / Connections
Mounting Method
Protection Factor
Cooling System
Operating Ambient Temperature
Operating Temperature

CERTIFICATION
Listings
ACCESSORIES

5W
350 mA (per channel)

1 x High Power Multichip LED

RGBW (W - 6500 K), PW (W - 3000 K)

10°,15°,20°, 30°,40°, 60°, 90°, 10°x30°, 10°x 60°, 35°%70°, 15°x90°
242 Im (RGBW @ 10°, all LEDs on full, 350 mA)

60.000 hrs (L70 @ 25°C/ 77 °F)

ArcPower range

072103 mm (@ 2.83x4.06in.)

0.3kg/0.66 Ibs

Precision Turned Aluminium

Standard Colour - Graphite Black (RAL9011), White (RAL9016)
Custom RAL

24 AWG x 4P CAT5 - 1.5 m (4.29 ft)- RJ45

MR16 Trim with Spring Clip

IP20

Convection [5.3]
-20°C/+40°C(-4 °F/ +104 °F) I 4
+44°C @ Ambient +25 °C(+111 °F @ Ambient +77 °F) +

ETL/ cETL, CE, RoHS

/ 36[17/16"1
103[4 1/16"]

Cable splitter 1to 2, RJ45 (included)

* Warranty conditions apply
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PHOTOMETRIC DATA:

ArcSource 4MC 11 10°

ArcSource 4MC 1l 15°

ArcSource 4MC 1l 30°

ArcSource 4MC 1l 20°

105° 105° 105 105° 105 105° 105 105°
90° 90° 90° 90° 50° 90° 90° 90°
75° 75° 75° 75° 75 75 75° 75°
400
600 60° 600 60° 600 600 60° 60°
32
o 600
450 450 450 450 50 50 450 800 459
480
640
1200
30° 15 o 150 30° 30° 15 o 150 30° 30° 15 8 150 30° 30° 15 [ 15° 30°
od 2421m od 2441m <d 236Im od 2381Im
——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 —C90-€270
E0°) 9.9 07 713 E(0°) 170 £(0?) 252
20 ECO) 610 49 20 5 ECO) 73° 348 20 12 E(CO) 16.1° 76 20 091 E(CO) 128° 117
E0°) 25 0% 178 ) a2 E0%) 63
40 085 ECO) 610 12 40 10 ECO) 73 87 40 23 E(CO) 1610 19 40 18 E(CO) 12.8° 29
€07 11 £0°) 79 £0°) 19 E07) 28
60 13 E(CO) 61° 055 60 15 ECo) 73 39 60 35 E(CO) 16.1° 84 60 27 E(CO) 128° 13
E0°) 062 07 45 E0°) 11 £(0?) 16
80 17 E(CO) 61° 031 80 20 ECo) 73 22 80 46 E(CO) 16.1° 47 80 36 EICO) 128° 7.3
£0°) 039 £0°) 29 ] 68 £09) 10
10 21 EICO) 61° 020 10 26 ECo) 73 4 10 58 E(CO) 16.1° 30 10 45 E(CO) 12.8° 47
Distance [m] Cone diamater ] Tluminance fix] Distance [m] Cone dimeter ] lluminance [ix] Distance [m] Cone diameter [m] Uluminance (1] Distance [m] Cone diameter [m] lluminance (]
—— C0-C180 (Beam angle: 1 —— C0-C180 (Beam angle: 1 —— C0-C180 (Beam angle: 32.2°) ——C0-C180 (Beam angle: 25.6°)
o o ° o o
ArcSource 4MC Il 40 ArcSource 4MC Il 60 ArcSource 4MC 1 90 ArcSource 4MC 11 10° x 30
105° 1059 105> 105° 105 105° 105> 105°
500 90° 90° 90° 90° 90° 90° 90°
75 750 75° 75° 75° 750 750 750
40
60° 60° 60° 80 60° 60° 60° 60° 60°
800
160 &
120
45 2ho 45 45 a5 45 0 45 45 1204 -
160
100
320 600
120
30° 150 0 15° 30° 30° 15 L3 15 30° 30° 15 [ 15° 30° 30° 15 [ 15° 30°
cd 2341m od 220 Im od 1931Im od 263 Im
—— C0-C180 —— C90-€270 ——C0-C180 —C90-C270 ——C0-C180 —C90-C270 ——C0-C180 —90-C270
£(0) 50 €0 27 E&ss: 32
£ 84 ) .
20 19 E§c31 250° 31 20 26 E(CO) 328° 15 20 38 E(CO) 438° 5.1 20 E(CO) 165° 190
E&ss: 'S
£0° 21 £07) 12 E07) 68 .
40 37 Eggy] 250° 78 40 52 E(CO) 328° 37 4, 77 E(CO) 438° 13 40 E(CO) 165° 48
Eloss: 53
’ £(0) 55 £(0) 30 .
50 56 2 2500 32 6 77 B e 13 60 12 H2) a3 5 60 ECO) 1650 21
B85 13
£ 53 E07) 31 £0) 17 Y .
8. 75 Egcuy) 250° 20 80 10 E(CO) 32.8° 0.93 80 15 HCO) 43.8° 032 80 E(CO) 165° 12
E(07) 17
E0°) 34 E07) E(0°) 10 EeY) 165 Fe
e 1 1 o 1 19 o
1o 53 ECO) 250° 1.3 g 2 B o o5 o B e o Distance [m] Cone dameter ] iluminance [ix]
Distance [m] Cone diamater [m] lluminance [ix] Distance [m] Cone diamster [m] lurninance (ix] Distance [m] Cane dameter ) lluminance (] —2C0- 180 (Beam angle: 33.0°)
—— C0 - C180 (Beam angle: 50.0°) —C0- C180 (Beam angle: 65.6°) —C0- C180 (Beam angle: 87.6°) ——C90 - C270 (Beam angle: n 0°)




PHOTOMETRIC DATA

ArcSource 4MC 11 30° x 10°

ArcSource 4MC 11 10° x 60°

—— C90-C270 (Beam angle: o

co- 8)
—— C90-C270 (Beam angle: T

105° 1051 105° 1051
500 90° 90° 90°
750 750 750 2950
40
00 60° 500 60°
800
600
s 5 . .
5 1204 5 45 s0q 45
o
o
1200
30° 15 o 15 30° 30° 150 o 15° 30°
cd 263 Im <d 223Im
—— C0-C180 —— C90-C270 —— C0-C180 —— C90- C270
(0" 429 (0" 260
Eoyss: 532 ECoyss: 199
20 E(C0) 165° 190 €C0) 279° 90
E8ss: % Eoss: 5
40 E(C0) 165° 48 B35 %
Eosse 5 Eosse 1
60 E(C0) 165° 21 ECO) 279° 10
Eoss: 1 E8nss: 41
80 E(CO) 165° 12 E(CO) 27.9° 56
E8ss: a4 Enss: 93
10 E(C0) 165° 746 10 I Eeh) 375 34
Distance [m] Cone dameter (1) lluminance [ix] Distance [m] Cone dameter lluminance (ix]
—— C0- C180 (Beam angle: 33 180 (Beam angle: 5!

ArcSource 4MC 11 60° x 10°

ArcSource 4AMC Il 35° x 70°

105¢ 105° 105° 105°

90° 90° 90° 90°

75° 75° 75° 75°

60° 607 60° 60°
160

45° 45°) 45° 45|
240

1200

30° 15° o 150 30° 30° 15 [ 15° 30°

od 2231Im od 2541m

——C0-C180 ——C90-€270 ——C0-C180 —C90-€270

—— C0-C180 (Beam angle: 55.8°)
—— C90-C270 (Beam angle: 11.0°)

E(0%) 260 E(07) 83

E(C90)557 129 25 E(C90)32.4° 25

E(C0) 27.9° 90 20 13 ECO) 17.7° 36

£(07) 65 £(0) 21

E(C90)555° 32 51 E(C90)324° 63

ECO) 27.9° 23 40 26 ECo) 17.7° 91

£07) 29 93

ECo0)55° 14 76 Etcvm 324> 28

E(CO) 279° 10 3 38 (C0) 17.7° 40

E(0°) 16 E(0) 52

E(C90)55° 8.1 lo E(C90)32.4° 16

E(CO) 27.9° 56 80 51 E(CO) 17.7° 23

E(0°) 19 E(0°) 33

B E(C90)55° 5.2 *3 E(C90)32.4° 1.0

10 E(C0) 279° 36 10 E(C0) 17.7° 15
Distance [m] Cone diameter [m] Tlluminance [ix] Distance [m] Cone d-amsxer[m] luminance fix]

—C0-C180 (Beam angle: 35.4°)
S e s

ArcSource 4MC 11 70° x 35°

ArcSource 4MC 11 15° x 90°

ArcSource 4MC 11 90° x 15°

——C0-C180 (Beam angle: 35.4%)
—— C90-C270 (Beam angle: 64.8°)

——C0-C180 (Beam angle: 15.4°)
—— C90- C270 (Beam angle: B

105° 105 105° 1057 105° 105°
90° 90° 90> 90° 90° 90>
75 759 75° 75° 75° 750
200 200]
60° 60° 60° 607 60° 600
160 300 300
45 459 a5° 400 450 450 40| 450
240
600 600
30° 15° 0 15° 30° 30° 15 0 15 30° 30° 15 3 15 30°
cd 2541m od 2021Im od 202 Im
—— C0-C180 — C90- €270 ——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270
E(0°) 83 £(0°) 129 129
25 E(C90)32.4° 25 E(C90) 40.6° 28 E(Cvm 406" 28
20 13 ECo) 177 36 ECO) 7.7 63 EC0) 7.7° 63
E(07) 21 £07) 32 £07) 32
51 E(C90)324° 6.3 E(C90) 40,67 7.1 E(C90)40.6° 7.1
40 26 ECO) 17.7° 91 ECo) 7.7° 16 ECO) 770 16
E(0°) 93 E(0°) 14 E(0°) 14
76 E(C90)32.4° 2.8 E(C90) 40,67 3.1 E(C90)40.6° 3.1
6 38 ElCO) 1770 40 ECo) 7.7 70 EC0) 7.7 70
E(0°) 52 E(0°) 8.1 £(07) 81
lo E(C90)324° 16 E(C90)40.6° 18 E(C90)40.6° 138
80 51 EC0) 17.7° 23 ECO) 7.7° 40 ECO) 7.7 40
E(0° 33 52 £(0°) 52
13 E(C?Oy 3240 10 E(C?O)AO 6 11 E(C90)40.6° 111
10 64 1777 15 10 ECO) 7.7° 25 10 E(C0) 7.7° 25
Distance [m] Cone diameter [m] \Humman(e[lx] Distance [m] Cone dameter ] lluminance (b Distance [m] Cone diameter [m] iluminance [ix]

——C0-C180 (Beam angle: 15.4%)
——C90-C270 (Beam angle: 81.2°)
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ArcSource” Qutdoor 4MC

The ArcSource Outdoor 4MC is perfect for precision lighting of intricate

building features and landscape scenarios thanks to its low voltage input.
Using the latest technology in Multichip LEDs, the fixture is both functional
and efficient - whilst the IP67 rating ensures it can handle the harshest of
environments. With a wide range of accessories such as top hats and ground
spikes this flexible product can used for various lighting scenarios.

KEY FEATURES:

Neat & discrete but powerful, white or colour
changing, with a wide range of mounting options.

Lumen Output & Light Source
Max. 305 Im
1 x 15 W Multichip LED

Projected Lumen Maintenance
50.000 hrs (L70)

Power Consumption
Typ. 10 W

Physical (max WxHxD)

64 x 145 x 90 mm - 0.43 kg
2.52x5.71x3.54in.-0.95 lbs
Aluminium Body, Tempered Glass

CONTROL PROTOCOLS:

via
ArcPower

STANDARD

via ArcPower
range

FINISH OPTIONS:

RAL

STANDARD: STANDARD ‘

RAL 9011/ RAL 9006/  Custom Paint
Graphite Silver Colour
Black

PRODUCT VARIANT:

N A
<9 €I

RGBW RGBA PureWhite

OPTIC OPTIONS:

SYMMETRICAL BI-SYMMETRICAL

| IV

7°,13°,20°, 7°x30°,7°x 60°,
30°,40°,60°,90°  35°x70° 10°x 90°

CE €. mis

European CE ETL RoHS

IP67

IP67

Y

YEAR

Warranty *



¢

TECHNICAL SPECIFICATIONS:

ELECTRICAL
Typical Power Consumption
Max. Input Current

OPTICAL
Light Source
Colour Variants
Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL
Display
Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Finish Options

Cables / Connections

Mounting Method

Adjustability

Protection Factor

Cooling System

Operating Ambient Temperature
Operating Temperature

CERTIFICATION
Listings
ACCESSORIES

6W (@350 mA), 10W (@700 mA)
700 mA (max. per channel)

DIMENSIONS mm (in.):

90[39/16"]

1x15W Mulichip LED 13

RGBW (W - 6500 K), RGBA, PW (W - 3000 K) § 3

7°,13°,20°,30°,40°,60°,90°, 7°x30°, 30°x7°, 7°x60°, b

60°x7°,35°70°, 70°x35°, 10°x90°, 90°x10° I ®

305 Im (RGBW 7° W - 6500 K, all LEDs on full, 700 mA)

50.000 hrs (L70 @25 °C/77 °F) Lo

NO DISp\ay % D 62[27/16"1

ArcPower range é .

64 x114(145)x 90 mm (2.52 x 4.49(5.71)x 3.54 in.)
0.43kg/0.95Ibs

High Pressure Die-Cast Aluminium Body

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)
Cost Option - Custom RAL

LiYY 8 xAWG22 - 0.5 m Long (1.64 ft) - P67 Connector
Mounting Plate, Land Spike (optional)

+/-60°, with Adaptor Stand +80°/-90°

IP67 / Suitable For Wet Locations

Convection

-20°C/ +45°C(-4°F/ +113°F)

+75°C @ Ambient +45 °C (+167 °F @ Ambient +113 °F)

ETL/ cETL, CE, RoHS

Adapter Stand 100 mm for ASO 4 MC
Land Spike Single (100 or 500 mm)
Land Spike Twin (100 or 500 mm)
Land Spike Triple (500 mm)

Extension cable CGR8-F/RJ45 (indoor)
Extension cable CGR8 F/M (outdoor)
Connector Chogori 8-pin (Male, Female)
T- Connector Chogori 8-pin

Floor Stand for Land Spike Connector Waterproof Cap (Male, Female)
Top HatASO 4 MC Optical Demo Set for ASO 4 MC
Half Top Hat ASO 4 MC

Twin Wall Cover for ASO 4 MC, flat
Pipe Clamp forASO 4 MC, 1/2"

* Warranty conditions apply

EXTENSION LEG ADAPTOR
( OPTIONAL ACCESSORY )

145[53/4"1
,
©

73027/8"]




PHOTOMETRIC DATA:
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ArcSource Outdoor 4MC
RGBW 7°

ArcSource Outdoor 4MC
RGBW 13°

ArcSource Outdoor 4MC
RGBW 20°

ArcSource Outdoor 4MC
RGBW 30°

105° 105° 105 105° 105° 105°} 105° 105°
90> 90° 90° 90° 90° 90° 90 90°
75 75° 75° 75° 75° 75 75° 75°
60° q 60° 60° 2004 600 60 600 60° 400 60°
800
o 300p 600
e ¢ e ¢ a5° 50 450 450
45 45 45 5 1200
1600
100 5000 1000
30° 15 0 15 30° 30° 15 o 15° 30° 30° 15° [ 15° 30° 30° 15 [ 15° 30°
od 305 Im od 305Im cd 301 Im od 300 Im
——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 —C90-€270
E(0° 2 £ 1019 £0°) 354 E(0°) 208
20 2 B e B 20 4 HL) o5 507 20 0.84 ECo) 118 166 20 11 E(CO) 15.9° 93
£ 51 £ 255 E0°) 88 £(0?) 52
40 0.6 H) s 34 40 091 H) o 1B 40 17 ECO) 1180 42 40 23 ECO) 15.9° 23
E(0° 23 0% 13 E(0°) 39 €09 2
60 097 §) ae T 60 14 H) o5 % 60 25 ECO) 11.8° 18 60 34 ) 1500 B
E(0° 13 £ 64 £0°) 2 E(0°) 13
80 13 E§c5) 4.6° 063 80 18 E§c&) 65 32 80 33 E(CO) 118 10 80 46 E(CO) 15.9° 58
£ 081 £ a1 £0%) 14 £(0?) 83
10 16 Egcuy) 4.6° 040 10 23 Egc&) 65° 20 10 42 E(CO) 11.8° 66 10 57 E(CO) 159° 37
Distance [m] Cone diameter [m] Uluminance (1] Distance [m] Cone diameter [m] lluminance (ix] Distance (m] Cone diameter [m] lluminance [ix] Distance (m] Cone diameter [m] luminance (b
—— C0-C180 (Beam angle: 9.2°) —— C0-C180 (Beam angle: 13.0°) —— C0-C180 (Beam angle: 23.67) ——C0-C180 (Beam angle: 31.8°)

ArcSource Outdoor 4MC
RGBW 40°

ArcSource Outdoor 4MC
RGBW 60°

ArcSource Outdoor 4MC
RGBW 90°

ArcSource Outdoor 4MC
RGBW 7° x 30°

105* 105° 105 105° 105° 105° 105° 105°
90° 90° 90° 90° 90° 90° 90° 90°
750 750 75° 750 75° 75° 750 750
200 80
60° 60° 60° 607 60° 60° 60° 60°
80
300 120
450 400 450 45 160 45 45 +bo 45 450 450
200
600 240
30° 15 0 15 30° 30° 15 o 15 30° 30° 15 o 15° 30° 30 15 3 15 30°
cd 299 Im od 298 Im cd 2911Im cd 2931Im
——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 — €90 €270 ~—C0-C180 ——C90- €270
E80 16 333
£0° 127 £ 55 £0%) 40 4
Egcuy) 214° 51 20 29 E?coy) 358° 15 2.0 39 E(CO) 44.0° 7.4 20 E(C0) 39° 381
880163 '8
o E0° 14 (0 100 T
E?gtxy) 2ee B 4.0 58 E cu)) 358° 3.7 4, 77 Egcm 2400 19 40 E(CO) 39° 95
Eoer 5
£ 14 £ 61 £0°) 44 2
E2) 21a 55 60 87 E2) sse 02 60 12 E(CO) 44.0° 0.82] 60 ECO) 397 42
B0 63 31
£ 79 07 34 E0°) 25 Y 2
He 210 32 80 12 E(CO) 35.8° 0.92] 80 15 E(CO) 44.0° 0.46] 80 ECO) 39° 24
E816r 13
£ 51 E0°) 22 E(0°) 1.6 10 EC0) 35" 15
78 ) 2100 31 10 14 EICO) 35.8° 059 10 19 E(CO) 44.0° 030 LD
Distance [m] Cone diameter [m] Tiluminance (1]
Distance (m] Cone diameter [m] lluminance [ix] Distance [m] Cone diameter [m] Hlluminance [ix] Distance [m] Cone diameter [m] Tluminance (i S 180 (Beam angle: 7.6°)
—— C0-C180(Beam angle: 42.6°) —— C0-C180 (Beam angle: 71.6°) —— C0-C180 (Beam angle: 88.0°) —— C90-C270 (Beam angle: 32.6%)




PHOTOMETRIC DATA

ArcSource Outdoor 4MC
RGBW 30° x 7°

ArcSource Outdoor 4MC
RGBW 7° x 60°

ArcSource Outdoor 4MC
RGBW 60° x 7°

ArcSource Outdoor 4MC
RGBW 35° x 70°

105¢ 105 105° 105°} 105° 105°] 105> 1057
90> 90° 90° 90° 90 90° 90° 90°
750 750 75° 75 75° 75° 75° 75°
60° 60° 60° 600 60° 60° 60° 200 60°
)
300
45° 45 a5° as5° 45° J 45° 45° 450
400
1600 1600
30° 15 o 15° 30° 30° 15° o 15° 30° 30° 15 [ 15° 30° 30° 15 o 30°
cd 2931Im od 289Im cd 2891m cd 2921Im
——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 ——90-€270 ——C0-C180 ——C90-C270
E07) 749 £07) 357 357 E(0°) 122
E(C90)3.9° 381 E(C90)34.7° 99 acgm 38 183 23 E(C90)30.4° 39
20 E(CO) 16.3° 334 E(CO) 3.8° 183 347 99 20 12 E(CO) 16.1° 5
E(0°) 87 £07) 89 E(0) 89 31
E(C90)3.9° 95 E(C90)347° 25 E(C90)38° 46 47 B8040 5
40 E(CO) 16.3° 83 ECO) 38° 46 ElCO) 347° 25 40 23 E(CO) 16.1° 14
E(0°) 83 £0%) 40 E(0) 40 14
E(C90)3.9° 42 ECo0)347° 11 E(CY0)38° 20 70 E(cvm 304° 44
60 E(CO) 16.3° 37 ECO) 38 20 ECO) 3470 11 60 35 E(CO) 1610 6.1
£(0°) a7 E(0°) 22 07 2 £(0°) 76
E{CJm 390 24 E(C90)34.7° 6.2 E(C90)38° 11 9.4 E{CJD) 304° 25
80 E(CO) 163 21 ECO) 38 11 ECo) 327" 62 80 46 E(CO) 16.1° 34
£(0°) 30 E(0°) 14 £0°) 14 £(07) a9
E(C90)39° 15 E(C90)347° 40 ECo0)38° 73 12 E(C90)30.4° 16
10 EC0) 163° 13 10 E(CO) 38° 73 10 E(CO) 347° 40 10 58 E(CO) T6.1° 22
Distance [m] Cone diameter [m] lluminance (] Distance [m] Cone dameter ] Tlluminance (ix) Distance [m] Cone diameter [m] Tlluminance (1] Distance [m] Cone diameter [m] lluminance (]
C0-C180 (Beam angle: 32.6%) ——C0-C180 (Beam angle: 7.6°) €0 - C180 (Beam angle: 69.4°) C0-C180 (Beam angle: 32.2°)
—— C90-C270 (Beam angle: 7.8°) S s AT —— C90-C270 (Beam angle: 7.6%) —— C90-C270 (Beam angle: 60.6°)

ArcSource Outdoor 4MC
RGBW 70° x 35°

ArcSource Outdoor 4MC
RGBW 10° x 90°

ArcSource Outdoor 4MC
RGBW 90° x 10°

——C0-C180 (Beam angle: &
s TSR R

C0-C180 (Beam angle: 12.2°)
—— €90 C270 (Beam angle: 83 8°)

C0-C180 (Beam angle: 83,8°)
S A MR ASE N

105> 105 105 105° 105 105°
90° 90° 90° 90° 90° 90°
75° 75° 75° 75° 75 75°
60° 200 60° 60° 409 60° 60° 409 60°
300 60( s0q
450 450 450 450 450 450
400
1000 1000

30° 150 0 15° 30° 30° 150 0 150 30° 30° 15 0 15° 30°
od 2921Im od 2721Im od 2721Im

——C0-C180 — €90-C270 ——C0-C180 ——C90-C270 ——C0-C180 —C90-C270
£(0°) 122 E(0°) 205 £07) 05
12 E(C90) 1610 55 E(C90)41.9° 42 E(C90)6.1° 101
20 23 E(CO) 304° 39 E(CO) 6.1° 101 ECO) 4190 42
€07 31 E(0°) 1 E(0°) 51
23 E(C90)16.1° 14 E(C90)41.9° 11 E(C90)6.1° 25
40 a7 E(CO) 304° 9.8 E(CO) 6.1° 25 ECo) 4190 11
14 E0) 23 E(0°) 23
35 E(C<70)161“ 61 E(C90)41.9° 4.7 E(C0)6.1° 11
60 70 E(CO) 304° 44 ECO) 61° 11 E(CO) 41.9° 47
76 £(07) 13 E(0°) 13
46 E(C‘?O)M 1034 E(C90)41.9° 2.6 E(C90)6.1° 63
80 9.4 E(CO) 304° 25 ECO) 6.1° 63 E(CO) 41.9° 26
E(0°) 49 £(0) 82 E0) 82
58 E(C90)16.1° 22 E(C90)41.9° 1.7 3 E(C90)6.1° 40
10 12 E(CO) 304° 16 10 ECO) 6.1° 40 10 E(C0) 41.9° 17
Distance [m] Cone d\eme(sr[m] Hluminance (i) Distance [m] Cone diameter [m] lluminance [ix] Distance [m] Cone diameter [m] Hlluminance [ix]




------------- ArcPower" 36

The Anolis range brought to life with power and control via the ArcPower™ range.
Manufactured from only the highest quality components, the ArcPower™ line produces

both the performance and reliability required for modern lighting solutions. Using industry
standard protocols such as DMX 512, RS232 and DyNet along with globally recognised RJ45
connectors, the ArcPower™ range is the lighting designer’s ideal solution.

KEY FEATURES: ,Q'\IDI._E?@

Flicker free smooth dimming and control. Stand-
Alone and Auto-Start control options. Ideal for
ArcSource and ArcLine, White and Colour-changing
products

1 Zone (RJ45 connector)
350mA per Channel (4) @ Max. 48v DC i
RGB:36x1W, RGBW:42x1W, RGBW(MC):10xMC o

Control Protocol (connector)
DMX512 (RJ45)
DyNet, RS232 (DE-9 male)

Input Voltage
100-240v AC 50/60Hz Typ. 60W
Tm captive cable

Physical (max WxHxD)
326 x 54 x 76 mm- 1.1kg
12.84x2.12%x2.99in.-2.43lbs

CONTROL PROTOCOLS:

RS232

DyNet RS232 DMX

RAL V @
o ‘ (€ W ws ™ 3
STANDARD

STANDARD
RAL 9011/ RAL 9006/  Custom Paint European CE ETL RoHS IP20 Warranty *
46 Graphite Silver Colour

Black




TECHNICAL SPECIFICATIONS:

ELECTRICAL

Input Voltage

Typical Power Consumption
Max. Output Current

CONTROL
Interface Protocol
Operating Modes
Display

DMX Channels
DMX Modes

Built In Programs
Editable Programs

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output zones
Max. Load Per Zone

Total Load

Max. Cable Length

LED Output Connection
DMX Connection In/Out
RS232 Connection
Mounting Method
Finish Options

Protection Factor
Cooling System
Operating Temperature Range

CERTIFICATION
Listings

ACCESSORIES

* Warranty conditions apply

100-240VAC50/60 Hz
60W +/-10%
350 mA Per Colour

USITTDMX512, DyNet, RS232
DMX, Master/Slave, Stand-alone
3Digit LED

3,4,6,7,4

5

10

3(UpTo 50 Steps Each)

326x54x76 mm(12.84x2.12x2.99in.)
1.1kg/2.42 lbs

1

RGB: 36 x 1W LEDs

RGBW: 42 x 1W LEDs

RGBW (MC): 10 x 10W MCLEDs
RGB: 36 x 1TW LEDs

RGBW: 42 x 1W LEDs

RGBW (MC): 10 x 10W MCLEDs
80 m Per Zone

RJ45

RJ45

DE-9 (Male)

2 Mounting Holes

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)

Cost Option - Custom RAL

IP2X/ Suitable For Dry Locations
Convection

-10°C/+40°C(14°F / +104 °F)

ETL/ cETL, CE, RoHS

Cable Joint RJ45 (Tpcs Included)
Adaptor RJ45/DMX 3 pin
Adaptor RJ45/DMX 5 pin

310[123/16"1

701/4"]

291[117/16"1

11— i1

0 I
503/16"]

56 [23/16"

32612 13/16" ]
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ArcPower" /2

The Anolis range brought to life with power and control via the ArcPower range.
Manufactured from only the highest quality components, the ArcPower line
produces both the performance and reliability required for modern lighting
solutions. Using industry standard protocols such as DMX 512, RS232 and DyNet
along with globally recognised RJ45 connectors, the ArcPower range is the
lighting designer’s ideal solution.

KEY FEATURES:

Flicker free smooth dimming and control. Stand-alone
and Auto-Start operation options. Ideal
for ArcSource, White and Colour-changing products.

LED Output

2 Zone (RJ45 connector)

350mA per Channel (4) @ Max. 48V DC

RGB: 72 x TW, RGBW: 84 x TW, RGBW(MC): 20 x MC

Control Protocol (connector)
DMX512 (RJ45)
DyNet, RS232 (DE-9 male)

Input Voltage
100 - 240 V AC 50 / 60 Hz Typ. 120 W
1m captive cable

Physical (max WxHxD)
326 x56x 136 mm - 1.8 kg
12.84x2.21x5.35in.-3.96 Ibs

CONTROL PROTOCOLS:

RS232

DyNet RS232 DMX

FINISH OPTIONS: STANDARDS & CERTIFICATION:

RAL

Graphite Silver Colour
Black

\WiERTG,

A CE @.

RAL 9011/ RAL 9006/  Custom Paint European CE ETL

v
RoHS

RoHS

ArcPower 72

IP20

IP20

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL

Input Voltage

Typical Power Consumption
Max. Output Current

CONTROL
Interface Protocol
Operating Modes
Display

DMX Channels
DMX Modes

Built In Programs
Editable Programs

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output Zones
Max. Load Per Zone

Total Load

Max. Cable Length

LED Output Connection
DMX Connection In/Out
RS232 Connection
Mounting Method
Finish Options

Protection Factor
Cooling System
Operating Temperature Range

CERTIFICATION
Listings

ACCESSORIES

* Warranty conditions apply

100-240VAC50/60 Hz
120W +/-10%
350 mA Per Channel

USITTDMX512, DyNet, RS232
DMX, Master/Slave, Stand-alone
3 Digit LED

6,8,11,4,4

5

6

3(UpTo 30 Steps Each)

326x56x 136 mm(12.84x2.21x5.35in.)
1.8kg /3.96 Ibs

2

RGB: 36 x 1TW LEDs

RGBW: 42 x 1W LEDs

RGBW (MC): 10x 10W MC LEDs
RGB: 72 x 1W LEDs

RGBW: 84 x 1W LEDs

RGBW (MC): 20 x T0W MC LEDs
80 m Per Zone

RJ45

RJ45

DE-9 (Male)

2 Mounting Holes

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)

Cost Option - Custom RAL

[P2X/ Suitable For Dry Locations
Convection

-10°C/ +40°C(14 °F/ +104°F)

ETL/ cETL, CE, RoHS

Cable Joint RJ45 (1pcs Included)
Adaptor RJ45/DMX 3 pin
Adaptor RJ45/DMX 5 pin

040

310[123/16"1
32612 13/16" 1
291[117/16"]

136(55/16"1

56[23/16" ]
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ArcPower" 144

The Anolis range brought to life with power and control via the ArcPower™ range.
Manufactured from only the highest quality components, the ArcPower™ line produces
both the performance and reliability required for modern lighting solutions. Using industry
standard protocols such as DMX 512, RS232 and DyNet along with globally recognised
RJ45 connectors, the ArcPower™ range is the lighting designer’s ideal solution.

KEY FEATURES:

Flicker free smooth dimming and control. Stand-
Alone and Auto-Start operation options. Ideal for
ArcSource and ArcLine, White and Colour-changing
products

LED Output

4 Zone (RJ45 connector)

350mA per Channel (4) @ Max. 48v DC
RGB:144x1W, RGBW:168x1W, RGBW(MC):40xMC

Control Protocol (connector)
DMX512 (RJ45)
DyNet, RS232 (DE-9 male)

Input Voltage
100 - 240 VAC 50 / 60 Hz Typ. 240W
1m captive cable

Physical (max WxHxD)
326 x 54 x 256 mm - 2.9kg
12.83x2.12x10.07 in. - 6.4lbs

CONTROL PROTOCOLS:

RS232

DyNet RS232 DMX

ArcPower 144

ANOLIS[®

FINISH OPTIONS: STANDARDS & CERTIFICATION:

RAL
e @.
STANDARD
RAL 9011/ RAL 9006/  Custom Paint European CE ETL
Graphite Silver Colour

Black

v/
RoHS

RoHS

IP20

IP20

Y

YEAR

Warranty *
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ArcPower 144

TECHNICAL CIFICATIO

ELECTRICAL

Input Voltage

Typical Power Consumption
Max. Output Current

CONTROL
Interface Protocol
Operating Modes
Display

DMX Channels
DMX Modes

Built In Programs
Editable Programs

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output zones
Max. Load Per Zone

Total Load

Max. Cable Length

LED Output Connection
DMX Connection In/Out
RS232 Connection
Mounting Method
Finish Options

Protection Factor
Cooling System
Operating Temperature Range

CERTIFICATION
Listings
ACCESSORIES

* Warranty conditions apply

100-240VAC50/60 Hz
240 W +/-10%
350 mA Per Channel

USITTDMX512, DyNet, RS232
DMX, Master/Slave, Stand-Alone
3Digit LED

12,16,19,4,4

5

6

3(UpTo 30 Steps Each)

326x54x256mm(12.83x2.12x10.07 in.)
2.9kg/6.39 Ibs

4

RGB: 36 x 1W LEDs

RGBW: 42 x 1W LEDs

RGBW (MC): 10 x 10W MCLEDs
RGB: 144 x TW LEDs

RGBW: 168 x TW LEDs

RGBW (MC): 40 x 10W MCLEDs
80 m Per Zone

RJ45

RJ45

DE-9 (Male)

2 Mounting Holes

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)

Cost Option - Custom RAL

IP2X/ Suitable For Dry Locations
Convection
-10°C/+40°C(14°F / +104 °F)

ETL/ cETL, CE, RoHS

Cable Joint RJ45 (Tpcs Included)
Adaptor RJ45/DMX 3 pin
Adaptor RJ45/DMX 5 pin

® @:
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ArcPower" unitRack mount/ Wall mount

The ArcPower Unit is available in Rack or Wall mount options

and integrates the latest technology to offer greater performance
in terms of efficiency and flexibility, and is capable of producing
both 48V and 28V as outputs, allowing global power compatibility.
8 individual outputs on the 48V version (6 on the 28V version) allow
efficient and economical fixture cabling.

KEY FEATURES:

High density, fully configurable
Rack and Wall mount versions

LED Output
8 x Zone (RJ45/terminals), 48V version
6 x Zone (RJ45/terminals), 28V version

Control Protocol (connector)
USITT DMX512, RDM, ArtNet, MANet, MANet 2, sACN

Input Voltage

100 - 240 V AC 50/60 Hz (CE)
100 - 277 V AC 50/60 Hz (US)
1 m power cable

Physical (max WxHxD)

484 x 88 x 321 mm - 6.5 kg
19.05%x3.54x12.64 in.-14.3 lbs
Rack mount/Wall mount option

CONTROL PROTOCOLS:

BT DMXROM  MA-Net  MA-Net2

ArtNet DMX+RDM MA-Net MA-Net2

FINISH OPTIONS: STANDARDS & CERTIFICATION:

RAL V
A CE @ we ™ U
STANDARD YEAR
RAL 9011/ RAL 9006/  Custom Paint European CE ETL RoHS IP20 Warranty *
Graphite Silver Colour

Black



TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage

Typical Power Consumption
Max. Output Voltage

CONTROL

Interface Protocol

Operating Modes

Display

Programs / Functions / Features

PHYSICAL
Width x Height x Depth

Weight
Number of LED Output Zones
Typical Max. Load Per Output (48V)

LED Qutput

DMX Connection In/Out
Ethernet Connection
Other

Mounting Method
Finish Options

Protection Factor

Cooling System

Operating Ambient Temperature
Operating Temperature

Total Heat Dissipation

CERTIFICATION
Listings
ACCESSORIES

* Warranty conditions apply

100- 240 VAC 50/60 Hz (CE)

100-277 VAC 50/60 Hz (US)

1400 W +/- 10 % (CE), 7000 W (US 48 V), 700 W +/- 10 % (US 28 V)
48V(CE), 28V,48V (US)

USITTDMX512, RDM, ArtNet, MANet, MANet 2, SACN
DMX, Master/Slave, Stand-alone

GraphicTouch Screen (50 x40 mm/1.97 x 1.57 in.)
Editable Program: 3 (up to 40 steps each)

Rack Mount: 484 (432)x 88 x 321(282) mm (19.05(17)
x3.54x12.64(11.10)in.)

Wall Mount: 482 (432) x 86 x 289 mm (18.97 (17)x3.38 x 11.37 in.)
6.5kg/14.31bs

8(28V:6)

(CE): 12x ArcSource Outdoor 4MC

(US/48V): 12x ArcSource Outdoor 4MC

RJ45, Terminal Block (8-pin)

Terminal Block, 2 x 5-pin XLR

RJ45

Trigger Input, Max. 5V DC (terminal block)

12V DC Output for DMX Controller

Wall Mount or Rack Mount

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)
Cost Option - Custom RAL

IP20/ Suitable For Dry Locations

Fan Cooled

0°C/+40°C(+32°F/+104°F)

+75°C @ Ambient +50 °C (+167 °F @ Ambient +122 °F)
4770 BTU/h (calculated)

ETL/ cETL, CE, RoHS
8 x Terminal Block M (included)

Rack mount:

2890113/8"]

65[29/16" ]
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4841191/16"1
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282011 1/16"1
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ArcPower" 48 Qutdoor

ArcPower 48 Outdoor delivers additional power required by large scale
operations. The ArcPower 48 will operate in any condition and the wireless
control option means only line voltage is required at the point of installation,
further increasing the durability of the system.

KEY FEATURES:

Flicker free smooth dimming and control. Stand-alone
and Auto-Start operation options. Ideal for ArcSource,

White and Colour-changing products

LED Output
1 Zone

350mA per Channel (1) or 700mA per Channel (1)

RGBW MC 12 x 10W; RGBW 48x 1/3W

Control Protocol (connector)
USITT DMX512, RDM, Wireless DMX

Input Voltage

100 - 240 V AC 50/60 Hz Typ. 130 W (CE)
100 - 277 V AC 50/60 Hz Typ. 130 W (US)
1 m captive cable

Physical (max WxHxD)
197 x 210 x 98 mm - 4 kg
7.76 x8.27 x3.85in.-8.82 lbs

CONTROL PROTOCOLS:

DMX2RDM (((])))
CRIK

DMX+RDM Wireless -
Option

FINISH OPTIONS:

RAL

STANDARD: STANDARD ‘

RAL 9011/ RAL 9006/  Custom Paint
Graphite Silver Colour
Black

CE €. mis

European CE ETL RoHS

IP67

IP67

©

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage

Typical Power Consumption
Max. Output Current

CONTROL

Display

Wireless DMX (Option)
Interface Protocol
Control System
Operating Modes
Settings / Addressing
Lighting Effects

DMX Channels
DMX Modes
Editable Programs

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output Zones
Max. Load Per Zone

Max. Cable Length
LED Output Connection
Finish Options

Mounting Method

Protection Factor

IK Rating

Cooling System

Operating Temperature Range

* Warranty conditions apply

100-240VAC50/60 Hz (CE)
100-277VAC50/ 60 Hz (US)
130W, +/-10%

350 mAor 700 mA Per Channel

Two Row LCD and Control Buttons
Lumen Radio CRMXTechnology
USITTDMX512, RDM

Third Party DMX Controllers

DMX, Stand-alone

ViaTwo Row LCD Display with Control Buttons or RDM communicator
RGBW Colour Mixing

Virtual Colour Wheel

Adjustable Strobe Sequences
White Colour Balance Adjusting
16 - Bit Dimming 0- 100 %
2,3,4,9

4

3 (up to 40 steps each)

197x210x98 mm (7.76x8.27 x 3.851n.)
4kg/8.82Ibs
1

RGBW MC- 12 x T0W MC LEDs

RGBW- 48 x TW/3W LEDs

700 mA- 48 LEDs - Max. 12 LEDs Per Colour

350 mA- 48 LEDs - Max. 12 LEDs Per Colour

80 m @350 mA, 20 m @700 mA

LiYY 8 xAWG22 - 1x 0.5 m Long (1.64 ft), Chogori IP67 Connector
Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)
Cost Option - Custom RAL

4 Mounting Holes

IP67 (IP66 Junction Box), Suitable For Wet Location

K10

Convection

Max. +60 °C @ Ambient +40 °C (140 °F @ Ambient +104 °F)

fe—197[73/4" ] ———

98[37/8"]
=-92[35/8"]

CERTIFICATION
Listings

ACCESSORIES

TR

il

21008 1/4"]
19507 11/16" ]

ETL/ cETL, CE, RoHS

Junction Box (Included)

Reducing Seal for Cable Diameter 4-8mm
(4pcs Included)

Connector Chogori (Male) IP67 (Included)
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ArcPower" 192 Outdoor

The latest addition to the Anolis ArcPower Outdoor range is the ArcPower 192

Outdoor, a 600 Watt DMX power supply with 4 individually controllable zones.
IP67 means installation is possible in the widest variety of environments, both
DMX and power can be daisy chained for easy installation. Optional CRMX
wireless control is also available giving even more flexibility. With an optional
input voltage range up to 277V ArcPower 192 Outdoor can bring

a wide range of landscape/cityscape and facade applications to life. - . LEERERARRR

KEY FEATURES:

Flicker free smooth dimming and control. Stand-alone
and Auto-Start operation options. Ideal for ArcSource,
White and Colour-changing products

LED Output

4 Zone

350mA per Channel (4) or 700mA per Channel (4)
RGBW MC 12 x T0W; RGBW 48x 1/3W

Control Protocol (connector)
USITT DMX512, RDM, Wireless DMX

Input Voltage

100 - 240 V AC 50/60 Hz Typ. 600 W (CE)
100 - 277 V AC 50/60 Hz Typ. 600 W (US)
1 m captive cable

Physical (max WxHxD)
600 x 194 x 98 mm - 9 kg
23.62x7.64x3.86in.-19.84 Ibs

FINISH OPTIONS:

RAL

STANDARD STANDARD

RAL 9011/ RAL 9006/  Custom Paint
Graphite Silver Colour
Black

CONTROL PROTOCOLS:

mx @
CRrX

DMX+RDM ~ Wireless -
Option

C€ (ﬂ]) R;fs IP7 ©)

YEAR
European CE ETL RoHS IP67 Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage

Typical Power Consumption
Max. Output Current

CONTROL

Display

Wireless DMX (Option)
Interface Protocol
Control System
Operating Modes
Settings / Addressing
Lighting Effects

DMX Channels
DMX Modes
Editable Programs

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output Zones
Max. Load Per Zone

Total Load

Max. Cable Length
LED Output Connection
Finish Options

Mounting Method

Protection Factor

IK Rating

Cooling System

Operating Temperature Range

* Warranty conditions apply

100-240VAC50/ 60 Hz (CE)
100-277VAC50/60 Hz (US)
600W, +/-10%

350 mAor 700 mA Per Colour

No Display

Lumen Radio CRMX Technology
USITTDMX512, RDM

Third Party DMX Controllers
DMX, Stand-alone

RDM communicator

RGBW Colour Mixing

Virtual Colour Wheel
Adjustable Strobe Sequences
White Colour Balance Adjusting
12,16,19,4,5

5

2 (UpTo 68 Steps Each)

600x 194 x98 mm (23.62 x 7.64 x 3.86n.)
9kg/19.84 Ibs
4

RGBWMC- 12 x 10W MC LEDs
RGBW-48 x TW/3W LEDs

700 mA- 48 LEDs - Max. 12 LEDs Per Colour
350 mA- 48 LEDs - Max. 12 LEDs Per Colour
RGBWMC- 48 x 10W MC LEDs

RGBW - 192 x TW/3W LEDs

80m @350 mA, 20 m @700 mA

LiYY 8 xAWG22 - 4x 0.5 m Long (1.64 ft), Chogori IP67 Connector
Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)

Cost Option - Custom RAL

6 Mounting Holes

IP67 (IP66 Junction Box), Suitable For Wet Location
IK10

Convection

Max. +60 °C @ Ambient +40 °C (140 °F @ Ambient +104 °F)

600 [ 23 5/8" 1

)

222[83/4"]

194(75/8"]

© © @

198037/8"],

CERTIFICATION
Listings

ACCESSORIES

ETL/cETL, CE, RoHS

Junction Box (Included)

Reducing Seal for Cable Diameter 4-8mm
(4pcs Included)

Connector Chogori (Male) IP67 (4 pcs Included)




58

ArcSource” Outdoor 4MC Pixel

Create controlled, beautiful and dramatic media style effects on landscape

and facade installations with the ArcSource Outdoor 4MC Pixel. Each
fixture can be individually controlled to alter colour, dimming and intensity
producing stunning effects. Combining high light output, multiple beam
angles, precision optics and a high IP rating makes the fixtures suitable for a

massive range of applications.

KEY FEATURES:

Neat & discrete but powerful, white or colour
changing, with a wide range of mounting options.

Lumen Output & Light Source
Max. 195 Im
1 x 15 W Multichip LED

Projected Lumen Maintenance
50.000 hrs (L70)

Power Consumption
Typ. 5.5W

Physical (max WxHxD)

64 x 145 x 90 mm - 0.62 kg
2.52x5.71x3.54in.-1.37 lbs
Aluminium Body, Tempered Glass

CONTROL PROTOCOLS:
via via
ArcPixel ArcPower
Power Unit Pixel

STANDARD STANDARD

via ArcPixel  via ArcPower
Power Unit Pixel

FINISH OPTIONS:
RAL

RAL 9011/ RAL 9006/  Custom Paint
Graphite Silver Colour
Black

PRODUCT VARIANT:

N A
<9 €I

RGBW RGBA PureWhite

OPTIC OPTIONS:

SYMMETRICAL BI-SYMMETRICAL

| IV

7°,13°,20°, 7°x30°,7°x 60°,
30°,40°,60°,90°  35°x70° 10°x 90°

CE €. mis

European CE ETL RoHS

IP65

IP65

Y

YEAR

Warranty *



¢

TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage
Typical Power Consumption

OPTICAL
Light Source
Colour Variants
Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL
Control System
Power Supply

PHYSICAL

Width x Height x Depth
Weight

Finish Options

Housing

Cables / Connections

Mounting Method

Adjustability

Protection Factor

Cooling System

Operating Ambient Temperature
Operating Temperature

CERTIFICATION
Listings

* Warranty conditions apply

48V
5.5W/48V

1x15W Multichip LED

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)
7°,13°20°,30°,40°, 60°, 90°, 7°x30°, 30°%7°, 7°x60°,
60°%7°, 35°%70°, 70°x35°, 10°x90°, 90°x10°

195 Im (RGBW 7° W - 6500 K, all LEDs on full, 700 mA)
50.000 hrs (L70 @ 25°C/ 77 °F)

ArcPixel Power, ArcPower Unit Pixel
ArcPixel Power, ArcPower Unit Pixel

64 x 114 (145)x 90 mm (2.52 x 4.49 (5.71) x 3.54 in.)
0.62 kg /1.37 Ibs

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)
Cost Option - Custom RAL

High Pressure Die-Cast Aluminium Body

Tempered Glass

Li9Y11Y, 2 x AWG16 + 1 x AWG20

Mounting Plate, Land Spike (optional)

+/- 60°, with Adaptor Stand +80°/-90°

IP65 / Suitable For Wet Locations

Convection

-20°C/ +45°C(-4°F/ +113°F)

+75°C @ Ambient +50 °C(+167 °F @ Ambient +122 °F)

ETL/ cETL, CE, RoHS

4 ;
>
a s
g & EXTENSION LEG ADAPTOR
s (OPTIONAL ACCESSORY )
o
o
I
90(39/16"] 64121/2"]
1l
g
|
y 3
- !
E L
®
&
S
~hy
@ 62027/16"]
ACCESSORIES

Adaptor Stand (100 mm)

Land Spike Single (100 or 500 mm)
Land Spike Twin (100 or 500 mm)
Land Spike Triple (500 mm)

Top Hat

Half Top Hat

Twin Wall Cover

Floor Stand

Pipe Clamp

Terminator Active / Passive

Cable Connection ASO 4MC Pixel
Connector Chogori T- Con (3-pin)
Connector Chogori 3-pin (Male, Female)
Cable Without Connectors

Ferrite for ArcPixel Power




PHOTOMETRIC DATA:
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PHOTOMETRIC DATA:

ArcSource Outdoor 4MC Pixel
RGBW 30° x 7°

ArcSource Outdoor 4MC Pixel
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ArcSource Outdoor 4MC Pixel
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160
60
. . . P . . P-4 .
45 45 45 5 45 45 5 sko 45
bop
1000
30° 15 3 15 30° 30° 15 (3 15° 30° 30° 15 3 15 30° 30° 15 3 15 30°
od 1941m cd 191 1Im cd 191 1Im od 1931Im
——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270
) 49 E(0°) 23 E(09) 236 £(0°) 81
&0y g 252 E(C90)34.7° 66 E(C90)38° 121 23 E(C90)304° 26
20 E(CO) 221 EC0) 38° 121 E(CO) 347° b6 20 12 E(CO) 161° 36
£(07) 124 E(0°) 59 £(07) 9 E(0°) 0
E(C90)39° 63 E(C90)34.7° 16 ECO0)38° 30 47 E(C90)304° 6.5
40 E(C0) 163 55 EC0) 38 30 ECO) 347° 16 40 23 E(CO) 161° 90
£(07) 5 ) £07) 3 E(0°) 9.0
E(C90)3.9° 28 E(C 0)34.7° 7 d E(C90)3.8° 13 70 E(C90)30.4° 2.9
60 E(C0) 163° 25 Co) 38 13 ECO) 347° 73 60 35 E(CO) 161° 40
£07) 3 E(07) 15 E(07) 15 50
E(C90)39° 16 E(C90)34.7° 41 E(C90)3.8° 7.6 9.4 E(ceumo 4 18
80 E(C0) 163° 14 ECO) 38 76 E(CO) 347° a1 80 a6 ECO) 1617 23
£(07) 0 £(0) 94 £07) 9.4 £ 32
E(C90)3.9° 10 EIC90)347° 26 E(C90)38° 48 12 E(C90)304° 110
10 E(CO) 163° 88 10 ECO) 38° 438 10 E(C0) 347° 26 10 58 E(C0) 161° 14
Distance [m] Coned\amexev[m\ lluminance [ix] Distance [m] Cone diameter (m] lluminance (] Distance [m] Cone diameter [m] luminance fix] Distance [m] Cone diameter [m] Tlluminance [ix)
- C180 (Beam angle: C0-C180 (Beam angle: 7.67) ——C0-C180 (Beam angle: 69.4°) C0-C180 (Beam angle: 32.27)
A ] —— €90 C270 (Beam angle: 69.4°) ——C90-C270 (Beam angle: 7.6°) —— C90-C270 (Beam angle: 60.6°)

ArcSource Outdoor 4MC Pixel
RGBW 70° x 35°

ArcSource Outdoor 4MC Pixel
RGBW 10° x 90°

ArcSource Outdoor 4MC Pixel
RGBW 90° x 10°

0-C180 (Beam angle: 60.8°)
——C90-C270 (Beam angle: 32.2°)

C0-C180 (Beam angle: 12.2°)
—— C90-C270 (Beam angle: 83.6°)

105° 105° 105* 105° 105 105°
90° 90° 90° 90° 90° 90°
75° 75° 75° 75° 75° 750
200 209
600 600 60° 600 60° 0°
160
300| 300
a5 450 a5° 400 as° 45° 409 a5
240
kop bop
600 600
30° 15 3 15 30° 30° 15 (3 15 30° 30° 15 o 15° 30°
od 1931Im cd 180 Im cd 180 Im
——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 —C90-C270
E(0) 8 £ 135 E(0°) 135
12 E(C90) 16.1° 36 E(C90)41.9° 28 E(C90)6.1° 67
20 23 E(CO) 304° 26 ECO) 617 67 ECO) 419° 28
E(0) 20 £07) 34 E(0°) 4
23 E(C90) 16.1° 9.0 E(C90)41.9° 7.0 E(C90)6.1° 17
40 a7 E(CO) 304° 65 ECo) 615 17 E(CO) 41.9° 7.0
E(0°) 9.0 £07) 15 E0) 15
35 E(C90) 16.1° 4.0 E(C90)41.9° 3.1 E(C90)6.1° 7.4
60 70 E(CO) 304° 29 ECO) 615 74 E(CO) 419° 31
£0°) 50 £07) 85 E(07) 85
46 E(CY0)161° 23 E(C90)419° 18 E(C90)6.1° 42
80 9.4 E(C0) 304° 156 ECO) 6.1° 42 E(CO) 41.9° 18
E(0° 32 £(0°) 54 £(0°) 54
58 001610 14 E(C90)41.9° 17 E(C90)61° 27
10 12 Eedy 368 16 10 E(C0) 610 27 10 EC0) 4190 11
Distance [m] Cone diameter [m] lurminance (ix] Distance [m] Cono diamtar ) Uuminance [ix] Distance (m] Cone diameter [m] lluminance (]

C0-C180 (Beam angle: 83.8°)
R T 2
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Excellent for large scale matrix applications due to its advanced pixel
mapping capabilities, the ArcDot™ uses a Cree MC-E RGBW MultiChip with
high light output that features a built-in intelligent electronic control system.
This guarantees flicker free operation and overheating protection whilst
remote addressing, calibration and status messaging is also included. Built
to an IP67 rating ensures the unit is capable of withstanding tough weather
conditions but is also perfect for a wide variety of interior installations.

KEY FEATURES:

Flicker free operation with advanced pixel mapping,
remote addressing and status messaging with colour,
flash and colour temperature options available.

Lumen Output & Light Source
Max. 139 Im
1x Multichip

Projected Lumen Maintenance
50,000 hrs ( L70)

PRODUCT VARIANT:

Power Consumption
Typ. 5.5W

N
Physical (max WxHxD) ‘J

@77 x 71 mm - 0.2kg
@3.03 x 2.80in. - 0.44lbs

Cast Aluminium, Opaque Polycarbonate Dome oW

&
9

RGBA

CONTROL PROTOCOLS: OPTIC OPTIONS:
via via DIRECTVIEW
ArcPixel ArcPower
Power Unit Pixel
via ArcPixel via ArcPower Direct view
Power Unit Pixel

FINISH OPTIONS:

RAL c €

RAL 9011/ RAL 9006/  Custom Paint European CE
GéalpP]ite Silver Colour
ack

()

ETL

PureWhite

STANDARDS & CERTIFICATION

v
RoHS

RoHS

IP67

IP67

Y

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage
Typical Power Consumption

OPTICAL

Light Source

Colour Variants

Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL
Control System
Power Supply

PHYSICAL

Width x Height
Weight

Finish Options

Housing

Cables / Connections

Mounting Method

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

CERTIFICATION
Listings

* Warranty conditions apply

48V
5.5W/48V

1x15W Multichip LED

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)

Non-Optic

139 Im (RGBW 7° W - 6500 K, all LEDs on full, 700 mA)
50.000 hrs (L70 @ 25 °C/ 77 °F)

ArcPixel Power, ArcPower Unit Pixel
ArcPixel Power, ArcPower Unit Pixel

@77x71(@3.03x2.80in.

0.2 kg /0.44 Ibs

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)
Cost Option - Custom RAL

Cast Aluminium

Polycarbonate Dome

Li9Y11Y, 2 x AWG16 + 1 x AWG20, Chogori IP67 connector
Mounting Back Plate

IP67 / Suitable For Wet Locations

IKO7

Convection

-20°C/+50°C(-4 °F/ +122 °F)

+45°C @ Ambient +40 °C (+113 °F @ Ambient +104 °F)

ETL/cETL, CE, RoHS

@ 65029/16"]
—| N\
o | A \
N5
@ 7703"]
ACCESSORIES

Cable Connection ArcDot T m
Cable Connection ArcDot 5 m
Cable Connection ArcDot 10 m
Other lengths on request
Terminator Active for ArcDot
Terminator Passive for ArcDot
Connector Chogori 3 pin (Male)
Connector Chogori 3 pin (Female)

28011/8"]

DIMENSIONS mm (in.):

28011/8") |

Connector Chogori 3 pin (T-Connector)

Cable, w/out connectors (1m)
Ferrite GTFC 16-8-16




PHOTOMETRIC DATA:

ArcDot RGBW all LEDs on full ArcDot RGBCW flat-clear glass all  ArcDot RGBCW frosted dome all

opaque dome 1xCree on full 1xCree on ull 1xCree
135° 150° 165° 180° 165° 150° 135°] 105° 1057 105 05
32
0 | oo o
120° 24 120°|
= | 75
"
Tos- 1051
60° 40 60°, 60° 60°
90° 90° 40
60
75° 75°] a5 45°] 45° 45°)
60
80
60° 60°
100
s w w e w S i - > w w i - > e
cd 139Im od 172 Im od 207 Im
2 co-cro0—cm.como o cis0—cw-com = co-cro0—cw.como
E(0°) 7.9 E(0°) 22 E(0°) 20
20 9.8 E(CO) 67.8° 0.21 20 50 E(CO) 51.4° 27 20 47 E(CO) 49.6° 2.7
E(0°). 20 E(0°). 55 E(0°) 49
4.0 20 E(CO) 67.8° 0.05 40 10 E(CO) 51.4° 0.67 4.0 9.4 E(CO) 49.6° 0.67
E(0°) 0.88 E(0°) 25 E(0°) 2.2
6.0 29 E(CO) 67.8° 0.02 6.0 15 E(CO) 51.4° 0.30 6.0 14 E(CO) 49.6° 0.30
E(0°) 0.49 E(0°) 14 E(0°) 1.2
8.0 39 E(CO) 67.8° 0.01 80 20 E(CO) 51.4° 0.17 8.0 19 E(CO) 49.6° 0.17
E(0°) 032 E(0°) 088 E(0°) 079
10 49 E(CO) 67.8° 0.01 10 25 E(CO) 51.4° 0.11 10 23 E(CO) 49.6° 0.11
Distance [m] Cone diameter [m] Illuminance [Ix] Distance [m] Cone diameter [m] llluminance [Ix] Distance [m] Cone diameter [m] llluminance [Ix]
= C0- C180 (Beam angle: 135.6°) ——C0- C180 (Beam angle: 102.8°) = C0-C180 (Beam angle: 99.2°)
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""""""" ArcPix"|l

Perfect for complex pixel mapping and media effects on structural
surfaces, the ArcPix™ Il from Anolis is suitable for both interior and exterior
applications. The plug and play electronics allow for up to 400 units

to be combined with a single ArcPixel™ |l Power unit, giving lighting
designers great flexibility to create dramatic visual effects in a variety

of colours. The IP67 rating ensures the fixtures are tough enough

to withstand the harshest environmental conditions, giving optimum
performance for many years.

KEY FEATURES:

Small, clear polycarbonate covered controllable
media fixture with up to 400 units per ArcPixel™
Power unit. Cable length is measured from centre
of each device.

Lumen Output & Light Source
Max. 86 Im
1 x Multichip

Projected Lumen Maintenance
50,000 hrs (L50)
PRODUCT VARIANT:

Power Consumption
Typ. 0.8W

Physical (max WxHxD)
@56 x 24 mm - 0.2 kg
@2.21 x0.95in. - 0.44 lbs RGBW
Moulded Plastic Body, Clear Polycarbonate Cover

CONTROL PROTOCOLS: OPTIC OPTIONS:

|

via via DIRECTVIEW
ArcPixel ArcPower
Power Unit Pixel
via ArcPixel  via ArcPower Direct view
Power Unit Pixel

 ousivc: |
CE @ ww ™ U

YEAR
Clear Plastic European CE ETL RoHS P67 Warranty *




TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage
Typical Power Consumption

OPTICAL

Light Source

Colour Variants

Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL
Control System
Power Supply

PHYSICAL
Width x Height
Weight
Housing

Cables / Connections

Mounting Method

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

CERTIFICATION
Listings
ACCESSORIES

* Warranty conditions apply

48V
0.8W/48V

1xMC Mid Power LED

RGBCW (W - 6500 K)

Non-Optic

86 Im (RGBW, W - 6500 K, all LEDs on full)
50.000 hrs (L70 @ 25 °C/ 77 °F)

ArcPixel Power, ArcPower Unit Pixel
ArcPixel Power, ArcPower Unit Pixel

?56x24(02.21x0.95in.)

0.1kg/0.22 Ibs

Moulded Plastic

Polycarbonate Cover

5 Wire Flat Cable AWM 295720AWG- Factory Fitted Connector
Mounting Plate or Direct Fitting

IP67 / Suitable For Wet Locations

1K09

Convection

-20°C/+50°C(-4 °F/ +122 °F)

+50 °C @ Ambient +40 °C (+122 °F @ Ambient +104 °F )

ETL/cETL, CE, RoHS

Connection Cable (in metres)
Connection Box
Termination Box (1 per run)

55(03/16"]

0
iy
[

4 [ 15/16"

S

S
=2

N

w

‘ B
301/8"]

D 44113/4"]




PHOTOMETRIC DATA:

ArcPix RGBCW 1xCree

ArcPix RGBNW 1xCree

ArcPix RGBWW 1xCree

preliminary 1xCree

ArcPix RGBCW all on full

105> 1057 105 105° 105* 105° 105* 105°
90° 90° 90° 90° 90 90° 90° 90°
750 750 750 750 750 750 750 750
60° 60° 60° 60° 60° 00 60° 600
450 450 45 45° 450 45° a5° as°
30 30 30
30° 15 0 15 30° 30° 15 o 150 30° 30° 15 o 15° 30° 30° 15 (3 15 30°
od 86Im od 881m od 77 Im od 861m
——C0-C180 —C90- C270 —— C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270
E(0°) 116 E(0°) 120 £0°) 105
050 16 E(CO) 57.9° 87 050 16 E(CO) 57.7° 91 050 16 ECO) 57.9° 79 £07) 72
20 64 E(CO) 57.9° 055
E(0°) 29 E(0°) 30 E(0° 26
110 32 E(CO) 57.9° 22 L] 32 E(C0) 57.7° 23 1.0 32 E(CO) 57.9° 20
E(0°) 18
40 13 E(CO) 57.9° 0.1a
£07) 13 E0%) 13 E(0°) 12
15 a8 E(CO) 57.9° 057 15 a7 ECO) 57.7° 10 15 48 E(CO) 57.9° 0.87
£07) 081
60 19 E(CO) 57.9° 006
£(0°) 7.2 E(0° 5 E(0°) 65
20 64 E(CO) 57.9° 055 20 63 E(CO) 57.7° 057 20 64 E(CO) 57.9° 0.49
E07) 045
E(0°) 46 E(07) 8 E(0°) 42 8.0 26 E(CO) 57.9° 0.03
25 80 E(CO) 57.9° 0.35 25 79 E(C0) 57.7° 037 25 80 E(CO) 57.9° 031
E(0°) 32 £0%) 33 £(0?) 29 E(0°) 029
30 9.6 EICO) 57.9° 034 30 95 E(CO) 57.7° 025 30 9.6 E(CO) 57.9° 022 10 32 E(CO) 57.9° 002
Distance [m] Cone diameter [m] lluminance (ix] Distance (m] Cone diameter [m] lluminance (] Distance [m] Cone diameter [m] lluminance [ix] Distance [m] Cone diameter (m] Tlluminance [ix]
—— C0- C180 (Beam angle: 115.8°) —— C0-C180 (Beam angle: 115.4%) ———C0- C180 (Beam angle: 115.8°) —— C0-C180 (Beam angle: 115.8°)
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ArcPixel™ Power

Powering ArcSource Outdoor 4MC Pixel, the ArcPixel

Power allows a large quantity of products to be connected
simultaneously whilst Auto Addressing makes installation and
set up easy. Compatible with both DMX and Art-Net protocols,
the integration with media servers allows complex media _
programming, and dynamic pixel control. The unit includes ANOLIS B
an integrated web interface giving a quick overview of many
settings via a connected PC. When pixel control is required,
ArcPixel Power provides the most effective and simple solution.

KEY FEATURES:

LED Output

4 Zone via ArtNet, 3 Zone via DMX

CE version - ArcSource Outdoor 4MC Pixel: 35 (typically 25)
US version - ArcSource Outdoor 4MC Pixel: 16

Control Protocol (connector)
USITT DMX512, RDM, ArtNet

Input Voltage
100-240 V AC 50/60 Hz Typ. 650 W
1m captive cable

Physical (max WxHxD) CONTROL PROTOCOLS:
326 x 256 x 94 mm - 3.4 kg
12.8x10.1x3.7in-7.5lbs

ART
DMXZRDM  NET SACN
DMX+RDM ArtNet SACN

FINISH OPTIONS: STANDARDS & CERTIFICATION:
RAL \niw V
c € G D RoHS

RAL 9011/ RAL 9006/  Custom Paint European CE ETL RoHS
Géalpqite Silver Colour
ack

ArcPixel Power

MA-Net

MA-Net

IP20

IP20

MA-Net2

MA-Net2

Y

YEAR

Warranty *
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ArcPixe! Power

TECHNICAL SPECIFICATIONS:

ELECTRICAL
InputVoltage
Typical Power Consumption

CONTROL
Interface Protocol
Display

PHYSICAL

Width x Height x Depth
Weight

Finish Options

Number of LED Output Zones
Max. Load PerZone

Total Load

Max. Cable Length

LED Output Connection

DMX Connection In/Out
Art-Net Connection

Power Connection

Mounting Method

Protection Factor

Cooling System

Operating Temperature Range

CERTIFICATION
Listings
ACCESSORIES

* Warranty conditions apply

100-240VAC50/60 Hz
650 W +/-10 %, US version 420 W +/-10%

USITT DMX512, RDM, ArtNet
4 Digit LED

326x256x94mm(12.8x10.1x3.7in.)

34kg/7.51bs

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)
Cost Option - Custom RAL

4 (Art-Net), 3 (DMX)

ArcSource Outdoor 4MC Pixel: CE - 35 (typically 25), US- 16
ArcSource Outdoor 4MC Pixel: CE - 100, US - 64

CE- 100 m @ 25 units per output (or 65 m @ 35 units)

US- 100 m @ 16 units per output

Chogori IP67 connector, 3 - pin (female) Sauro CGF 050 M5
3-pin Male / Female XLR (In and Out)

RJ45

Panel connector IEC C14 (socket)

4 Mounting Holes

IP20/ Suitable For Dry Locations

Convection

-10°C/+40°C(14 °F/ +104 °F)

ETL/cETL, CE, RoHS

Power cord IEC C13 (included)
Screw terminal board Sauro CGM 050 M5 (included)

32612 13/16" 1

256 [ 10 1/16"]

- o 94 [ 3 11/16"

47471:52\!1;;&1 Jr==z] m@w =
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ArCPOWQrTM Unit Pixel Rack mount / Pixel Wall mount

The ArcPower Unit Pixel is available in Rack or Wall mount options and
integrates the latest technology to offer even greater performance in
terms of efficiency and flexibility, and is capable of producing both 48v
and 28v as outputs, allowing global power compatibility. 8 individual
outputs on the 48v version ( 6 on the 28v version) allow for efficient and
economical cabling, especially when using pixel based luminaires.

KEY FEATURES:

High density, fully configurable
Rack and Wall mount versions

LED Output
8 x Zone (RJ45/terminals), 48V version
6 x Zone (RJ45/terminals), 28V version

Control Protocol (connector)
USITT DMX512, RDM, ArtNet, MANet, MANet2, sACN

Input Voltage

100 - 240 V AC 50/60 Hz (CE)
100 - 277 V AC 50/60 Hz (US)
1 m power cable

Physical (max WxHxD)

484 x 88 x 321 mm - 6.5 kg
19.05%x3.54x12.64 in.-14.3 lbs
Rack mount/Wall mount option

CONTROL PROTOCOLS:

DMXZROM BT

DMX+RDM ArtNet

®. g
CE €. g P20
STANDARD ‘ o YEAR

RAL 9011/ RAL 9006/  Custom Paint European CE ETL RoHS IP20 Warranty *
Géalphkite Silver Colour
ac



TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage

Typical Power Consumption

Max. Output Voltage

CONTROL

Interface Protocol

Operating Modes

Display

Programs / Functions / Features

PHYSICAL
Width x Height x Depth

Weight
Number of LED Output Zones
Typical Max. Load Per Output (48V)

LED Output

DMX Connection In/Out
Ethernet Connection
Other

Mounting Method
Finish Options

Protection Factor

Cooling System

Operating Ambient Temperature
Operating Temperature

Total Heat Dissipation

CERTIFICATION
Listings

ACCESSORIES

* Warranty conditions apply

100-240VAC 50/60 Hz (CE)

100- 277 VAC 50/60 Hz (US)

1400 W +/- 10 % (CE), 1000 W (US 48 V),
700W +/-10%(US28V)

48V(CE), 28V, 48V (US)

USITTDMX512, RDM, ArtNet, MANet, MANet 2, SACN
DMX, Master/Slave, Stand-alone

GraphicTouch Screen (50 x40 mm/1.97 x 1.57 in)
Editable Program: 3 (up to 40 steps each)

Rack Mount: 484 (432) x 88 x 321(282) mm (19.05(17)x 3.54 x 12.64
(11.10)in.)

Wall Mount: 482 (432) x 86 x 289 mm (18.97 (17)x 3.38x 11.37 in.)
6.5kg/14.3 Ibs

8(28V: 6)

(CE): 35 x ArcSource Outdoor 4MC Pixel

(US/48V): 16x ArcSource Outdoor 4MC Pixel

Terminal Block (3-pin and 5-pin)

Terminal Block, 2 x 5-pin XLR

RJ45

Trigger Input, Max. 5V DC (terminal block)

12V DC Output for DMX Controller

Wall Mount or Rack Mount

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)

Cost Option - Custom RAL

IP20/ Suitable For Dry Locations

Fan Cooled

0°C/+40°C(+32°F/+104 °F)

+75°C @ Ambient +50 °C(+167 °F @ Ambient +122 °F)

4770 BTU/h (calculated)

ETL/ cETL, CE, RoHS
8 xTerminal Block M, 3-pin And 5-pin (included)

Rack mount:

[]

432[17"]

%“

48419 1/16"1

1 oy

282[111/16"1

3210125/8"]

Wall mount:

88[37/16"1

85,8

482[19"]

289([113/8"]

65[29/16"]

B —
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ArcSource™ Outdoor 16MC Integral

Producing the same light output as the ArcSource Outdoor 16MC but with an integral power
supply, this fixture reduces installation complexity. The fixture is available in a wide range

of beam angles and colour variants, making it perfect for a broad range of applications
including landscape, facade and structural illumination. Built to last, this fixture has an IP67
rating, meaning it is tough enough to withstand the harshest weather conditions.

KEY FEATURES:

Integrated power & control electronics, excellent
output and a wide range of available optics.

Lumen Output & Light Source
Max. 1.383 Im
4 x 15W Multichip LEDs

Projected Lumen Maintenance
60.000 hrs (L70) PRODUCT VARIANT:

Power Consumption
Typ. 42 W

~ ~
Physical (max WxHxD) ‘J ‘J

179 x239 x 194 mm - 5.4 kg
7.0x94x7.6in.-11.9 lbs
Aluminium Body, Tempered Glass

RGBW RGBA PureWhite

CONTROL PROTOCOLS: OPTIC OPTIONS:

(((]))) SYMMETRICAL BI-SYMMETRICAL

DMX&RDM

CRInK

DMX+RDM Wireless - 7°,13°,20°, 30°, 7°x30°,7°x 60°,
Option 40°, 60°, 90° 35°x70°,10° x 90°

FINISH OPTIONS: STANDARDS & CERTIFICATION:
RAL V
‘ CE &N, s P67 Ikos
STANDARD

RAL 9011/ RAL 9006/  Custom Paint European CE ETL RoHS IP67 IKO6
GéelapP]ite Silver Colour
ack

Y

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage

Typical Power Consumption

OPTICAL
Light Source
Colour Variants
Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL

Display

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

Programs / Functions / Features
Settings / Addressing

Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Finish Options

Cables / Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

Total Heat Dissipation

CERTIFICATION
Listings

100 - 240 VAC 50/60 Hz (CE)
120-277 VAC 50/60 Hz (US)
42W +/-10 %

4 x 15W Multichip LEDs

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)

7°,13°,20°,30°,40°, 60°,90°, 7° x 30°, 30° x 7°, 7° x 60°, 60° x 7°, 35° x 70°,
70°x35°,10°x90°,90°x 10°

1.383 Im (RGBW 7° W - 6500 K, all LEDs on full, 700 mA)

60.000 hrs (L70 @ 25 °C/ 77 °F)

Two Row LCD Display With Control Buttons

Lumen Radio CRMXTechnology

USITTDMX512, RDM

Third Party DMX Controllers

DMYX, Stand-alone

Editable Program: 3 (up to 40 steps each)

ViaTwo Row LCD Display with Control Buttons or RDM communicator
Integrated

179x239x 194 mm (7.0x9.4x7.6in.)

5.4kg/11.91bs

High Pressure Die-Cast Aluminium Body

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)
Cost Option - Custom RAL

Li9Y11Y 3 x AWG16 + 1 (2 x AWG24), Junction Box

Yoke, Floor Stand (optional)

+35°/-90°

IP67 (IP66 Junction Box) / Suitable For Wet Locations

IK06

Convection

-20°C/+45°C(-4°F/ +113 °F)

+80 °C @ Ambient +45 °C(+176 °F @ Ambient +113 °F)
140 BTU/h (calculated)

ETL/cETL, CE, RoHS

* Warranty conditions apply
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ACCESSORIES

Optical Demo Set forASO 16 MC Integral
Top Hat

Half Top Hat

Floor Stand

Land Spike

Tenon Adaptor

Pole Clamp




PHOTOMETRIC DATA:

76

ArcSource Outdoor 16MC
Integral RGBW 7°

ArcSource Outdoor 16MC
Integral RGBW 13°

ArcSource Outdoor 16MC

Integral RGBW 20°

ArcSource Outdoor 16MC
Integral RGBW 30°

105° 105°| 105° 1057 105° 105° 105° 105°}
90° 90° 90° 90° 90> 90° 90° 90°
75° 75° 750 75° 750 750 75° 75°
60° 60° 60° 60° 60° 60° 60° 60
q 3200 2000
45° a5 45 457 45° 457 50 5°
& 8 8 4800 8 ° 3000 ®
400 4000
30° 15 0 15° 30° 30° 15° 0 15° 30° 30° 15° o 15° 30° 30° 15° o 15° 30°
od 1383 Im cd 1383, cd 1366 Im cd 1361 1Im
——C0-C180 —C90- €270 ——C0-C180 —C90-C270 ——C0-C180 ——C90- C270 —— C0-C180 ——C90-C270
£0%) 92 0% 4622 E(0°) 1604 E0°) 944
20 2 ECO) 46° 46 20 4 EICO) 65° 2209 20 0.8 ECO) 11.8° 753 20 11 E(CO) 15.9° 423
E(0°) £0°) 1156 £0°) 401 E(0°) 236
40 0.6 ECO) 460 11 40 091 E(CO) 65° 575 40 17 E(CO) 11.8° 188 40 23 E(CO) 15.9° 106
0% 10 E(0° 514 E(0° 178 E(0° 105
60 097 ) 4o 9 60 14 ) o5 38 60 25 E) e 6 60 34 L) 1500 %
£0%) 57 E(0°) 289 E(0°) 100 E0°) 59
80 13 E(CO) 46° 258 80 18 ) o5 78 80 33 E) e ' 80 46 E(CO) 15.9° 26
E(0°) 37 £0°) 185 £0°) 64 E(0°) 38
10 16 ECO) 46° 18 10 23 ECO) 65° 92 10 42 ECO) 11.8° 30 10 57 E(CO) 159° 17
Distance (m] Cone diameter (m] Uluminance (i) Distance [m] Cone diameter [m] Tlluminance [ix] Distance [m] Cone diameter [m] lluminance (1] Distance [m] Cone diameter [m] Uluminance [ix]
——C0-C180 (Beam angle: 9.2°) —— C0-C180 (Beam angle: 13.0°) ——C0-C180 (Beam angle: 23.6?) ——C0-C180 (Beam angle: 31.8°)

ArcSource Outdoor 16MC
Integral RGBW 40°

ArcSource Outdoor 16MC
Integral RGBW 60°

ArcSource Outdoor 16MC
Integral RGBW 90°

ArcSource Outdoor 16MC
Integral RGBW 7° x 30°

105°

105°

C0-C180 (Beam angle: 42.8°)

C0-C180 (Beam angle: 71.6°)

€0-C180 (Beam angle: 88.0%)

105 1057 1050 1057 105 1057
90° 90° 900 500 900 90° 90° 90
75 75 750 750 750 75 750 754
60 00 60" 00 60" &0° 300 e 60 60

600 as0
50 45 50 45° a5 459 a5 as)
800 600
2400
a0 150 o 150 i 30° 150 o 150 30 30° 150 o 150 300 30 150 o 15 300
cd 1358 Im cd 1354 Im cd 1319 1m cd 1329 Im
=— co-cia0—cs0-c270 ~—co-c180 —c90-C270 ~—co-C180 —c90-C270 ~— C0-C180 — C90-C270
B 2o 3B B0 7
) £ 250) €0 180 3
£(CO) 2140 233 20 29 HL) ssee %7 20 39 EL) a0 52 20 ECO) 39 1727
E&o163 57
£0°) 144 £0) e £ 45 3
ECO) 214° 58 40 58 ElCO) 358 17 4 7.7 B8 a0 83 40 ECO) 39° 432
B0 160 168
€07 " €0 28 £ 20 2
E(CO) 21.4° 26 60 87 ) e 72 60 12 E8) s 39 60 ECO) 397 192
B0 160 %2
£0%) 36 £07) 1 £0%) 1 2
ECO) 2140 15 80 12 ECO) 358 42 80 15 E) a0 A 80 £CO) 35 108
€0 136
£0°) 2 £0%) 100 £0) 72 0 Eeo' 3% &
2 ECO 214 93 i = HOO) 358 2] 0 L ECO) 240" 13 Distance [m] Cone diameter [m] laminance ]
Distance [m] Cone diameter [m] lluminance (k] Distance (m] Cone diameter (m] lluminance (1x] Distance [m] Cone diameter [m] lluminance (k] D

€0 - C180 (Beam angle: 7.8°)
——C90-C270 (Beam angle: 32.6°)




PHOTOMETRIC DATA:

ArcSource Outdoor 16MC
Integral RGBW 30° x 7°

ArcSource Outdoor 16MC

Integral RGBW 7° x 60°

ArcSource Outdoor 16MC
Integral RGBW 60° x 7°

ArcSource Outdoor 16MC
Integral RGBW 35° x 70°

105° 105°} 105° 105° 105 105° 105° 1057
90° 90° 90° 90° 90° 90° 90° 90°
75° 750 75° 75° 75° 75° 750 75°
60° 60° 60° 60° 60° 60° 60° 60°
5 45° 45° 457 45° a5 a5 450
30° 15° o 150 30° 30° 15 o 15° 30° 30° 15 [ 15° 30° 30° 15 o 15° 30°
cd 1329 Im od 13101m od 13251Im od 13251m
—— C0-C180 — €90 €270 ——C0-C180 —C90-C270 ——C0-C180 —C90-C270 ——C0-C180 —C90-C270
£(0°) 3399 E(0° 1616| E(0°) 554 £ 554
E‘cvlm 9° 1727 E(cgmaa 7° 450 23 E(C‘gul 304° 178 23 EECJD) 30.4° 178
20 B8 35 1414 ECO) 3.8° 830 20 12 E(CO) 16.1° 248 20 12 E(CO) 16.1° 248
E(0°) 850 E(07) 404 E(07) 139 139
E(C90)3.9° 432 E(C90)347° 113 47 E(C90)30.4° 45 47 B0y 304 22
40 E(CO) 16.3° 379 E(C0) 3.8° 208 40 23 ECO) 16.1° 62 40 23 E(CO) 1610 62
E(0°) 378 £0%) 180 0) 62 £0) 62
E(C90)3.9° 192 E(C90)347° 50 70 ElC?U] 3040 20 70 E(C90)304° 20
60 E(CO) 16.3° 168 ECO) 38 92 60 35 CO) 16.1° 28 60 35 E(CO) 1610 28
=) 212 101 E(0) 35 E(0°) 5
E(C90)3.9° 108 E(cvo» 347° 28 94 E(C90)30.4° 11 9.4 E(C90)30.4° 11
80 ECO) T6.3° 95 (C0) 3.6 52 80 46 E(CO) 161° 15 80 a6 ECO) 161° 15
£07) 136 E(07) 65 E(07) 2 £ 2
E(C90)3.9° 69 E(C90)347° 18 12 E(C90)30.4° 7.1 12 E(C‘?O)3ﬂ a0 71
10 E(CO) 16.3° 61 10 EIC0) 38° 33 10 58 EIC0) 161° 99 10 58 EC0) 1612 99
Distance [m] Cone diameter [m] lluminance (] Distance [m] Cone d\ame(er (] lluminance (ix] Distance [m] Cone diameter [m] lluminance [ix] Distance [m] ‘Cone diameter [m] lluminance (1]
€0~ C180 (Beam angle: 32.6%) ——C0-C180 (Beam angle: ——C0-C180 (Beam angle: 32.2°) C0-C180 (Beam angle: 32.2°)
—— C90-C270 (Beam angle: 7.8°) o e ange o) ——C90-C270 (Beam angle: 60.8°) e A MR

ArcSource Outdoor 16MC
Integral RGBW 70° x 35°

Integral RGBW 10° x 90°

ArcSource Outdoor 16MC

ArcSource Outdoor 16MC
Integral RGBW 90° x 10°

105° 105°} 105° 105°] 105° 1057

90° 50° 90 90° 50° 90°

750 750 75° 75° 750 75°

60° 60° 60° 60° 60° 60°

200 2004
45° 450 450 450 a5 457
8 % [Boop s 00p g
4000 4000
30° 150 o 150 30° 30° 15 o 15° 30° 30° 150 o 150 30°
cd 1325 Im od 12341m cd 1234 1m
—— C0-C180 — €90 €270 ——C0-C180 ——C90-C270 ——C0-C180 — C90- €270

£(07) 554 E(07) 928 E(0°) 928

12 E(C90) 16.1° 248 E(C90)41.9° 192 E(CY0)6.1° 458

20 23 E(C0) 30.4° 178 Eeo 8N i E(CO) 41.9° 192

E(0°) 139 £(07) 232 E(0°) 232

23 E(C90) 16.1° 62 E(C90)41.9° 48 E(C90)6.1° 115

40 a7 E(CO) 30.4° 45 ECO) 6.1° 115 E(CO) 41.9° 48

E(0°) 2 £07) 103 E(0°) 103

35 E(C90) 16.1° 28 E(C90)41.9° 21 E(C90)6.1° 51

60 70 E(C0) 304° 20 ECO) 6.1° 51 ECO) 419° 21

g 5 E(0°) 58 E0) 58

46 E(C90) 16.1° 15 E(C90) 41.9° 12 E(C90)6.1° 29

80 9.4 E(CO) 304° 11 ECO) 6.1° 29 E(CO) 41.9° 12

£(07) 2 37 £(0) 37

58 E(C90)16.1° 99 E30 41 e 77 E(C90)6.1° 18

10 12 EC0) 304> 71 10 EC0) 61° T8 10 E(CO) 41.9° 7.7

Distance [m] Cone diameter [m] iluminance [ix] Ditnce n} Cone diamrar [m) Tlluminance [ix] Distance [m] Cone diameter [m] Uluminance (1]
€0 - C180 (Beam angle: 60.8°) ——C0- C180 (Beam angle: 12.27) C0-C180 (Beam angle: 83.8°)
—— C90-C270 (Beam angle: 32.2°) s e ange 518 ——C90-C270 (Beam angle: 12.2°)
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ArcSource™ Outdoor 24MC Integral

The same high output of the ArcSource Outdoor 24MC but with an

integral power supply - perfect for installations with physical access

to the fixtures. Low energy consumption and long operational life is
ensured by using the latest LED technology for optimum performance.
Flush mounting the ,Watch Glass” reduces the buildup of dirt and
debris on the fixture, with an IP67 rating ensuring high performance for

years to come.

KEY FEATURES:

Integrated power & control electronics, excellent
output and a wide range of available optics.

Lumen Output & Light Source
Max. 2.075 Im
6 x 15 W Multichip LEDs

Projected Lumen Maintenance
60.000 hrs (L70)

Power Consumption
Typ. 70 W

Physical (max WxHxD)

216 x261 x 200 mm - 6.3 kg
8.5x10.28x7.87in.-13.9 lbs
Aluminium Body, Tempered Glass

CONTROL PROTOCOLS:

DMX2RDM (((])))
CRYX

DMX+RDM Wireless -
Option

FINISH OPTIONS:

RAL

STANDARD: STANDARD ‘

RAL 9011/ RAL 9006/  Custom Paint
Graphite Silver Colour
Black

PRODUCT VARIANT:

N A
<9 €I

RGBW RGBA PureWhite

OPTIC OPTIONS:

SYMMETRICAL BI-SYMMETRICAL

| IV

7°,13°,20°,30°, 7°x30°,7°x 60°,
40°, 60°, 90° 35°x70° 10°x 90°

CE €. mis

European CE ETL RoHS

IP67

IP67

IK09

IKO9

Y

YEAR

Warranty *



TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage

Typical Power Consumption

OPTICAL
Light Source
Colour Variants
Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL

Display

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

Programs / Functions / Features
Settings / Addressing

Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Finish Options

Cables / Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

Total Heat Dissipation

CERTIFICATION
Listings

100-240VAC 50/60 Hz (CE)
120-277VAC 50/60 Hz (US)
70W +/-10 %

6x 15 W Multichip LEDs

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)
7°,13°20°,30°,40°,60°,90°, 7°x 30°, 30°x 7°, 7° x 60°, 60° x 7°,
35°x70°,70°x 35% 10°x 90°,90° x 10°

2.075 Im (RGBW 7° W - 6500 K, all LEDs on full, 700 mA)

60.000 hrs (L70 @ 77 °F/ 25 °C)

Two Row LCD Display With Control Buttons

Lumen Radio CRMXTechnology

USITTDMX512, RDM

Third Party DMX Controllers

DMJX, Stand-alone

Editable Program: 3 (up to 40 steps each)

ViaTwo Row LCD Display with Control Buttons or RDM communicator
Integrated

216x261x200 mm (8.5x10.28x7.87 in.)
6.3kg/13.9Ibs

High Pressure Die-Cast Aluminium Body

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL9006)
Cost Option - Custom RAL

Li9Y11Y 3 x AWG16+1(2 x AWG24), Junction Box

Yoke, Floor Stand (optional)

+35°/-90°

IP67 (IP66 Junction Box) / Suitable For Wet Locations

IK09

Convection

-20°C/ +40°C(-4 °F/ +104 °F)

+80 °C @ Ambient +40 °C(+176 °F @ Ambient +104 °F)
240 BTU/h (calculated)

ETL/ cETL, CE, RoHS

* Warranty conditions apply

270[105/8"]
261010 1/4"1

2248 13/16" ]

500115/16"1

T
21608 1/2"1

200[77/8"1

ACCESSORIES

Optical Demo Set for ASO 24 MC Integral
Top Hat

Half Top Hat

Floor Stand

Land Spike

Tenon Adaptor

Pole Clamp




PHOTOMETRIC DATA:

ArcSource Outdoor 24MC Integral
RGBW 7°

ArcSource Outdoor 24MC Integral
RGBW 13°

ArcSource Outdoor 24MC Integral
RGBW 20°

ArcSource Outdoor 24MC Integral
RGBW 30°

105° 105° 105 105° 105° 1057 105* 105°
90° 90° 90° 90° 90° 90° 90° 90°
75° 75° 75° 759 75 75° 75 75°
204
600 600 0° 60° 600 4000 600 60° 600
304
6000
45° 404 450 a5 45° 450 450 a5 as°
8000
bop
600
30° 15 3 15 30° 30° 15 L3 15° 30° 30° 15 o 15 30° 30° 15 3 150 30°
cd 20751m od 2075Im od 2050 Im od 2043 Im
——C0-C180 ——C90-C270 ——C0-C180 —C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270
E(0° 138 E(0°) 6935 E(0°) 2408 £0°) 1417
20 2 E(CO) 46° 48 20 A Egcu) 65° 3450 20 0.84) E(CO) 11.8° 1131 20 11 E(CO) 159° 635
£0%) 34 £0°) 1734 E(0%) 602 E0°) 354
4.0 0.6 ECO) 46° 17 40 091 ECO) 65° 882 40 17 EICO) 11.8° 283 40 23 E(CO) 159° 159
E(0°) 15 E0°) 7 E(07) 268 0% 157
60 097 ECO) 46° 76 60 14 ECO) 65° 383 60 25 E(CO) 118> 126 60 34 ElCO) 1590 71
E(0°) 86 E(0°) 433 E(0°) 150 £07) 89
80 13 ECO) 460 43 80 18 E(CO) 65° 216 80 33 E(CO) 11.8° 71 80 46 E(CO) 15.9° 40
£0%) 55 £0°) 277 £09) 96 E0°) 57
10 16 E(CO) 46> 27 10 23 E(CO) 65° 138 10 42 E(CO) 118" 45 10 57 E(CO) 159° 25
Distance [m] Cone diameter [m] Hluminance (1] Distance [m] Cone diameter [m] luminance fix) Distance [m] Cone diameter [m] Tlluminance lix] Distance [m] Cone diameter [m] Tlluminance (1x]
—— C0-C180 (Beam angle: 9.2°) —— C0-C180 (Beam angle: 13.0°) ——C0-C180 (Beam angle: 23.6°) ——C0-C180 (Beam angle: 31.8°)

ArcSource Outdoor 24MC Integral
RGBW 40°

ArcSource Outdoor 24MC Integral
RGBW 60°

ArcSource Outdoor 24MC Integral
RGBW 90°

ArcSource Outdoor 24MC Integral
RGBW 7° x 30°

105" 105+ 105° 105° 105> 1057 105 105°
o0 0 90° 90° 90° 90° 90° 90°
750 750 750 750 750 750 750 750
o o 600 600 60° 60° 600 600
1600 800
e a5 450 450 450 450 450 450
2400 1200
3200 1600
1200 24000
e 150 o 15 a0 30° 15 3 15 30° 30° 15 o 15° 30° 30° 15 3 15 30°
cd 2037 Im cd 2033 1m od 1979 Im 1995 Im
—co-c180 ——cs0-c270 —— C0-C180 ——C90-C270 ——Co.-C180 —C90-C270
80163 592
£07 865 £07) 375 E07) 271 3
Efcg) 2147 350] 20 29 Efco)) 35.8° 101 20 39 E(C0) 44.0° 50 E(CO) 3.9° 2593
&8 1630 408
£07) 216 £(07) 94 £(0?) 68 2
B 21ee W 40 58 ) 350 % 4, 77 EICO) 440° 13 ECO) 39% 648
B0 163 353
£(0) 96 £(0) a2 £07) 30 3
) 2e 3 60 87 B sse B 60 12 EICO) 440° 5.6 E(CO) 3.9° 288
880163 12
£07) 54 £07) 23 E07) 7 3
ECO) 2140 22 80 12 E(CO) 358° 63 80 15 E(CO) 440° 32 Heoy e e
£0%) 204
E(C90)163° 91
E07) 35 £07) 15 £y 11 ECO) 39" 104
78 ECO) 2140 14 10 1 EICO) 358° 40 10 19 EICO) 440° 20 >
istance [m] Cone diameter [m] lluminance (]
Distance [m] Cone diameter [m] lurninance (ix] Distance [m] Cone diameter [m] lluminance (] Distance [m] Cone diameter [m] luminance (i) 180 (Beam angle: 7.89)
—— C0-C180 (Beam angle: 42.8°) —— C0-C180 (Beam angle: 71.6°) ——C0-C180 (Beam angle: 88.0°) —— C90-C270 (Beam angle: 32.6°)




PHOTOMETRIC DATA:

ArcSource Outdoor 24MC Integral
RGBW 30° x 7°

ArcSource Outdoor 24MC Integral
RGBW 7° x 60°

ArcSource Outdoor 24MC Integral

RGBW 60° x 7°

ArcSource Outdoor 24MC Integral
RGBW 35° x 70°

105% 105°| 105° 105°| 105° 105°] 105° 105°|
90° 90° 90° 90° 90° 90° 90° 90°
75° 750 750 750 750 750 750 750
60° 60°] 60° 60°] 60° 60° 60° 60°]
1600
a5 a5 a5 45° a5 a5 a5 as
2400
24000
30 150 o 150 30° 0 150 o 150 30 30° 150 [ 150 0 30 150 o 150 0
o 1995 Im o 19651m o 1965 Im o 1988 Im
<—co-cia0 — cs0-c270 < co-c180—c90-c2n0 <—co-cia0 —c0-c270 < co-c180—c90-cam0
E(0°) 5102] E(0°) 2425 E(0°) 2425 0°) 5102]
E(C90)3.9°  2593] E(C90)34.7° 675 E(CVO) 3.8° 1245 ELC‘?U; 3.9° 2593
20 E(CO) 16.3° 2273] E(CO) 3.8° 1245| 34.7° 675 20 16.3° 2273]
E(0°) 1276| E(0°) 606 E(0°) 606 E(0°) 1276|
E(C90)3.9° 648 E(C90)34.7° 169 E(C90)3.8° 311 E(C90)3.9° 648
40 E(CO) 16.3° 568 E(CO) 38 31 E(CO) 34.7° 169 40 E(CO) 16.3° 568
E(0°) 567 E(0°) 269 E(0°) 269 E(0°) 567
E(C90)3.9° 288 E(C90)34.7° 75 E(C90)3.8° 138 E(C90)3.9° 288
6.0 E(CO) 16.3° 253 E(CO) 3.8° 138 E(CO) 34.7° 75 60 E(CO) 16.3° 253
E(0°) 319 E(0°) 152 E(0°) 52 E(0°) 319
E(C90)3.9° 162 E(C90) 34.7° 2 E(C90) 3.8° '8 E(C90)3.9° 162
8.0 E(CO) 16.3° 142 E(CO) 3.8° 78 E(CO) 34.7° 42 8.0 E(CO) 16.3° 142
E(0°) 204 E(0°) 97 E(0°) 97 204
E(C90) 3. 9“ 104 E(C90)34.7° 27 E(C90) 3.8° 50 ELC?O) 3.9° 104
10 E(CO) 163° 91 10 B E(C0) 3.8 50 10 E(CO) 347° 27 10 E(CO) 16.3° 91
Distance [m] Cone diameter [m] lluminance [Ix] Distance [m] Cone diameter [m] lluminance (Ix] Distance [m] Cone diameter [m] lluminance [1x] Distance [m] Cone diameter [m] lluminance [Ix]
——C0-C180 (Beam angle: 32.6°) —— 0180 @eam angle: 7.6°) ——C0-C180 (Beam angle: 69.4°) ——C0-C180 (Beam angle: 32.6%)
= C90 - C270 (Beam angle: 7.8°) = C90-C270 (Beam eng\e 69.4%) = C90-C270 (Beam angle: 7.6°) = C90 - C270 (Beam angle: 7.8°)

ArcSource Outdoor 24MC Integral
RGBW 70° x 35°

ArcSource Outdoor 24MC Integral
RGBW 10° x 90°

ArcSource Outdoor 24MC Integral
RGBW 90° x 10°

105* 1057 105° 1057 105 1057
90° 90° 90° 90° 90° 90°
75° 750 750 750 750 75°
600 60° s 0 00 607
1600
45 2400 45 450 45 45 45
30° 15 0 15 30° 30° 150 o 150 30° 30° 15 o 15 30°
o 1988 Im o 1852 Im d 1852 Im
——C0-C180 —C90-C270 ~—C0-C180 — C90-C270 ——C0-C180 —C90-C270
12 801610 37 &80 410 355 E80sae 0
20 23 E(CO) 304° 268 B &N % E(CO) 41.9° 289
£07) 208 - E(0°) 348
23 E(C90) 161 93 B0 ar o 75 010 17
40 a7 E(CO) 304° 67 E(CO) 617 172 E(CO) 41.9° 72
2 ) 1 £(0°)
35 E(cvm 1612 41 E%Jm 41.9° 3525 E%CJD) 6.1° 75
60 Y E(CO) 3040 30 ECo) 615 76 E(C0) 419° 32
2 ) £(0°) 87
46 E(cvob 1610 23 E{%JB,M 9° % EEcc}m 61° 43
80 9.4 E(CO) 304° 17 E(CO) 610 43 E(C0) 41.9° 18
E(0°) 33 £(0°) 56 £(07) 56
2 E(CO0) 16,10 15 Earg 18 E(Co0)6.1° 28
10 12 E(CO) 30.4° 11 10 E(C0) 6.1° 28 10 E(C0) 41.9° 12
Distance [m] Cone dianeter ] lluminance [ix] Distance [m] Cane diameter [m] Muminance [ix] Distance [m] Cone diameter [m] luminance [ix]
— C0 - C180 (Beam angle: C0-C180 (Beam angle: 12.2°) €0 C180 (Beam angle: 83.8°)
s TR CRAE R —— €90 C270 (Beam angle: 83.6%) —— €90 C270 (Beam angle: 12.2°)
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Perfect for large scale lighting of buildings and landscapes that require higher

lux. The most powerful fixture in the ArcSource Outdoor range now comes with

an integral power supply for outstanding light output of over 4000 lumens via 12
LED multichips. Featuring a flush mounted ,Watch Glass” frontage that protects the
unit from dirt and debris and an IP67 rating ensures high performance even in the

toughest environments.

KEY FEATURES:

Integrated power & control electronics, high lumen
output and a wide range of available optics.

Lumen Output & Light Source
Max. 4.026 Im
12 x 15 W Multichip LEDs

Projected Lumen Maintenance
60.000 hrs (L70)

Power Consumption
Typ. 130 W

Physical (max WxHxD)
310x 348 x 230 mm - 11.4 kg
12.21x13.7x9.06in.-25.13 |Ibs
Aluminium Body, Tempered Glass

CONTROL PROTOCOLS:

DMX2RDM (((])))
CRYX

DMX+RDM Wireless -
Option

FINISH OPTIONS:

RAL

STANDARD: STANDARD ‘

RAL 9011/ RAL 9006/  Custom Paint
Graphite Silver Colour
Black

PRODUCT VARIANT:

N A
<9 €I

RGBW RGBA PureWhite

OPTIC OPTIONS:

SYMMETRICAL BI-SYMMETRICAL

| IV

7°,13°,20°, 7°x30°,7°x 60°,
30°,40°,60°,90°  35°x70° 10°x 90°

CE €. mis

European CE ETL RoHS

IP67

IP67

IK10

IK10

Y

YEAR

Warranty *



TECHNICAL

ELECTRICAL
Input Voltage

Typical Power Consumption

OPTICAL
Light Source
Colour Variants
Beam Angle

Lumen Output Delivered
Projected Lumen Maintenance

CONTROL

Display

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

Programs / Functions / Features
Settings / Addressing

Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Finish Options

Cables / Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System
Operating Ambient Temperature
Operating Temperature

Total Heat Dissipation

CERTIFICATION
Listings

ECIFICATIONS:

100 - 240 VAC 50/60 Hz (CE)
100-277 VAC 50/60 Hz (US)
130 W +/-10 %

12 x 15 W Multichip LEDs

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)
7°,13°,20°,30°,40°,60°,90°,7°x 30°,30°x 7°, 7° x 60°, 60° x 7°,
35°x70° 70°x 35°,10°x 90°,90°x 10°

4.026 Im (RGBW 7° W - 6500 K, all LEDs on full, 700 mA)

60.000 hrs (L70 @ 77 °F / 25 °C)

Two Row LCD Display With Control Buttons

Lumen Radio CRMX Technology

USITTDMX512, RDM

Third Party DMX Controllers

DMX, Stand-alone

Editable Program: 3 (up to 40 steps each)

Via Two Row LCD Display with Control Buttons or RDM communicator
Integrated

310x348x230mm (12.21x13.7x9.06in.)

1.4 kg /2513 Ibs

High Pressure Die-Cast Aluminium Body

Tempered Glass

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)
Cost Option - Custom RAL

Li9Y11Y 3 x AWGT6 + 1(2 x AWG24), Junction Box

Yoke, Floor Stand (optional)

+35°/-90°

IP67 (IP66 Junction Box) / Suitable For Wet Locations

K10

Convection

-20°C/+40°C(-4 °F/ +104 °F)

+80 °C @ Ambient +40 °C(+176 °F @ Ambient +104 °F)
443 BTU/h (calculated)

ETL/cETL, CE, RoHS

* Warranty conditions apply

323[123/4"]
348113 11/16"1]

315012 3/8"]

J

64[21/2"]

310[123/16"1

230[91/16"]

ACCESSORIES

Optical Demo Set for ASO 48 MC Integral
Top Hat

Half Top Hat

Floor Stand

Land Spike

Tenon Adaptor

Pole Clamp




PHOTOMETRIC DATA:
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ArcSource Outdoor 48MC Integral

RGBW 7°

ArcSource Outdoor 48MC Integral

RGBW 13°

ArcSource Outdoor 48MC Integral

RGBW 20°

ArcSource Outdoor 48MC Integral

RGBW 30°

105 105°} 105° 105°} 105> 1057 105 105°}
90° 90° 90° 90° 90> 90° 90° 90°
75° 75 75° 75° 75° 75° 75° 75°
a0
60° 60° 60° 60° 60° 60° 60° 60°
0
450 804 450 a5° 25° 450 450 450 a5
opo
1200 60000
30° 15 8 15° 30° 30° 15° 0 15° 30° 30° 15 o 15° 30° 30° 15 0 15° 30°
cd 4026 Im od 4026 Im od 39761m od 3963 Im
——C0-C180 ——C90-€270 ——C0-C180 — €90-€270 ——C0-C180 —C90-C270 ——C0-C180 —C90-€270
E(0°) 267 E(0° 13456 £(0?) 4670 E(0°) 2748
20 2 E(CO) 46° 132 20 4 £ o5 0658 20 08: ) 11 3993 20 11 L) 150 1339
£(0°) 87 07 3364 £(0°) 1167] £0°) 687
40 046 E(CO) 46° 33 4.0 091 E(CO) 6.5° 1673 4.0 17 EECO}) 11.8° 548 40 23 E(CO) 15.9° 308]
£0°) 30 E(0°) 1495 £ 519 E0°) 305
60 097 E(CO) 46> 15 60 14 E(CO) 65° 744 60 25 &) ne 34 60 34 E(CO) 1590 137
£(0°) 17 £0°) 841 g0y 292 E(0°) 72
80 13 E(CO) 4.6° 83 80 18 ECO) 65° 418 80 33 E(CO) 11.8° 137 80 46 ElCO) 159° 77
E(0°) 11 E(0° 538 £(0°) 187 E(0° 110
10 16 B 4 b 10 23 D) o5 338 10 42 &) e '8 10 57 #1509
Distance [m] Cone diameter [m] lluminance [ix] Distance [m] Cone diamater [m] flurinance (i) Distance [m] Cone diameter [m] luminance (b Distance [m] Cone diameter [m] lluminance [ix]
—— C0-C180 (Beam angle: 9.2°) —— C0-C180 (Beam angle: 13.0°) —— C0-C180 (Beam angle: 23.6°) —— C0-C180 (Beam angle: 31.8%)

RGBW 40°

ArcSource Outdoor 48MC Integral

105° 7057
90> 90°
750 759
60° &0
3200
- 4800 -
30° 15 o 150 300
cd 3953 1Im
—— C0-C180 — C90- €270
E(07) 1680
E(CO) 21.4° 678
E(0°) 420
E(CO) 21.4° 170
E(0%) 187
E(CO) 21.4° 75
E(07) 105
E(CO) 21.4° 42
Eo) 87
78 E(C0) 21.4° 27
Distance [m] Cone diameter [m] lluminance [ix]
——C0- C180 (Beam angle: 42.8°)

ArcSource Outdoor 48MC Integral

RGBW 60°

RGBW 70°

ArcSource Outdoor 48MC Integral

RGBW 90°

ArcSource Outdoor 48MC Integral

105° 105°} 105¢ 105°} 105* 105°}
90° 90° 90° 90° 90° 90°
75° 75° 75° 75° 75° 75°
Jaof
60° 60° 60° 60° 60° 60°
s0(
a5° 5° a5° 80 5° 45° a5°
oo
1200 2400
30° 15° 0 15° 30° 30° 15° (8 150 30° 30° 15 0 15° 30°
od 3943 1m od 4026 Im od 3840 Im
——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 —C90-C270
£(0°) 728 £07 267 E(0° 525
20 29 E(CO) 35.8° 196 20 2 6 4o T 20 39 H) w0 B
E(0°) 182 E(0°) 67 E(0°) 131
40 58 E(CO) 35.8° 49 40 0.6 ) s B 4, 77 E(CO) 440° 24
E(0°) 81 £0° 30 E(0° 1]
60 87 B 350 60 097 B 4o B 60 12 H) wao B
E07) 45 E(0° 17 E(0° 33
80 12 E(CO) 35.8° 12 80 13 B s 83 80 15 §L) a0 &1
E(0°) 29 £(0°) i E0°) 21
10 14 E(CO) 358° 78 10 16 ElCO) 46° 53 10 19 E(CO) 440° 39
Distance m] Cone diameter (m] Tlluminance (i) Distance [m] Cone diameter [m] Uluminance [Ix] Distance [m] Cone diameter [m] lluminance (ix]
——C0-C180 (Beam angle: 71.6°) ——C0-C180 (Beam angle: 9.29) —— C0-C180 (Beam angle: 88.0°)




PHOTOMETRIC DATA:

ArcSource Outdoor 48MC Integral

RGBW 7° x 30°

ArcSource Outdoor 48MC Integral
RGBW 30° x 7°

ArcSource Outdoor 48MC Integral
RGBW 7° x 60°

ArcSource Outdoor 48MC Integral

RGBW 60° x 7°

105° 105°} 105° 105°} 105° 105°} 105° 105°
90° 90° 90° 90° 90° 90° 90 90°
75° 75 75° 75° 75° 75° 75° 75°
60° 60 60° 60° 60° 60° 60° 60°
00p 00f
50 as5° 250 25° a5° 25° a5° 457
oop loop
30° 15° 0 15° 30° 30° 15° 0 15° 30° 30° 15° 0o 15° 30° 30° 15° 0 15° 30°
<d 38701m od 38701m od 38131m cd 3813Im
——C0-C180 ——C90-C270 —— C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——(C0-C180 ——C90-C270
9897] ) E(0°) 4705 E(07) 4705
cqo)|a3° 4409) E(C90) 39° soxo E(C90)34.7° 1310 E(C90)3.8° 2416
20 5030) 20 E(CO) 163° 440 EICO) 38° 2416 E(CO) 34.7° 1310
£ 474) E0) 2474 E(0°) 176 E(0°) 176
E(C?D)IAE“ Bt E(Co0) 39° 1258 E(C90)347° 327 E(C90)3.8° 604
40 1258 40 ECO) 163 1102 E(CO) 38° 604 E(CO) 347° 327
£(0°) 1100 ) 1100 E(0°) 523
E(C90)163° 490 E(C90) 39° 559 §80307 m E(C90)3.8° 268
60 E(CO) 3.9° 559 60 ECO) 163 490 E(CO) 3.8° E(CO) 347° 146
£(0°) 819 E0) 619 E0) 294 E(0%) 294
E(CY0) 16.3° 276) E(C90) 39° 314 E(C90)34.7° 82 E(C90)3.8° 151
80 ECO) 39° 314 80 ECO) 163 276 ECo) 3.8° 151 E(CO) 347° 82
E(0°) 396 E0) 39 £(0%) 188 E(0°) 188
E(Co0) 16.3° 176 E(C90) 39° 201 E(C90)347° 52 EC90)38° 97
10 E(C0) 39" 201 10 ECO) 163" 176 10 EC0) 38 97 10 E(CO) 347° 52
Distance [m] Cone diameter m] lluminance (ix] Distance (m] Cone diameter (m] luminance (] Distance [m] Cone diameter [m] Tlluminance [ix] Distance [m] Cone diameter [m] tlluminance [ix]
——C0-C180 (Beam angle: 7 —— C0-C180 (Beam angle: 32.67) C0-C180 (Beam angle: 7.6°) C0-C180 (Beam angle: 69.4°)
—— C90-C270 (Beam angle: 32.6°) —— C90-C270 (Beam angle: 78} ——C90-C270 (Beam angle: 69.4°) ——C90-C270 (Beam angle: 7.6°)

ArcSource Outdoor 48MC Integral
RGBW 35° x 70°

ArcSource Outdoor 48MC Integral
RGBW 70° x 35°

ArcSource Outdoor 48MC Integral
RGBW 10° x 90°

ArcSource Outdoor 48MC Integral
RGBW 90° x 10°

105° 1057 105° 105° 105 1059 105 1057
90° 90° 9%0° 90° 90° 90° 90° 90°
75° 75° 75 75 750 75° 75° 75°
60° 60° 60° 60 60° 607 60° 60°
3200 3200
< . P-4 55 . . . .
* 4800 4 4800 5 45 45 ¥
12000 12000
30° 150 o 150 30° 30 15 o 15° 30° 30° 15 o 150 30° 30° 15 [ 15° 30°
cd 3856 Im cd 3856 Im od 3593Im od 3593 1m
——C0-C180 = C90- C270 ——C0-C180 ——C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 —90-C270
£(0°) 1613 2701
23 E(C90)30.4° 519 12 E(C‘?D)WM” 720 Etcvo)mv" sso E(CVD)M 1334
20 2 E(CO) 161° 720 20 23 C0) 30.4° E(CO) 6.1° 1334 E(Co) 560
403 E07) 403 E07) 675 £07) 675
47 E(cvo)aoa 130 22 E(C90) 16.1° 180 E(C90)41.9° 140 E(Co0)6.1° 334
40 23 E(Co) 1610 180 40 47 E(CO) 3040 130 EICO) 6.1° 334 E(CO) 41.9° 140
E(0) 179 179 E07) 300 E(0°) 00
70 E(C90)304° 58 35 o610 80 E(C90)419° 62 E(C90)6.1° 148
60 35 E(CO) 161° 80 60 o E(C0) 304° 58 E(CO) 6.1° 148 E(CO) 41.9° 62
E(0°) 01 101 E(0°) 169 E(0°) 69
94 E(C90)304° 32 e E(ch 1610 45 E(C90)41.9° 35 E(Co0)6.1° 83
80 s ElCo) 161° 35 80 94 co) 3040 32 EICO) 6.1° 83 E(CO) 41.9° 35
65 £(07) 65 &) 108 E(0°) 108
12 E(C‘JO) 304 21 58 Hemer 22 E(C90)41.9° 22 E(Co0)6.1° 53
10 58 E(CO) 161° 29 10 12 E(C0) 304> 21 10 i ECO) 61° 53 10 E(CO) 41.9° 22
Distance [m] Cone diameter m] luminance [ix] Distance [m] Cone diameter [m] Hlluminance [ix] Distance (m] Cone diameter [m] Tlluminance (ix] Distance [m] Cone dianeter lluminance (]
——C0-C180 (Beam angle: 32 C0-C180 (Beam angle: 60.87) ——C0-C180 (Beam angle: 12.27) —— C0-C180 (Beam angle:
—— C90-C270 (Beam angle: 60.6°) —— €90 C270 (Beam angle: 32.2°) T C90-C270 (Beam angle: 83.6%) s TN CRACE




----------- - ArcSource™ Submersible li

Architectural lighting sometimes brings specific requirements for fixture
positioning which might be hard to comply with for 99% of the products
on the market. With an extremely durable body, crafted from bronze

to withstand the most challenging enviromental conditions, Anolis
Lighting introduces ArcSource™ Submersible II. Utilizing a standard
LED colour setup that can be customised to meet individual installation
specifications, ArcSource™ Submersible Il can easily operate constantly
submersed up to 10 m and offers more than 10 different beam options
for positioning freedom.

KEY FEATURES:

Fully submersible, solid bronze construction with all
the features of the multichip outdoor family.

Lumen Output & Light Source
Max. 2.235 Im
6 x Multichip

Projected Lumen Maintenance

Power Consumption

Typ. 75W : .
Physical (max WxHxD)

216 x261 x 171 mm - 7.42 kg
8.5x10.28 x 6.73in.- 16.36 Ibs
Marine Bronze Body, Tempered Glass

CONTROL PROTOCOLS: OPTIC OPTIONS:

SYMMETRICAL BI-SYMMETRICAL

RGBW RGBA PureWhite

via

SubDrive
STANDARD

! ¥ .

via SubDrive 7°,13°,20°,30°, 7°x30° 7°x60°,
40°,60°,90°  35°x70° 10°x 90°

FINISH OPTIONS: STANDARDS & CERTIFICATION:
C€ @D RoHS P68

STANDARD YEAR

Marine European CE ETL RoHS IP68 Warranty *
Bronze




TECHNICAL SPECIFICATIONS:

ELECTRICAL
Typical Power Consumption
Max. Input Current

OPTICAL
Light Source
Colour Variants
Beam Angle

Lumen Output Delivered

Projected Lumen Maintenance

CONTROL
Display
Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Cables / Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Cooling System

Operating Ambient Temperature
Operating Temperature

CERTIFICATION
Listings

35W(@ 350 mA), 75 W (@ 700 mA), 100 W (@ 1000 mA)
1000 mA (max. per channel) for submersed applications

6x 15 W Multichip LED

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)
7°,13°,20°,30°,40°,60°,90° 7°x 30°,30°x 7°, 7° x 60°, 60° x 7°,
35°x70°70°x35° 10°x 90°,90°x 10

2.2351m (RGBCW 7° W - 6500 K, all LEDs on full, 1000 mA) submersed
1.462 Im (RGBA 7° all LEDs on full, 71000 mA) submersed

2.097 Im (SW 7° W - 5000 K, all LEDs on full, 1000 mA) submersed
1.652 Im (PW 7° W - 3000 K, all LEDs on full, 1000 mA) submersed
60.000 hrs (L70 @ 25°C/ 77 °F)

No Display
SubDrive 1/4

216%261x1717mm (8.5x10.28x6.73in.)
7.42kg/16.36 Ibs

Marine Bronze

Tempered Glass

Cable Submersible PBS-USE 3x1.5 mm2 (CE) | Cable Submersible L0390 (US)

Yoke, Floor Stand (optional)

+35°/-90°

IP68 - 10m

IK10

Convection

+1°C/+45°C(+34°F/ +113 °F)

+55°C @ Ambient +45 °C(+131 °F @ Ambient +113 °F)

ETL/ cETL, CE, RoHS

* Warranty conditions apply

21608 1/2"1

261010 5/16"]

//q'—\

Do

) so—=—xf
=

l

©

ACCESSORIES
Floor Stand
Installation Sleeve




PHOTOMETRIC DATA:
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ArcSource 24MC Submersible
RGBW 7° 1000 mA Submersed

ArcSource 24MC Submersible
RGBW 24° 1000 mA Submersed

ArcSource 24MC Submersible
RGBW 34° 1000 mA Submersed

ArcSource 24MC Submersible
RGBW 7° 700 mA Submersed

105° 105° 105° 105°} 105° 105°} 105 105°]
90> 90° 90 90 90 90 90° 90>
75 75° 75 75° 75 75 75° 75
2000
60° 60° 60 60 60 60 60° opo 60°
4000
3000
bo
a5 45° a5 a5 a5 4000 45° 45° 45
6000
opo
100000 000
30° 150 0 15° 30° 30° 15 o 15° 30° 30° 15 L3 15° 30° 30° 15 3 15 30°
od 22351m od 1961 Im cd 1838 Im cd 17511m
——C0-C180 —C90-C270 ——C0-C180 —C90-C270 ——C0-C180 ——C90-C270 —— C0-C180 ——C90- C270
£0°) 23802 E(0°) 1910| £07) 1266 g 18648
20 5 E(CO) 3.6° 11905 20 084 E(CO) 11.9° 898 20 11 E(CO) 14.9° 573 20 E(CO) 36° 9327
E0°) 5950 E(0%) 477 E(0°) 316 £07) 4662
40 5 E(CO) 3.6° 2976 40 17 E(CO) 1197 225 40 21 E(CO) 14.9° 143 40 E(CO) 3.6° 2332
E(0°) 2645 E07) 212 E(0°) 141 E(0) 2072
60 0.75] E(CO) 36° 1323 60 25 E(CO) 11.9° 100 60 32 E(CO) 149° 64 60 E(CO) 3.6° 103§,
£0°) 1488 E(0°) 19 E0%) 7 E(0°) 1165
80 10 ECO) 36° 744 80 34 E(CO) 119° 56 80 43 EICO) 149° 36 80 E(CO) 36° 583
E0°) 952 £(09) 76 E(0°) 51 E07) 746
10 13 E(CO) 3.6° 476 10 42 E(CO) 11.9° 3¢ 0 53 E(CO) 149° 23 10 EICO) 3.6° 373
Distance [m] Cone diameter [m] Uluminance [1x] Distance [m] Cone diameter [m] Uluminance [Ix] Distance m] Cone diameter m] Tluminance (ix] Distance [m] Cone diameter [m] lluminance [ix]
C0-C180 (Beam angle: 7.2) ——C0-C180 (Beam angle: 23.8°) ——C0- C180 (Beam angle: 29.8%) ——C0-C180 (Beam angle: 7.2°)

ArcSource 24MC Submersible
RGBW 24° 700 mA Submersed

ArcSource 24MC Submersible
RGBW 34° 700 mA Submersed

ArcSource 24MC Submersible
RGBW 7° 350 mA Submersed

ArcSource 24MC Submersible
RGBW 24° 350 mA Submersed

105 105° 105° 105° 105> 105°} 105° 105°
90° 50° 90 90 90° 90° 90 90
750 75° 75 750 75° 75° 75 75
60° 60° 60 600 60° 60° 60 60
2000 2000
3 . o a5 45° a5 15°
45 a5 45 3000 45 a0
4000
50000
30° 15 [ 15° 30° 30° 15° 0 150 30° 30° 15 L3 15° 30° 30° 15 (3 15° 30°
od 1536 Im od 1440 Im od 1051 Im od 922 Im
——C0-C180 —C90-C270 ——C0-C180 ——C90-C270 ——C0-C180 —C90-€270 ——C0-C180 ——C90-C270
) E(0° 992 £0%) 193] E(0°) 898
20 0.4 E%‘é& 1190 704 20 4 Efcolv 14.9° 449 20 125 E(CO) 3.46° 5598 20 0.4 E(CO) 11.9° 422
v 74 E0°) 218 E07) 2798 £(0°) 224
40 17 Ef%@) e 76 40 21 E(CO) 149° 112 40 5| E(CO) 3.6° 1400 40 17 E(CO) 11.9° 106
° £ 10 E(0° 1244 £(07) 100
60 25 B e % 60 32 82 10 '8 60 07 el 260 622 60 25 ECO) 190 47
° E(0° 62 E09) 700 E(0°) 56
8.0 34 E%%«% 11.9° Zg 80 43 Efcol) 14.9° 28 80 1.0 E(CO) 3.6° 350 80 34 E(CO) 11.9° 26
) £ 40 E07) a8 E(0°) 36
10 4.2 E%%) 1y 3 10 5.3 Eicol) 149° 18 10 13 E(CO) 36° 224 10 4.2 E(cg) 190 17
Distance [m] Cone diameter (m] Wluminance (1] Distance m] Cone diameter [m] lluminance (] Distance [m] Cone diameter [m] Uluminance (1] Distance [m] Cone diameter (m] lluminance (]
0- C180 (Beam angle: 23.8°) —— C0-C180 (Beam angle: 29.8°) ——C0-C180 (Beam angle: 7.2°) —— C0-C180 (Beam angle: 23.8°)




PHOTOMETRIC DAT;

ArcSource 24MC Submersible
RGBW 34° 700 mA Submersed

105° 105°
90 90
75 75
60 60
2000
45 stoo 25
30° 15° 0 15° 30°
od 1440 Im
——(C0-C180 —— C90-C270
E(0°) 992
20 1.1 E(CO) 149° 449
E(07) 228
4.0 21 ECo) 14.9° 112
E(07) 110
60 32 ECO) 14.9° 50
E(0°) 62
80 43 E(CO) 149° 28
E(0) 40
10 53 E(CO) 149° 18
Distance (m] Cone diameter [m] lluminance [Ix]
——(C0-C180 (Beam angle: 29.8°)




------------- SubDrive™ 1

Specifically designed for ArcSource™ Submersible Il, the SubDrive
power supply offers only low voltage and data tranfer to fixture.
Having options for 1 or 4 outputs, ArcSource™ Submersible Il provides
free hands for installation wiring and technical room requirements,
while also offering several control modes for single or multiple fixture
control, predefined tones of whites, or even +/- green correction.

subDrive 1

v

KEY FEATURES:

Control Protocol

This power supply has a LCD display for easy setting
and programming and control is realized through
DMX 512 and RDM protocols. The DMX can be also
realized in a wireless option and you can preprogram
3 custom programs in stand-alone mode.

Input Voltage

With an input voltage which can be between 100 and
277 V for correct function, the source is providing one
low voltage output - 24 V.

Physical
Offering a 5-year warranty, the SubDrive 1 is also IP67
and IK10 certified.

CONTROL PROTOCOLS: STANDARDS & CERTIFICATION:

©
w C(RL)X ce . R;{S P67 IKIO

DMX+RDM Wireless - European CE ETL RoHS IP67 IK10
Option

FINISH OPTIONS:

RAL YEAR YEAR
Warranty * 5 Year
Warranty
STANDIRO ‘ (Registered)
RAL 9011/ RAL 9006/  Custom Paint Harsh
Graphite Silver Colour Environment

Black




TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage
Typical Power Consumption

Max. Output Current

LED Output Voltage

CONTROL

Display

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

Programs/ Functions/ Features
Settings / Addressing

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output zones
Max. Load Per Zone
Total Load

Max Cable Length

LED Output Connection
DMX Connection
Power Connection
Finish Options

Mounting Method

Protection Factor

IK Rating

Cooling System

Operating Temperature Range

CERTIFICATION
Listings
ACCESSORIES

100-277VAC50/ 60 Hz

Maximum mode (1A) - 90W @SubDrive 1

Medium mode (700mA) - 70W @SubDrive 1

Minimum mode (350mA) - 35W @SubDrive 1
Maximum mode (1000 mA) | Medium mode (700 mA)
Minimum mode (350 mA)

24VDC

4-Digit LED, 4 buttons

Lumen Radio CRMX Technology

USITTDMX512, RDM

Third Party DMX Controllers

DMX, Master/Slave, Stand-alone

Editable Program: 3 (up to 40 steps each)

Via RDM communicator or Robe Universal Interface (RUNIT)

260x160x 91 mm(10.24 x6.30x 3.58in.)

2.91kg/6.42 Ibs

1

1x ArcSource Submersible Il

1x ArcSource Submersible Il

100m (Minimum mode), 50m (Medium mode), 25m (Maximum mode)
Terminal Block

Terminal Block

Terminal Block

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)

Cost Option - Custom RAL, Harsh Environment (RAL9016, RAL9011)
4 Mounting Holes

IP67 / Suitable For Wet Location

IK10

Convection

-20°C/+40°C(-4 °F/ +104 °F)

ETL/ cETL, CE, RoHS

Reducing Seal for Cable Diameter 4-8mm (1 pcs Included)

SubDOrive 1

260010 1/4"]

9103 9/16"1

203(8"]

160 [ 6 5/16" ]

@@ % % = %G

* Warranty conditions apply




------------- SubDrive" 4

Specifically designed for ArcSource™ Submersible Il, the SubDrive
power supply offers only low voltage and data tranfer to fixture.
Havingoptions for 1 or 4 outputs, ArcSource™ Submersible Il provides
free hands for installation wiring and technical room requirements,
while also offering several control modes for single or multiple fixture
control, predefined tones of whites, or even +/- green correction.

subDrive 4

KEY FEATURES:

Control Protocol

This power supply has a LCD display for easy setting
and programming and control is realized through
DMX 512 and RDM protocols. The DMX can be also
realized in a wireless option and you can preprogram
3 custom programs in stand-alone mode.

Input Voltage

With an input voltage which can be between 100

and 277 V for correct function, the source is providing
four low voltage outputs - 24 V.

Physical
Offering a 5-year warranty, the SubDrive 4 is also IP66
and IK10 certified.

CONTROL PROTOCOLS: STANDARDS & CERTIFICATION:

©
w C(RL)X ce . R?fs P66 IKIO

DMX+RDM Wireless - European CE ETL RoHS IP66 IK10
Option

FINISH OPTIONS:

YEAR YEAR
RAL
Warranty * 5 Year
Warranty
STANDARD (Registered)
RAL 9011/ RAL 9006/  Custom Paint Harsh
Graphite Silver Colour Environment

92 Black




TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage
Typical Power Consumption

Max. Output Current

LED Output Voltage

CONTROL

Display

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

Programs/ Functions/ Features
Settings / Addressing

PHYSICAL

Width x Height x Depth
Weight

Number of LED Output zones
Max. Load Per Zone
Total Load

Max Cable Length

LED Output Connection
DMX Connection
Power Connection
Finish Options

Mounting Method

Protection Factor

IK Rating

Cooling System

Operating Temperature Range

CERTIFICATION
Listings
ACCESSORIES

100-277VAC50/ 60 Hz

Maximum mode (1A) - 440W @SubDrive 4

Medium mode (700mA) - 350W @SubDrive 4
Minimum mode (350mA) - 200W @SubDrive 4
Maximum mode (1000 mA) | Medium mode (700 mA)
Minimum mode (350 mA)

24VDC

4-Digit LED, 4 buttons

Lumen Radio CRMX Technology

USITTDMX512, RDM

Third Party DMX Controllers

DMX, Master/Slave, Stand-alone

Editable Program: 3 (up to 40 steps each)

Via RDM communicator or Robe Universal Interface (RUNIT)

330x230x 111 mm(12.99x9.05x4.37in.)

7.23kg/15.94 Ibs

4

1x ArcSource Submersible Il

4x ArcSource Submersible II

100m (Minimum mode), 50m (Medium mode), 25m (Maximum mode)
Terminal Block

Terminal Block

Terminal Block

Standard Colour - Graphite Black (RAL9011), Silver (RAL 9006)

Cost Option - Custom RAL, Harsh Environment (RAL9016, RAL9011)
4 Mounting Holes

IP66 / Suitable For Wet Location

IK10

Convection

-20°C/+40°C(-4 °F/ +104 °F)

ETL/ cETL, CE, RoHS

Reducing Seal for Cable Diameter 4-8mm (1 pcs Included)

273[103/4"]

230091/16"1

SubDrive 4

330013"]

- AR-3-1-1-1

* Warranty conditions apply

111043/8"1

—g*
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ArcSource” Inground 24MC Integral

Difficult inground installations are made easier with the ArcSource Inground 24MC
Integral. The fixture only requires mains power when combined with the wireless
control capability - drastically reducing installation time and cost. High light output
comes from six powerful Multichip LEDs and it can be used with a variety of optics,
from narrow to wide, in addition to an asymmetrical option. The light source can

be remotely tilted +/- 15° from the horizontal position, always ensuring accurate
illumination of the selected surface. Additionally, ArcSource Inground 24 Integral can
be equipped with anti-skid glass featuring the highest standards of certification for
anti-slip usage while having no impact on the fixture's outstanding colourmixing.

KEY FEATURES:

Inground light source - integrated electronics & remote
adjustable beam position. Clear/ Anti-Skid glass.

Lumen Output & Light Source
Max. 1.542 Im
6 x 15 W Multichip LEDs

Projected Lumen Maintenance
60.000 hrs (L70)

Power Consumption
Typ. 65 W

Physical (max WxHxD)

2320 x 400 mm - 18.2 kg

212.6 x15.75in.-40.1 lbs

Aluminium, S/Steel, Tempered Glass- Clear or Anti-Skid

CONTROL PROTOCOLS:

DMX2RDM (((])))
CRYX

DMX+RDM Wireless -
Option

FINISH OPTIONS:

STANDARD

Stainless
Steel

PRODUCT VARIANT:

=
R |

RGBW

&
9

RGBA

OPTIC OPTIONS:

SYMMETRICAL

7°,24°, 34° (Standard)
16°,28°, 33° (Anti-Skid)

PureWhite

BI-SYMMETRICAL

r

7° x 42° (Standard)
16° x 42° (Anti-Skid)

STANDARDS & CERTIFICATION:

3

European CE

()

ETL

v
RoHS

RoHS

IP68

IP68

IK10

IK10

Y

YEAR

Warranty *



Anti - Skid glass

TECHNICAL SPECIFICATIONS:

ELECTRICAL

Input Voltage

Typical Power Consumption
OPTICAL

Light Source

Colour Variants

Beam Angle

Lumen Output Delivered

Projected Lumen Maintenance

CONTROL

Wireless DMX (Option)
Interface Protocol

Control System

Operating Modes

Programs / Functions / Features
Settings / Addressing

Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Cables / Connections

Mounting Method

Adjustability

Protection Factor

IK Rating

Static Load Resistance

Cooling System

Operating Ambient Temperature
Operating Temperature

CERTIFICATION
Listings
Anti skid glass certification

100-277 VAC 50/60 Hz
65W@230V

6x 15 W Multichip LEDs

RGBW (W - 6500 K), RGBA, PW (W - 3000 K)

Standard: 7°,24°,34°,7°x 42°,42°x 7°

Anti - Skid: 16°,28°,33°,16°x 42°,42°x 16°

Standard: 1.542 Im (RGBW 16° W - 6500 K, all LEDs on full)
Anti - Skid: 1.143 Im (RGBW 16° W - 6500K, all LEDs on full)
60.000 hrs (L70 @ 25 °C/ 77 °F)

Lumen Radio CRMXTechnology

USITTDMX 512, RDM

ArcControl range or any Third Party Controllers

DMX, Master/Slave, Stand-alone

Editable Program: 3 (up to 40 steps each)

Via RDM communicator or Robe Universal Interface (RUNIT)
Integrated

9320 x 400 mm (212.6 x 15.75in.)

18.2kg /40.1 Ibs (9 kg / 19.8 Ibs ArcSource Inground, 9.2 kg / 20.3 Ibs Sleeve)
High Pressure Die-Cast Aluminium Body - Stainless Steel Flange
Tempered Glass

Integral Junction Box

External Sleeve

Motorized Tilt +/- 15°

IP68 (1 m/3.28 ft) / Suitable For Wet Locations

K10

35 kN (surface @10 cm load)

Convection

-20°C/ +40°C(-4 °F/ +104 °F)

+55 °C @ Ambient +40 °C (+131 °F @ Ambient +104 °F)

ETL/ cETL, CE, RoHS
UNE ENV12633 (Class 3), DIN 51130 (R-12), DIN 51097 (Class B),
ASTM C1028-07 (DRY: = 0,7, WET: = 0,6), EN101:91 MOHS (4-Point scale)

* Warranty conditions apply

2 300[1113/16"]

0011/4"]

400[ 153/4"1

50021/16"1

@ 320[125/8" ]

24009 1/4"]




PHOTOMETRIC DATA:

ArcSource Inground 24MC
Integral 7°

ArcSource Inground 24MC
Integral 24°

ArcSource Inground 24MC
Integral 34°

ArcSource Inground 24MC
Integral 7° x 42°

105° 105° 105 1057 105° 1057 105 105°
90° 90° 90° 90° 90° 90° 90° 90°
75° 75° 75° 75° 75° 75° 75° 75°
60° 60° 60° 60° 60° 60° 600 60°
1600
450 450 450 450 450 450 450 450
2400
30° 15 o 15° 30° 30° 15 0 150 30° 30° 15 o 15° 30° 30° 15 (8 15 30°
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E80 2100 T2
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20 5 E(CO) 36° 8636 20 08 E(CO) 120° 657 20 12 ECO) 17.1° 338 E(CO) 3.7° 1304
§80 210 83
£0°) 4336 £0°) 350 £0°) 193 0
40 2 L) 5o 378 40 17 H) o 1 40 25 AN EC0) 37° 326
ECn 2100 78
£ 1927 £ 155 £ 86 0
60 07 H) s 5 60 26 H) oo B 60 37 H) e B EiCo) 377 145
Q02100 58
E0°) 1084 E(0°) 87 £0%) 48 2
80 1.0 E(CO) 36° 540 80 34 E(CO) 120° 41 80 49 ECO) 17.4° 21 ECO) 3.7° &1
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£0%) 694 £0%) 56 €09 5 Ectozo s
10 13 E(CO) 36° 345 10 43 E(CO) 120° 26 10 62 E(CO) 171° 14
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—— C0- C180 (Beam angle: 7.2°) —— C0-C180 (Beam angle: 24.0°) —— C0-C180 (Beam angle: 34.27) 90 C270 (Beam angle. 42.0°)

ArcSource Inground 24MC
Integral 42° x 7°

105° 105°]
90° 90°
75° 75°
60° 60°
50 a5°
30° 15° 0 15° 30°
od 1500 Im
——C0-C180 ——C90-C270

E(0°) 2521
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E(0°) 63
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Distance [m]
——C0-C180 (Beam angle: 42.0°)
——C90-C270 (Beam angle: 7.4°)

Cone diameter [m] lluminance [Ix]




PHOTOMETRIC DATA:

ArcSource Inground 24MC
Integral Anti-Skid 16°

ArcSource Inground 24MC
Integral Anti-Skid 28°

ArcSource Inground 24MC
Integral Anti-Skid 33°

ArcSource Inground 24MC
Integral Anti-Skid 16° x 42°

105° 105°

105°

—— C90-C270 (Beam angle: e

105 105 1057 105 105°
90° 90° 90° 90° 90° 90° 90° 90°
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ArcSource Inground 24MC
Integral Anti-Skid 42° x 16°
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5000
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............. Ambiane™ XP Recessed

Specifically designed for large theatres, concert halls, auditoriums, houses of worship
and hotel foyers that require general ambient light, with the added ability to create
mood, the Ambiane XP is the ideal, stylish solution.

This high-performance RGBW luminaire delivers in excess of 10.000 Im and is perfect
for setting the mood via its super-smooth colour mixing abilities. Available in 20°,
30°,45° or 60° beam spreads Ambiane XP provides perfect coverage of any area.
The incorporation of our L3™ (Low Light Linearity) dimming system allows seamless
fades to black even when mixed with traditional sources. With no UV or IR emissions
making it ideal for museums as well, the fixture is easily controlled via DMX or

DALl and is RDM compatible. Ambiane XP has been designed for easy installation
and is perfect to retrofit into existing PAR 56 size cut-outs.

KEY FEATURES:

Light Source
High power LED engine, RGBW

Light output
Up to 10.107 Im @ 60°, 4000K

PRODUCT VARIANT:

Optical performance
Reflector based optical system with integrated
antiglare feature and four different beam spreads,

20°, 30°,45° and 60° &

Cont.rol : - . . RGBW PureWhite Tuneable Tungsten
18-bit resolution colour mixing and dimming White Dim

for perfect colour transition and intensity control

CONTROL PROTOCOLS: OPTIC OPTIONS:
NARROW MEDIUM WIDE
0-10V DALI DMX&RDM
PureWhite DALI 2 DMX+RDM 20°,30° 45° 60°

only

RAL V
CE & ris P Y
STANDARD YEAR

RAL 9016/ RAL9005/  Custom Paint European CE ETL RoHS IP20 Warranty *
White Black Colour (pending)




ELECTRICAL
InputVoltage
Typical Power Consumption

OPTICAL
Light Source
Colour Variants

ColorTemperature of White
CRI

Beam Angle

Lumen Output Delivered

Projected Lumen Maintenance

CONTROL
Interface Protocol

Control System

DMX Modes

DMX Channels
Settings / Addressing
Power Supply

PHYSICAL
Width x Height x Depth

Weight
Housing
Finish Options

Cables / Connections

Mounting Method

Protection Factor

Cooling System

Operating Ambient Temperature
Operating Temperature

* Warranty conditions apply

TECHNICAL SPECIFICATIONS:

48VDC
150W+/-10%

High Power LED module

RGBW (W - 2700K or 4000K), PureWhite, Tunable White,

Tungsten Dim

PW 2700K or 4000K, TW 2700-4000K, TD

90+

20°,30°,45°, 60°

7.344 Im (RGBNW @ 20° 4000 K
8.707 Im (RGBNW @ 30° 4000 K
8.865 Im (RGBNW @ 45° 4000 K
10.107 Im (RGBNW @ 60° 4000
60.000 hrs (L70 @ 25°C/ 77 °F)

)
)
)

K)

Standard: USITTDMX512, RDM, DALI 2,0-10V

Wireless: Lumen Radio CRMX Tec
ArcControl Range orany Third Par
5 (for RGBW version)
4,3,12,3,6

DIP Switch

hnology
ty Controller

Ambiane Power XP, Ambiane Power Rack (CE/US)

or Third Party Constant Voltage 48 V// 150 W Power Supply

Ambiane XP Recessed 20° - 184 x 395 mm (97.24 x 15.55in.)
Ambiane XP Recessed 30° - 9184 x 395 mm (97.24 x 15.55 in.

x370 mm (27.24x 14.57 in.
Ambiane XP Recessed 60° - 9184 x 341 mm (97.24 x 13.43 in.
6.2kg, 6.2 kg, 6.02kg, 5.9 kg / 13.66 Ibs, 13.66 Ibs, 13.27 Ibs, 13 Ibs

Ambiane XP Recessed 45° - 9184

High Pressure Extruded Aluminiu
Standard Color - White RAL9016,
Cost Option - Custom RAL

Terminal Block (Power In, DMX In/Out, DALI In/Out, Back-up Power)
Recessed, Via mounted bracket. Cut-Out Diameter: 186 mm/7.32 in.

1P20
Convection
-20°C/+40°C(-4 °F/ +104 °F)

m Body,Plastic Cover
Black RAL9005

+70°C @ Ambient +40 °C (158 °F @ Ambient 104 °F)

Ambiane XP Recessed 60°/45°/30°, 20°

197 (7 3/4" ]

443117 7/16" 1

34113 7/16" /370 [14 9/16"] / 395[ 15 9/16" 1,

45013/4"]

—t—

45013/4"1 |

CERTIFICATION

Listings

ACCESSORIES

1997 13/16" ]

ETL/ cETL (pending), CE, RoHS

Trim for Ambiane XP Recessed
Louver 5° for Ambiane XP Recessed
Louver 10° for Ambiane XP Recessed
False Ceiling Mounting Adaptor
Ambiane Power XP

Ambiane Power Rack




PHOTOMETRIC DATA:

Ambiane XP56 RGBNW 20°

Ambiane XP56 RGBNW 30°

Ambiane XP56 RGBNW 45°

Ambiane XP56 RGBNW 60°

—— C0- C2e+02——C9e+01 - C3e+02

—— C0- C2e+02——C9e+01 - C3e+02
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cd 7344 1m cd 8707 Im cd 8865 Im cd 10107 Im
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E(C0) 28.0°17921

——C0-C2e+02 (Beam angle: 21.6%)
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—— C0- C2e+02 (Beam angle: 56.0°)
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25 E(C0) 108" 2608 25 15 E(C0) 1647 1807 25 20 E(C0) 21.4° 1123 25 27 E(C0) 28.0° 717
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*Photometric Data of Ambiane XP Recessed are valid for whole Ambiane XP series.
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............. Ambiane™ XP Pendant

Specifically designed for large theatres, concert halls, auditoriums, houses of worship
and hotel foyers that require general ambient light, with the added ability to create
mood, the Ambiane XP is the ideal, stylish solution.

This high-performance RGBW luminaire delivers in excess of 10.000 Im and is perfect
for setting the mood via its super-smooth colour mixing abilities. Available in 20°,
30°,45° or 60° beam spreads Ambiane XP provides perfect coverage of any area.
The incorporation of our L3™ (Low Light Linearity) dimming system allows seamless
fades to black even when mixed with traditional sources. With no UV or IR emissions
making it ideal for museums as well, the fixture is easily controlled via DMX or

DALl and is RDM compatible.

KEY FEATURES:

Light Source
High power LED engine, RGBW

Light output
Up to 10.107 Im @ 60°, 4000 K

PRODUCT VARIANT:

Optical performance
Reflector based optical system with integrated
antiglare feature and four different beam spreads,

20°, 30°,45° and 60° &

Corwt.rol ) o ) ) RGBW PureWhite Tuneable Tungsten
18-bit resolution colour mixing and dimming White Dim

for perfect colour transition and intensity control

CONTROL PROTOCOLS: OPTIC OPTIONS:
NARROW MEDIUM WIDE
0-10V DAL omxzoM
PureWhite DALI 2 DMX+RDM 20°,30° 45° 60°

only

RAL V
CE & ris P Y
STANDARD " YEAR

RAL 9016/ RAL9005/  Custom Paint European CE ETL RoHS IP20 Warranty *
White Black Colour (pending)
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TECHNICAL SPECIFICATIONS:

ELECTRICAL
Input Voltage
Typical Power Consumption

OPTICAL

Light Source

Colour Variants
ColorTemperature of White
CRI

Beam Angle

Lumen Output Delivered

Projected Lumen Maintenance

CONTROL
Interface Protocol

Control System

DMX Modes

DMX Channels
Settings / Addressing
Power Supply

PHYSICAL
Width x Height x Depth

Weight

Housing

Finish Options
Cables / Connections
Mounting Method

Protection Factor

Cooling System

Operating Ambient Temperature
Operating Temperature

* Warranty conditions apply

100-277 VAC 50/60 Hz
175W+/-10%

High Power LED module

RGBW (W - 2700K or 4000K), PureWhite, Tunable White, Tungsten Dim
PW 2700K or 4000K, TW 2700-4000K

90+

20°,30°,45°,60°

7.344 Im (RGBNW @ 20° 4000K)

8.707 Im (RGBNW @ 30° 4000K)

8.865 Im (RGBNW @ 45° 4000K)

10.107 Im (RGBNW @ 60° 4000K)

60.000 hrs(L70@25°C/77 °F)

USITTDMX512, RDM, DALI 2, 0-10V
Wireless: Lumen Radio CRMX Technology
ArcControl Range or any Third Party Controller
5 (for RGBW version)

4,3,12,3,6

DIP Switch

Integrated power supply

Ambiane XP Pendant 20° - 8202 x 454 mm (97.95x 17.87 in.)

Ambiane XP Pendant 30° - 8202 x 454 mm (97.95x 17.87 in.)

Ambiane XP Pendant 45° - 8202 x 429 mm (97.95x 16.89in.)

Ambiane XP Pendant 60° - 3202 x 400 mm (97.95x 15.75in.)

Surface Connection Terminal - 8200 x 78 mm (97.87 x 3.07 in.)

11.2kg, 1.2 kg, 10.9 kg, 10.9 kg / 24.69 |bs, 24.69 Ibs, 24.03 Ibs, 24.03 Ibs
High Pressure Extruded Aluminium Body, Metal cover

Standard Color - Black RAL9005, White RAL9016, Cost Option - Custom RAL
Terminal Block (Power In, DMX In/Out, DALI In/Out, Back-up Power)

Pendant with 3 adjustable hanging wires: 2,5m - Standard

(could be shortened in situ), Other Lengths - Upon Request (more than 2.5 m)
IP20

Convection

-20°C/ +40°C(-4 °F/ +104 °F)

+75°C@Ambient +40 °C(167 °F @ Ambient 104 °F)

Ambiane XP Pendant 60° / 45° / 30°, 20°

@ 200077/8"]

7813 1/16"]

1400 [ 15 3/4" 1 /429 [16 7/8"] / 454 [17 7/8"]

@ 202[715/16" ]

CERTIFICATION

Listings

ETL/ cETL, CE, RoHS




............. Ambiane™ XP Pendant Remote

Specifically designed for large theatres, concert halls, auditoriums, houses of worship
and hotel foyers that require general ambient light, with the added ability to create
mood, the Ambiane XP is the ideal, stylish solution.

This high-performance RGBW luminaire delivers in excess of 10.000 Im and is perfect
for setting the mood via its super-smooth colour mixing abilities. Available in 20°,
30°,45° or 60° beam spreads Ambiane XP provides perfect coverage of any area.
The incorporation of our L3™ (Low Light Linearity) dimming system allows seamless
fades to black even when mixed with traditional sources. With no UV or IR emissions
making it ideal for museums as well, the fixture is easily controlled via DMX

or DALl and is RDM compatible.

KEY FEATURES:

Light Source
High power LED engine, RGBW

Light output —
Up to 10.107 Im @ 60°, 4000 K

PRODUCT VARIANT:

Optical performance
Reflector based optical system with integrated
antiglare feature and four different beam spreads,

20°, 30°,45° and 60° &

Cont.rol ) o ) ) RGBW PureWhite Tuneable Tungsten
18-bit resolution colour mixing and dimming White Dim

for perfect colour transition and intensity control

CONTROL PROTOCOLS: OPTIC OPTIONS:
NARROW MEDIUM WIDE
0-10V DAL omxzoM
PureWhite DALI 2 DMX+RDM 20°,30° 45° 60°

only

RAL V
CE & ris P Y
STANDARD " YEAR

RAL 9016/ RAL9005/  Custom Paint European CE ETL RoHS IP20 Warranty *
White Black Colour (pending)
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TECHNICAL SPECIFICATIONS:

ELECTRICAL
InputVoltage range
Typical Power Consumption

OPTICAL

Light Source

Colour Variants
ColourTemperature of White
CRI

Beam Angle

Lumen Output Delivered

Projected Lumen Maintenance

CONTROL
Interface Protocol
Control System

DMX Modes

DMX Channels
Settings / Addressing
Power Supply

PHYSICAL
Width x Height x Depth

Weight

Housing

Finish Options
Cables / Connections
Mounting Method

Protection Factor

Cooling System

Operating Ambient Temperature
Operating Temperature

* Warranty conditions apply

44-50VDC
150W+/-10%

High Power LED module

RGBW (W - 2700K or 4000K), PureWhite, Tunable White, Tungsten Dim
PW 2700 K or 4000K, TW 2700 - 4000K

90+

20°,30°,45°,60°

7.3441m (RGBNW @ 20° 4000K)

8.707 Im (RGBNW @ 30° 4000K)

8.865 Im (RGBNW @ 45° 4000K)

10.107 Im (RGBNW @ 60° 4000K)

60.000 hrs (L70 @ 25°C/ 77 °F)

USITTDMX512, RDM, DALI 2,0-10V

ArcControl Range or any Third Party Controller

5 (for RGBW version)

4,3,12,3,6

DIP Switch

Ambiane Power XP, Ambiane Power Rack (CE/US) or Third Party
Constant Voltage 48 V/ 150 W Power Supply

Ambiane XP Pendant Remote 20° - 202 x 454 mm (97.95x 17.87 in.
Ambiane XP Pendant Remote 30°- 9202 x 454 mm (¢7.95 x 17.87 in.
Ambiane XP Pendant Remote 45° - 8202 x 429 mm (97.95 x 16.89 in.
Ambiane XP Pendant Remote 60° - 8202 x 400 mm (27.95 x 16.93 in.
Connection Terminal - 176 x 59 x 28 mm (6.93x2.32x 1.101in.)
9.3kg, 9.3kg, 9 kg, 8.9 kg/20.5Ibs, 20.5 Ibs, 19.84 Ibs, 19.62 Ibs
High Pressure Extruded Aluminium Body, Metal cover

Standard Color - Black RAL9005, White RAL9016, Cost Option - Custom RAL

Terminal Block (Power In, DMX In/Out, DALI In/Out, Back-up Power)

Pendant with 1 adjustable hanging wire: 2.5 m - Standard (could be shortened in situ),
Other Lengths - Upon Request (more than 2.5 m)

IP20

Convection

-20°C/+40°C(-4 °F/ +104 °F)

+75°C@Ambient +40 °C(167 °F @ Ambient 104 °F)

Ambiane XP Pendant Remote 60°/45°/30°, 20°
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D 24(15/16" ]

L

1

43016 7/8" 1 /429 [16 7/8"] / 454 [17 7/8

@ 202(715/16"]

CERTIFICATION
Listings

ACCESSORIES

ETL/ cETL, CE, RoHS

Ambiane Power XP
Ambiane Power Rack (CE/US)




------------- Ambiane™ AP

The first in a range of high-performance speciality luminaires, the Ambiane™ AP
downlight is suitable for ambient lighting applications, wall washing and accent
lighting where light quality is of the utmost importance. Its high CRI output, simple
control mode with CCT and green correction, and perfectly matching dimming
curve with tungsten lamps are all key features which give lighting designers a
unique solution without any compromises . Available in RGBW and tunable white
CCT versions, along with a variety of beam angles, the cool-running Ambiane AP™
is UV or IR radiation free making it ideal for a wide array of applications including
theatres, auditoriums, ballrooms, hotels, offices, restaurants, retail environments
and more. With both DMX and DALI control options, combined with a super-
efficient LED source and high quality reflectors for optimum light output, the
Ambiane™ AP can produce truly dramatic results!

KEY FEATURES:

Lumen Output & Light Source
Max. 2.713 Im
High Power Single Chip LEDs

Projected Lumen Maintenance
50.000 hrs (L70) PRODUCT VARIANT:

Power Consumption
Typ. 40 W

~
Physical (max WxHxD) ‘J

232 x 115 x 266 m'm -1.9kg RGBW PureWhite Tuneable Tungsten
9.1x4.53x10.47 in.-4.19 lbs White Dim

High Pressure Die-Cast Aluminium Body

CONTROL PROTOCOLS: OPTIC OPTIONS:

0-10V DALl  DMX&RDM

WIDE VERYWIDE
PureWhite DALI 2 DMX+RDM 67°

v d
80°
only
STANDARDS & CERTIFICATION
RAL V
CE &, pps 0 Y
STANDARD " YEAR

RAL 9016/ RAL9005/  Custom Paint European CE ETL RoHS IP20 Warranty *
White Black Colour

106



67°

ne & mro

80°

TECHNICAL SPECIFICATIONS:

ELECTRICAL
InputVoltage
Typical Power Consumption

OPTICAL

Light Source

Colour Variants

Beam Angle

Lumen Output Delivered

Projected Lumen Maintenance

CONTROL
Interface Protocol
Control System

DMX Modes

DMX Channels
Settings / Addressing
Power Supply

PHYSICAL

Width x Height x Depth
Weight

Housing

Finish Options (Front Frame)

Cables / Connections

Mounting Method

Protection Factor

ICRating

Cooling System

Operating Ambient Temperature
Operating Temperature

Total Heat Dissipation

CERTIFICATION
Listings
ACCESSORIES

* Warranty conditions apply

48VDC
40W+/-10%

High Power Single Chip LEDs

RGBW (W - 6500 K), PureWhite, Tunable White, Tungsten Dim
67°,80°

2.713 Im (RGBNW 4000 K @ 67°)

2.495Im (RGBNW 4000 K @ 80°)

50.000 hrs (L70 @ 25°C/77 °F)

USITTDMX512, RDM, DALI 2, 0-10V

ArcControl Range or any Third Party Controller

5 (for RGBW version)

4,3,12,3,6

DIP Switch

Ambiane Power AP, Ambiane Power Rack (CE/US) or Third Party
Constant Voltage 48/ 75 W Power Supply

0232 x115x266 mm (29.1x4.53x 10.47 in.)

1.9kg/4.19 Ibs

High Pressure Die-Cast Aluminium Body, Plastic Cover

Standard Color - White RAL9016, Black RAL9005

Cost Option - Custom RAL

Terminal Block (Power In, DMX In/Out, DALI In/Out, Back-up Power)
Recessed, Via Two Spring Clips. Cut-Out Diameter: 212 mm/8.34 in.
IP20 (Option: IP54 with attached front clear or frosted glass)
Non-IC Rated

Convection

-20°C/ +45°C (4 °F/ +113°F)

+75°C@ Ambient +35 °C(167 °F @ Ambient 95 °F)

136 BTU/h (Calculated)

ETL/ cETL, CE, RoHS

Anti-Glare Ring (detachable)
Adaptor Ring + Spring Clip Set (Optional)

1164 9/16"]

ANOLES

4(3 5/16"




PHOTOMETRIC DATA:

Ambiane AP RGBW 67°

Ambiane AP RGBW 80°

——C0- C2e+02 (Beam angle: 67.0°)

——C0-C2e+02 (Beam angle: 76.0°)

Te+02° Te+02° Te+02° 1e+02
9e+01> 90401 9e+01° 9e+401
8e+01° 8e+01° 8e401° 8e+01
e+01° 0401 6e401° 6e401
800
4e+01° 4e+01° 4e+01° 4e+01
1200
1600
3e401° 2e401° 0 2e+01° 3e+01° 3+01° 20:01° o 20+01° 3e+01]
od 27131m cd 24951m
—— C0- C2e+02—— C9e+01 - C3e+02 —— C0- C2e+02——C9e+01 - C3e+02
[0 8386 E(0° 5884
050 0.66 ECO) 335° 2711 050 078 E(CO) 38.0° 1691
E(0) 2097 £0°) 1471
1.0 13 E(CO) 335° 678 10 16 E(CO) 38.0° 423
E0°) 932 E(0°) 654
15 20 E(CO) 335° 301 ! 23 E(CO) 38.0° 188
£0°) 524 £0°) 368
20 26 E(CO) 335° 169 20 31 E(CO) 380° 106
0% 335 E(0° 235
25 33 E(CO) 335° 108 25 39 E(CO) 38.0° 68
E(0°) 233 E(0°) 163
30 40 E(C0) 335° 75 30 47 E(CO) 380° 47
Distance m] Cone diameter [m] Uluminance (ix] Distance [m] Cone diameter [m] lluminance [ix]
)y )







------------- ArcControl DU"™

ArcControl™ DU brings the dimmer switch into the 21 century. The
simple glass touch interface is backed by world leading lighting
control software which allows creative programming for all types of
applications. Multi-room control with 500 scenes and 10 zones allow
the user to precisely control dramatic scenes. Programable via PC/Mac
and connected directly via micro USB/Ethernet, the ArcControl™ DU
allows the user complete flexibility. The sleek glass touch interface is
both aesthetically pleasing as well as intuitive and easy to use. Via DMX,
ArcControl™ DU is ready to connect to all Anolis systems, keeping the
user in complete control. Applications include Architectural, Retail,
Domestic, Leisure and Entertainment.

KEY FEATURES:

LED Output
Control up to 500 scenes
10 zones

Control Protocol (connector)
DMX512 (RJ45) x2

Input Voltage
6V DC 0.6A

Physical (max WxHxD)
146 x 106 x 10 mm - 0.2kg
5.75x4.17 x0.39 in. - 0.44lbs

CONTROL PROTOCOLS:

DMX

DMX

STANDARD STANDARD YEAR

White Black European CE ETL RoHS IP20 Warranty *
(pending)
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ELECTRICAL
InputVoltage

CONTROL
Interface Protocol
Display

PHYSICAL
Width x Height x Depth
Weight

SPECIFICATION
PC Requirement
Software

Memory

Face Colour
Mounting
Connections

DMX Channels
Built-In Programs
Compatibility

Effect

Protection Factor
Operating Temperature Range

CERTIFICATION
Listings

ACCESSORIES
6VAC/DC Power Supply

* Warranty conditions apply

TECHNICAL SPECIFICATIONS:

6VDCO.6A

DMX512 (x2)
Graphical Color Display, Touch Sensitive Buttons

146x106x 10 mm (5.75x4.17x0.39 in.)
0.247 kg/0.55 Ibs

Windows, Mac

OnUSB

MicroSD Card

Black, White

Wall Mount

8 Dry Contact Ports, Micro USB, Ethernet, RS232, Clock
1024 Max.

UpTo 500 Scenes, 10 Zones

Compatible With Any DMX Fixture or DMX Led Driver
Color Changing Effects, Specific Colors, Clock And Calendar
IP20

32°F/+113°F(0°C/ +45°C)

ETL/ cETL, CE, RoHS

0o

146 [ 5 3/4" ]

106 [ 4 3/16"]

3[1/8"]

18 [11/16"] |

1007/116"1




............. Accessories

Eminere / Eminere Side

YO ¢ ¢

Eminere Jumper Cable Eminere Leader Cable Field Installable Connector FF Field Installable Connector FM
Mounting Brackets For Eminere Waterproof Cover Cap FM Booster box

Eminere

iy

Cable Cover for Eminere Optical Demo Set for Eminere Shield for Eminere

Eminere Inground

h\".. .
@ = .y
-
Cable CEWCA. Cable USWCA Eminere Inground Cover Eminere Inground Cover Eminere Inground

Plate Continuous Plate End Mounting Sleeve.




Accessories

Divine 72, Divine 160

Q

Top Hat (Divine 160 only) Half Top Hat (Divine 160 only) Wire Guard/Anti-Glare (Divine 160 only)

C-Clamp Adaptor Barn door Module (Divine 160 only) Set of Rubber Feet

Divine 60 UV

Top Hat Half Top Hat Wire Guard/Anti-Glare

My,

C-Clamp Adaptor Set of Rubber Feet Adaptor incl. Black Glass




............. Accessories

ArcSource Outdoor 16MC Integral - ArcSource Outdoor 24MC Integral:

X

Top Hat ArcSource Outdoor 16MC Half Top Hat ArcSource Outdoor T6MC Floor Stand ArcSource Outdoor 16MC

Top Hat ArcSource Outdoor 24MC Half Top Hat ArcSource Outdoor 24MC Floor Stand ArcSource Outdoor 24MC
' '

Land Spike forASO 16/24MC Tenon Adaptor for ASO 16/24MC, 64-80 mm Tenon Adaptor for ASO 16/24MC, 80-106 mm

Pole Clamp for ASO 16/24MC, 63-80 mm Pole Clamp for ASO 16/24MC, 80-105 mm




Accessories

ArcSource Outdoor 48MC Integral: ArcSource Outdoor 16 / 24 / 48MC Integral:

Yo ¥

Top Hat Half Top Hat Floor Stand Land Spike

ArcSource Outdoor 4MC, ArcSource Outdoor 4MC Pixel

Land Spike Single (100 mm) % 9
Land Spike Twin (100 mm)
Land Spike Single (500 mm)

Land Spike Twin (500 mm) - ? 9

Land Spike Triple (500 mm)

ArcSource Outdoor 4MC, ArcSource Outdoor 4MC Pixel:

Top Hat Half Top Pipe Clamp, fits 1/2 inch pipe




............. Accessories

ArcSource Outdoor 4MC, ArcSource Outdoor 4MC Pixel:

17

Floor Stand for Land Spike (flat stand only) Adaptor Stand 10 cm Twin Wall Cover, flat

ArcSource Outdoor 4MC Pixel:

- -

Connector Connector Connector Terminator Active
Chogori 3-pin (Male) Chogori 3-pin (Female) ChogoriT-Con (3-pin)

ArcSource Outdoor 4MC:

= =

Connector Connector Connector
Chogori 8-pin (Male) Chogori 8-pin (Female) Chogori T-Con (8-pin)




Accessories

Ambiane AP:
{.___//
Anti-Glare Ring Adaptor Ring 230-255 mm

Ambiane XP Recessed

Louver 5° for Ambiane XP Recessed Louver 10° for Ambiane XP Recessed

—

Trim for Ambiane XP Recessed
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