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KEY FEATURES

Featuring an optical design using nineteen high efficacy singlechip 
LEDs and available with optional LED colour variants and various beam 
angles, the small-sized Calumma Remote S SC luminaire creates po-
werful and beautiful light output for a spot, accent or flood lighting so-
lution. Its durable housing is built to withstand any exterior conditions, 
and its special finish for harsh and marine environments provides an 
exceptional outdoor LED luminaire in an elegant design. Complemented 
by wide range of accessories, control protocols and connection opti-
ons, this luminaire is an effective and versatile unit to get the most out 
of architectural lighting applications.

Lumen output & Light source
Luminaire with nineteen high-power, single-
-chip LEDs provides up to 1958 lumen output 
(@10°, RGBW). Multiple LED colour variants. 
No light spills. Well homogenised light output 
with great efficacy up to 65 lm/w.

Design & Durability 
Compact, durable and stylish housing made 
of high-pressure die cast aluminium. IP67 and 
IK10 certifi cation; suitable for marine applica-
tions (Harsh Environment Finish required) and 
traffic applications. Supported with a 5 year 
warranty.

Flexibility 
Exceptional outdoor or indoor LED luminaire 
with a wide range of accessories, custom 
colour finishes, multiple light output variants 
and beam angles.

CALUMMA™ REMOTE S SC

COLOURS

RGBW RGBA Pure
White

Tuneable
White *

FINISH OPTIONS

Custom
Paint

Colour

Harsh
Environment

SilverGraphite
Black

STANDARD & SPECIFICATION

IP67

ROHS

Vibration
Standard 
for Bridge

5
YEAR

Warranty 
with

Registration

IK10

CONTROL & PROTOCOLS

OPTIC OPTIONS

BI-SYMMETRICAL

SYMMETRICAL

10°

10°X30° 15°X45°

30°25°

15°X90°

45°

30°X60° 30°X90°

65° 100°

15°

10°X60°

* UPON REQUEST

E-BOX
REMOTE
RANGE

COLOUR TEMPERATURE
* UPON REQUEST

2.200 K * 2.500 K * 2.700 K * 3.000 K

3.500 K * 4.000 K * 5.000 K * 6.500 K *

2.700 K
- 

6.500 K *
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SPECIFICATION

ELECTRICAL
Input Voltage 48 V

Typical Power Consumption 30 W +/-10 %

OPTICAL

Light Source High Power Single Chip LEDs

Colour Variants
RGBW (W - 6500 K) | RGBA | PW (W - 3000 K)

Other Variants On Request (TW (2700 - 6500 K), 2200 K, 2500 K, 2700 K, 3500 K, 4000 K, 5000 K, 
6500 K)

Beam Angle
10° | 15° | 25° | 30° | 45° | 65° | 100°

10°x30° | 30°x10° | 10°x60° | 60°x10° | 15°x45° | 45°x 15°
15°x90° | 90°x15° | 30°x60° | 60°x30° | 30°x90° | 90°x30°

Lumen Output Delivered 1958 lm (@ 10°, RGBW)

Projected Lumen Maintenance L90B10 >90.000 hrs, Ta = 25°C / 77°F

CONTROL

Interface Protocol Via E-box Remote, E-box Remote Basic or E-Box Remote Basic Mini

E-Box Remote control protocol USITT DMX512/RDM, ArtNet, MA Net, MA Net2, sACN, Kling-Net

Settings / Addressing Via Two Row LCD Display with Control Buttons on E-Box Remote or RDM communicator

Power Supply Via E-Box Remote range

PHYSICAL

Width x Height x Depth 189 x 196 x 119 mm (7.4 x 7.7 x 4.7 in.)

Weight 3.45 kg | 7.6 lbs

Housing
High Pressure Die-Cast Aluminium Body

Tempered Glass

Finish Options
Standard Colour - Graphite Black (RAL 9011) |  Silver (RAL 9006)

Cost Option - Custom RAL | Harsh Environment (RAL 9016, RAL 9011)

Cables / Connections

IN 
- 1 m cable with bare end 
- Other cable length - custom 
- Junction box - optional

Mounting Method Yoke or Yoke for Pole Adaptor

Adjustability +180° / -180°

Protection Factor IP67 / Suitable For Wet Locations

IK Rating IK10

Cooling System Convection

Operating Ambient 
Temperature

-20 °C / +50 °C (-4 °F / +122 °F)

CERTIFICATION Listings  ETL / cETL, CE, RoHS, UKCA

ACCESSORIES

Not Included Items

Junction Box for Calumma XS

Optical Demo Set for Calumma S

Top Hat Calumma S

Half Top Hat Calumma S

Tenon Adaptor for Calumma S

Floor Stand for Calumma S, M

Pole Adaptor (ø 102mm) (Yoke for Pole Adaptor Required)
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DIMENSIONS

PROJECTED AREA

 Front (rear) - m2 Front (rear) ft2  Side - m2 Side - ft2 Top - m2 Top - ft2

Calumma S 0,023 0,250 0,019 0,207 0,018 0,196

with Top Hat 0,023 0,250 0,027 0,290 0,027 0,290

with Half Top Hat 0,023 0,250 0,022 0,232 0,027 0,290

  Product: Pole Adaptor

  Title:    Dimensions

  Document:    All Dimensions in mm [inch].

  Version: 4     Date: 2023_03_22    Sheet:  1 of 2
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Standard Yoke

Yoke for Pole Adaptor (with Pole Adaptor / PA)

Example of ordering code: Calumma Remote S SC RGBCW 15° PA

  Product:  Calumma S
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ACCESSORIES
Top Hat Half Top Hat

Floor Stand

  Product:  TopHat Calumma S

  Title:     Dimensions

  Document:    All Dimensions in mm [inch].

  Version: 1     Date: 2022_09_20    Sheet:  1 of 1

O153 6 1/16"

85 3 3/8"

  Product:  Half TopHat Calumma S

  Title:     Dimensions

  Document:    All Dimensions in mm [inch].

  Version: 1     Date: 2022_09_20    Sheet:  1 of 1

O153 6 1/16"

85 3 3/8"

  Product:  Floor Stand Calumma S + M

 Title:  Dimensions

 Document:   All Dimensions in mm [inch].

 Version: 1  Date: 2022_10_21    Sheet:  1 of 1
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Pole Adaptor

  Product:  Pole Adaptor

  Title:   Dimensions

  Document:    All Dimensions in mm [inch].

  Version: 4     Date: 2023_3_22    Sheet:  2 of 2
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PHOTOMETRIC OVERVIEW

Lumen Output ( lm)

RGBCW (W 6500 K) RGBA WW (W 3000 K)

10° 1958 1373 2424

15° 1784 1251 2208

25° 1744 1223 2159

30° 1712 1200 2119

45° 1748 1226 2164

65° 1713 1201 2120

100° 1735 1217 2148

10° x 30°, 30° x 10° 1723 1208 2133

 10° x 60°, 60° x 10° 1714 1202 2122

15° x 45°, 45° x 15° 1789 1254 2215

30° x 60°, 60° x 30° 1704 1195 2109

30° x 90°, 90° x 30° 1606 1126 1988

 15° x 90°, 90° x 15° 1687 1183 2088

BI-SYMMETRICAL BEAM ANGLES
Bi-symmetrical: 
10°x30°, 
10°x60°, 
15°x45°, 
15°x90°, 
30°x60°, 
30°x90°

Bi-symmetrical: 
30°x10°, 
60°x10°, 
45°x15°, 
90°x15°, 
60°x30°, 
90°x30°

10°, 15°, 30°

10°, 15°, 30°30°, 45°, 60°, 90°

30°, 45°, 60°, 90°

CONNECTION

The table states max. number of Calumma Remote S modules connected to the E-box Remote or Remote Basic.

Cable length (m)
Max. number of Calumma Remote S connected to the E-Box Remote or Remote Basic 

CALUMMA REMOTE S

25 13

50 10

75 8

100 6
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Via E-Box REMOTE (Calumma XS, Calumma Remote S, Eminere Remote)

SJTW 5x 14AWG (1305 3336), black or On request Cable SJTW 5x 14AWG (13053697), white

Junction Box for Calumma XS, (4x Output)

UL 20969 5x 20AWG (13053481), black or On request Cable SJTW 5x 20AWG (13053696), white

Junction Box for Calumma XS, (1x Output)

1)

2)

3)

4)

E-Box
Remote

3

3

1

1 1

2 4

CONTROL AND CONNECTION OPTIONS

Via E-Box REMOTE (Calumma Remote S)

SJTW 5x 14AWG (1305 3336), black or On request Cable SJTW 5x 14AWG (13053697), white

Junction Box for Calumma XS, (4x Output)

UL 20969 5x 20AWG (13053481), black or On request Cable SJTW 5x 20AWG (13053696), white

Junction Box for Calumma XS, (1x Output)

1)

2)

3)

4)

E-Box
Remote

3

3

1

1

2 4
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PHOTOMETRIC DATA

Calumma S SC RGBW 6500K 10dg

Calumma S SC RGBW 6500K 45dg Calumma S SC RGBW 6500K 65dg Calumma S SC RGBW 6500K 100dg

Calumma S SC RGBW 6500K 15dg Calumma S SC RGBW 6500K 25dg Calumma S SC RGBW 6500K 30dg

Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 9dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

20000

30000

50000

cd 1958 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 810986.0°
E(0°) 164250

E(C0) 202756.0°
E(0°) 41062

E(C0) 90116.0°
E(0°) 18250

E(C0) 50696.0°
E(0°) 10266

E(C0) 32446.0°
E(0°) 6570

E(C0) 22536.0°
E(0°) 4562

C0 - C2e+02 (Beam angle: 12.0°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.11

1.0 0.21

1.5 0.32

2.0 0.42

2.5 0.53

3.0 0.63

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 9dg all-on-full 1xOsram / Anolis by Robe Lighting
s.r.o. - Calumma-S single-chip RGBW (W-6500K) 9dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 45dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

1000

1500

2000

3000

cd 1748 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 384724.3°
E(0°) 10138

E(C0) 96224.3°
E(0°) 2535

E(C0) 42724.3°
E(0°) 1126

E(C0) 24024.3°
E(0°) 634

E(C0) 15424.3°
E(0°) 406

E(C0) 10724.3°
E(0°) 282

C0 - C2e+02 (Beam angle: 48.6°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.45

1.0 0.90

1.5 1.4

2.0 1.8

2.5 2.3

3.0 2.7

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 45dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 45dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

8000

12000

16000

cd 1784 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 379067.9°
E(0°) 77599

E(C0) 94767.9°
E(0°) 19400

E(C0) 42127.9°
E(0°) 8622

E(C0) 23697.9°
E(0°) 4850

E(C0) 15167.9°
E(0°) 3104

E(C0) 10537.9°
E(0°) 2156

C0 - C2e+02 (Beam angle: 15.8°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.14

1.0 0.28

1.5 0.42

2.0 0.56

2.5 0.69

3.0 0.83

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 15dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 65dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

400

600

800

1000

1200

1400

cd 1713 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 149534.9°
E(0°) 5395

E(C0) 37434.9°
E(0°) 1349

E(C0) 16634.9°
E(0°) 599

E(C0) 9334.9°
E(0°) 337

E(C0) 6034.9°
E(0°) 216

E(C0) 4234.9°
E(0°) 150

C0 - C2e+02 (Beam angle: 69.8°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.70

1.0 1.4

1.5 2.1

2.0 2.8

2.5 3.5

3.0 4.2

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 65dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 65dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 25dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

3000

4500

6000

cd 1744 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 1355613.2°
E(0°) 29312

E(C0) 338913.2°
E(0°) 7328

E(C0) 150613.2°
E(0°) 3257

E(C0) 84713.2°
E(0°) 1832

E(C0) 54213.2°
E(0°) 1172

E(C0) 37713.2°
E(0°) 814

C0 - C2e+02 (Beam angle: 26.4°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.23

1.0 0.47

1.5 0.70

2.0 0.94

2.5 1.2

3.0 1.4

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 25dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 25dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 100dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

400

600

800

cd 1735 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 40849.7°
E(0°) 3010

E(C0) 10249.7°
E(0°) 752

E(C0) 4549.7°
E(0°) 334

E(C0) 2649.7°
E(0°) 188

E(C0) 1649.7°
E(0°) 120

E(C0) 1149.7°
E(0°) 84

C0 - C2e+02 (Beam angle: 99.4°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 1.2

1.0 2.4

1.5 3.5

2.0 4.7

2.5 5.9

3.0 7.1

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 100dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 100dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

2000

3000

4000

cd 1712 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 889116.1°
E(0°) 20005

E(C0) 222316.1°
E(0°) 5001

E(C0) 98816.1°
E(0°) 2223

E(C0) 55616.1°
E(0°) 1250

E(C0) 35616.1°
E(0°) 800

E(C0) 24716.1°
E(0°) 556

C0 - C2e+02 (Beam angle: 32.2°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.29

1.0 0.58

1.5 0.87

2.0 1.2

2.5 1.4

3.0 1.7

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 30dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 9dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

20000

30000

50000

cd 1958 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 810986.0°
E(0°) 164250

E(C0) 202756.0°
E(0°) 41062

E(C0) 90116.0°
E(0°) 18250

E(C0) 50696.0°
E(0°) 10266

E(C0) 32446.0°
E(0°) 6570

E(C0) 22536.0°
E(0°) 4562

C0 - C2e+02 (Beam angle: 12.0°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.11

1.0 0.21

1.5 0.32

2.0 0.42

2.5 0.53

3.0 0.63

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 9dg all-on-full 1xOsram / Anolis by Robe Lighting
s.r.o. - Calumma-S single-chip RGBW (W-6500K) 9dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 45dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

1000

1500

2000

3000

cd 1748 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 384724.3°
E(0°) 10138

E(C0) 96224.3°
E(0°) 2535

E(C0) 42724.3°
E(0°) 1126

E(C0) 24024.3°
E(0°) 634

E(C0) 15424.3°
E(0°) 406

E(C0) 10724.3°
E(0°) 282

C0 - C2e+02 (Beam angle: 48.6°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.45

1.0 0.90

1.5 1.4

2.0 1.8

2.5 2.3

3.0 2.7

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 45dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 45dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

8000

12000

16000

cd 1784 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 379067.9°
E(0°) 77599

E(C0) 94767.9°
E(0°) 19400

E(C0) 42127.9°
E(0°) 8622

E(C0) 23697.9°
E(0°) 4850

E(C0) 15167.9°
E(0°) 3104

E(C0) 10537.9°
E(0°) 2156

C0 - C2e+02 (Beam angle: 15.8°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.14

1.0 0.28

1.5 0.42

2.0 0.56

2.5 0.69

3.0 0.83

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 15dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 65dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

400

600

800

1000

1200

1400

cd 1713 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 149534.9°
E(0°) 5395

E(C0) 37434.9°
E(0°) 1349

E(C0) 16634.9°
E(0°) 599

E(C0) 9334.9°
E(0°) 337

E(C0) 6034.9°
E(0°) 216

E(C0) 4234.9°
E(0°) 150

C0 - C2e+02 (Beam angle: 69.8°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.70

1.0 1.4

1.5 2.1

2.0 2.8

2.5 3.5

3.0 4.2

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 65dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 65dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 25dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

3000

4500

6000

cd 1744 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 1355613.2°
E(0°) 29312

E(C0) 338913.2°
E(0°) 7328

E(C0) 150613.2°
E(0°) 3257

E(C0) 84713.2°
E(0°) 1832

E(C0) 54213.2°
E(0°) 1172

E(C0) 37713.2°
E(0°) 814

C0 - C2e+02 (Beam angle: 26.4°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.23

1.0 0.47

1.5 0.70

2.0 0.94

2.5 1.2

3.0 1.4

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 25dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 25dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 100dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

400

600

800

cd 1735 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 40849.7°
E(0°) 3010

E(C0) 10249.7°
E(0°) 752

E(C0) 4549.7°
E(0°) 334

E(C0) 2649.7°
E(0°) 188

E(C0) 1649.7°
E(0°) 120

E(C0) 1149.7°
E(0°) 84

C0 - C2e+02 (Beam angle: 99.4°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 1.2

1.0 2.4

1.5 3.5

2.0 4.7

2.5 5.9

3.0 7.1

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 100dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 100dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg
all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

2000

3000

4000

cd 1712 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 889116.1°
E(0°) 20005

E(C0) 222316.1°
E(0°) 5001

E(C0) 98816.1°
E(0°) 2223

E(C0) 55616.1°
E(0°) 1250

E(C0) 35616.1°
E(0°) 800

E(C0) 24716.1°
E(0°) 556

C0 - C2e+02 (Beam angle: 32.2°)
Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.29

1.0 0.58

1.5 0.87

2.0 1.2

2.5 1.4

3.0 1.7

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 30dg all-on-full (1xOsram)
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SPECIFICATION SHEET
CALUMMA REMOTE S SC

ROBE lighting s. r. o. | Palackeho 416 | 757 01 Valasske Mezirici | Czech Republic | Tel.: +420 571 751 500 | E-mail: info@anolis.eu | www.anolislighting.com

VERSION 2.0 / 01_2024 8

PHOTOMETRIC DATA

Calumma S SC RGBW 6500K 
10x30dg

Calumma S SC RGBW 6500K 
30x60dg

Calumma S SC RGBW 6500K 
30x90dg

Calumma S SC RGBW 6500K 
10x60dg

Calumma S SC RGBW 6500K 15x45dg Calumma S SC RGBW 6500K 15x90dg

Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 10dg x
30dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

4000

6000

8000

10000

12000

14000

cd 1723 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 260325.6°
E(C90) 2297616.7°
E(0°) 52038

E(C0) 65085.6°
E(C90) 574416.7°
E(0°) 13010

E(C0) 28925.6°
E(C90) 255316.7°
E(0°) 5782

E(C0) 16275.6°
E(C90) 143616.7°
E(0°) 3252

E(C0) 10415.6°
E(C90) 91916.7°
E(0°) 2082

E(C0) 7235.6°
E(C90) 63816.7°
E(0°) 1446

C0 - C2e+02 (Beam angle: 11.2°)
C9e+01 - C3e+02 (Beam angle: 33.4°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.100.50
0.30

1.0 0.201.0
0.60

1.5 0.291.5
0.90

2.0 0.392.0
1.2

2.5 0.492.5
1.5

3.0 0.593.0
1.8

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 10dg x 30dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 10dg x 30dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg x
60dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

1600

2400

cd 1704 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 545615.7°
E(C90) 397429.9°
E(0°) 12167

E(C0) 136415.7°
E(C90) 99329.9°
E(0°) 3042

E(C0) 60615.7°
E(C90) 44229.9°
E(0°) 1352

E(C0) 34115.7°
E(C90) 24829.9°
E(0°) 760

E(C0) 21815.7°
E(C90) 15929.9°
E(0°) 487

E(C0) 15215.7°
E(C90) 11029.9°
E(0°) 338

C0 - C2e+02 (Beam angle: 31.4°)
C9e+01 - C3e+02 (Beam angle: 59.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.280.50
0.58

1.0 0.561.0
1.2

1.5 0.841.5
1.7

2.0 1.12.0
2.3

2.5 1.42.5
2.9

3.0 1.73.0
3.5

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg x 60dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 30dg x 60dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 10dg x
60dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

4000

6000

8000

10000

cd 1714 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 169425.6°
E(C90) 1237726.3°
E(0°) 34224

E(C0) 42365.6°
E(C90) 309426.3°
E(0°) 8556

E(C0) 18825.6°
E(C90) 137526.3°
E(0°) 3803

E(C0) 10595.6°
E(C90) 77426.3°
E(0°) 2139

E(C0) 6785.6°
E(C90) 49526.3°
E(0°) 1369

E(C0) 4715.6°
E(C90) 34426.3°
E(0°) 951

C0 - C2e+02 (Beam angle: 11.2°)
C9e+01 - C3e+02 (Beam angle: 52.6°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.100.50
0.49

1.0 0.201.0
0.99

1.5 0.291.5
1.5

2.0 0.392.0
2.0

2.5 0.492.5
2.5

3.0 0.593.0
3.0

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 10dg x 60dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 10dg x 60dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg x
90dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

800

1200

1600

2000

cd 1606 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 332717.0°
E(C90) 132545.3°
E(0°) 7589

E(C0) 83217.0°
E(C90) 33145.3°
E(0°) 1897

E(C0) 37017.0°
E(C90) 14745.3°
E(0°) 843

E(C0) 20817.0°
E(C90) 8345.3°
E(0°) 474

E(C0) 13317.0°
E(C90) 5345.3°
E(0°) 304

E(C0) 9217.0°
E(C90) 3745.3°
E(0°) 211

C0 - C2e+02 (Beam angle: 34.0°)
C9e+01 - C3e+02 (Beam angle: 90.6°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.310.50
1.0

1.0 0.611.0
2.0

1.5 0.921.5
3.0

2.0 1.22.0
4.0

2.5 1.52.5
5.1

3.0 1.83.0
6.1

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg x 90dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 30dg x 90dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg x
45dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

3000

4500

6000

cd 1789 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 147537.8°
E(C90) 1199222.0°
E(0°) 29916

E(C0) 36887.8°
E(C90) 299822.0°
E(0°) 7479

E(C0) 16397.8°
E(C90) 133222.0°
E(0°) 3324

E(C0) 9227.8°
E(C90) 74922.0°
E(0°) 1870

E(C0) 5907.8°
E(C90) 48022.0°
E(0°) 1197

E(C0) 4107.8°
E(C90) 33322.0°
E(0°) 831

C0 - C2e+02 (Beam angle: 15.6°)
C9e+01 - C3e+02 (Beam angle: 44.0°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.140.50
0.40

1.0 0.271.0
0.81

1.5 0.411.5
1.2

2.0 0.552.0
1.6

2.5 0.682.5
2.0

3.0 0.823.0
2.4

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg x 45dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 15dg x 45dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg x
90dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC

2000

3000

cd 1687 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°

4e+01°

6e+01°

8e+01°

9e+01°

1e+02°1e+02°

9e+01°

8e+01°

6e+01°

4e+01°

3e+01° 2e+01° 0°

Luminous emittance 1 / Cone diagram

E(C0) 76137.9°
E(C90) 332541.3°
E(0°) 15566

E(C0) 19037.9°
E(C90) 83141.3°
E(0°) 3892

E(C0) 8467.9°
E(C90) 36941.3°
E(0°) 1730

E(C0) 4767.9°
E(C90) 20841.3°
E(0°) 973

E(C0) 3057.9°
E(C90) 13341.3°
E(0°) 623

E(C0) 2117.9°
E(C90) 9241.3°
E(0°) 432

C0 - C2e+02 (Beam angle: 15.8°)
C9e+01 - C3e+02 (Beam angle: 82.6°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.140.50
0.88

1.0 0.281.0
1.8

1.5 0.421.5
2.6

2.0 0.562.0
3.5

2.5 0.692.5
4.4

3.0 0.833.0
5.3

Projekt 0 11.12.2023

Plocha 1 / Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg x 90dg all-on-full 1xOsram / Anolis by Robe
Lighting s.r.o. - Calumma-S single-chip RGBW (W-6500K) 15dg x 90dg all-on-full (1xOsram)
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 10dg x
30dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC
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cd 1723 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°
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9e+01°
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8e+01°

6e+01°

4e+01°
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Luminous emittance 1 / Cone diagram

E(C0) 260325.6°
E(C90) 2297616.7°
E(0°) 52038

E(C0) 65085.6°
E(C90) 574416.7°
E(0°) 13010

E(C0) 28925.6°
E(C90) 255316.7°
E(0°) 5782

E(C0) 16275.6°
E(C90) 143616.7°
E(0°) 3252

E(C0) 10415.6°
E(C90) 91916.7°
E(0°) 2082

E(C0) 7235.6°
E(C90) 63816.7°
E(0°) 1446

C0 - C2e+02 (Beam angle: 11.2°)
C9e+01 - C3e+02 (Beam angle: 33.4°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.100.50
0.30

1.0 0.201.0
0.60

1.5 0.291.5
0.90

2.0 0.392.0
1.2

2.5 0.492.5
1.5

3.0 0.593.0
1.8
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg x
60dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC
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2400

cd 1704 lm
C0 - C2e+02 C9e+01 - C3e+02

0° 2e+01° 3e+01°
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Luminous emittance 1 / Cone diagram

E(C0) 545615.7°
E(C90) 397429.9°
E(0°) 12167

E(C0) 136415.7°
E(C90) 99329.9°
E(0°) 3042

E(C0) 60615.7°
E(C90) 44229.9°
E(0°) 1352

E(C0) 34115.7°
E(C90) 24829.9°
E(0°) 760

E(C0) 21815.7°
E(C90) 15929.9°
E(0°) 487

E(C0) 15215.7°
E(C90) 11029.9°
E(0°) 338

C0 - C2e+02 (Beam angle: 31.4°)
C9e+01 - C3e+02 (Beam angle: 59.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.280.50
0.58

1.0 0.561.0
1.2

1.5 0.841.5
1.7

2.0 1.12.0
2.3

2.5 1.42.5
2.9

3.0 1.73.0
3.5
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 10dg x
60dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC
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cd 1714 lm
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Luminous emittance 1 / Cone diagram

E(C0) 169425.6°
E(C90) 1237726.3°
E(0°) 34224

E(C0) 42365.6°
E(C90) 309426.3°
E(0°) 8556

E(C0) 18825.6°
E(C90) 137526.3°
E(0°) 3803

E(C0) 10595.6°
E(C90) 77426.3°
E(0°) 2139

E(C0) 6785.6°
E(C90) 49526.3°
E(0°) 1369

E(C0) 4715.6°
E(C90) 34426.3°
E(0°) 951

C0 - C2e+02 (Beam angle: 11.2°)
C9e+01 - C3e+02 (Beam angle: 52.6°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.100.50
0.49

1.0 0.201.0
0.99

1.5 0.291.5
1.5

2.0 0.392.0
2.0

2.5 0.492.5
2.5

3.0 0.593.0
3.0
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 30dg x
90dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC
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Luminous emittance 1 / Cone diagram

E(C0) 332717.0°
E(C90) 132545.3°
E(0°) 7589

E(C0) 83217.0°
E(C90) 33145.3°
E(0°) 1897

E(C0) 37017.0°
E(C90) 14745.3°
E(0°) 843

E(C0) 20817.0°
E(C90) 8345.3°
E(0°) 474

E(C0) 13317.0°
E(C90) 5345.3°
E(0°) 304

E(C0) 9217.0°
E(C90) 3745.3°
E(0°) 211

C0 - C2e+02 (Beam angle: 34.0°)
C9e+01 - C3e+02 (Beam angle: 90.6°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.310.50
1.0

1.0 0.611.0
2.0

1.5 0.921.5
3.0

2.0 1.22.0
4.0

2.5 1.52.5
5.1

3.0 1.83.0
6.1
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg x
45dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC
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Luminous emittance 1 / Cone diagram

E(C0) 147537.8°
E(C90) 1199222.0°
E(0°) 29916

E(C0) 36887.8°
E(C90) 299822.0°
E(0°) 7479

E(C0) 16397.8°
E(C90) 133222.0°
E(0°) 3324

E(C0) 9227.8°
E(C90) 74922.0°
E(0°) 1870

E(C0) 5907.8°
E(C90) 48022.0°
E(0°) 1197

E(C0) 4107.8°
E(C90) 33322.0°
E(0°) 831

C0 - C2e+02 (Beam angle: 15.6°)
C9e+01 - C3e+02 (Beam angle: 44.0°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.140.50
0.40

1.0 0.271.0
0.81

1.5 0.411.5
1.2

2.0 0.552.0
1.6

2.5 0.682.5
2.0

3.0 0.823.0
2.4
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Anolis by Robe Lighting s.r.o. Calumma-S single-chip RGBW (W-6500K) 15dg x
90dg all-on-full 1xOsram

See our luminaire
catalog for an image of

the luminaire.

Luminous emittance 1 / Polar LDC
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Luminous emittance 1 / Cone diagram

E(C0) 76137.9°
E(C90) 332541.3°
E(0°) 15566

E(C0) 19037.9°
E(C90) 83141.3°
E(0°) 3892

E(C0) 8467.9°
E(C90) 36941.3°
E(0°) 1730

E(C0) 4767.9°
E(C90) 20841.3°
E(0°) 973

E(C0) 3057.9°
E(C90) 13341.3°
E(0°) 623

E(C0) 2117.9°
E(C90) 9241.3°
E(0°) 432

C0 - C2e+02 (Beam angle: 15.8°)
C9e+01 - C3e+02 (Beam angle: 82.6°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.140.50
0.88

1.0 0.281.0
1.8

1.5 0.421.5
2.6

2.0 0.562.0
3.5

2.5 0.692.5
4.4

3.0 0.833.0
5.3
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